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Abstract
Early detection of changes in the frequency of events is an important task
in many fields, such as disease surveillance, monitoring of high-quality pro-
cesses, reliability monitoring, and public health. This article focuses on detecting
changes in multivariate event data by monitoring the time-between-events
(TBE). Existing multivariate TBE charts are limited because they only signal
after an event occurred for each of the individual processes. This results in
delays (i.e., long time-to-signal), especially when we are interested in detecting
a change in one or a few processes with different rates. We propose a bivariate
TBE chart, which can signal in real-time. We derive analytical expressions for the
control limits and average time-to-signal performance, conduct a performance
evaluation and compare our chart to an existing method. Our findings showed
that our method is an effective approach for monitoring bivariate TBE data and
has better detection ability than the existing method under transient shifts and
is more generally applicable. A significant benefit of our method is that it signals
in real-time and that the control limits are based on analytical expressions. The
proposed method is implemented on two real-life datasets from reliability and
health surveillance.

K E Y W O R D S

early event detection, lifetime expectancy, multivariate control chart, real-time monitoring,
statistical process monitoring, superimposed process, time-between-events

1 INTRODUCTION

Detecting changes in time-between-events (TBE) data has many applications. In healthcare, examples are: monitoring of
times to blindness in the eyes,1,2 response time to different treatments,3,4 or recurrence time after (cancer) treatment.5,6

In manufacturing, TBE data are: the production times of different batches and the failure time of subsystems.7,8 In public
surveillance, TBE data are: time to disease outbreaks,9 time between polio cases, and the time between crimes.10,11

Event data are discrete observations occurring in continuous time, where the time interval between two events carry
substantial information about the underlying systems. Hence, it is of interest to study the time period between the events,
referred to as TBE data. Two groups of methods have been proposed in the literature for monitoring event data. One
category of methods is the monitoring of count data. Count data can be obtained by counting the number of events in
pre-specified periods. Reviews of the monitoring methods for count data can be found in References 12-14. However, the
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F I G U R E 1 Illustration of delay when monitoring complete vectors of event data.

count-based approach is not real-time, as one needs to wait until the end of each time period, for example, a week, before
changes can be detected.15 In addition, the selection of aggregation window length is always somewhat arbitrary.

The second category of methods are TBE control charts. With a TBE control chart, we monitor the length of time
between events. For recent studies on univariate TBE control charts, the reader is referred to Sparks et al.9,16 Methods
for multivariate TBE data are categorized into two types; methods for (a) vector-based event data and (b) point-process
data.17 Vector-based event data occur when by construction, each subprocess can signal once only and hence we can
create a vector of event times. Consider for example time to blindness, we may observe different times for the left and the
right eye but by the nature of the system each will yield only one event time. Another example of vector-based event data
is breakdown and repair times of a system. In Section 6, we will implement our method on a case study considering the
monitoring of breakdown and repair times of escalators. For each event-breakdown and repair, we record the time elapsed
since the previous breakdown (in days) as well as the time to repair (in hours). Hence, we will have bivariate vectors
consisting of time to break down (X1) and time to repair (X2). For the escalator management company, it is of interest
to know if X1 is decreasing, indicating possible unexpected rapid deterioration of the escalator, as well as increase in X2,
indicating a possible breach of maintenance contract by the subcontractor responsible for the maintenance and repair.

The other type of multivariate TBE data is point-process data. In point-process data, one event may occur several
times before another shows up. For example, consider manufactured items that can fail in several ways and are repaired
after a failure. One may observe a failure type A twice before observing failure type B or C. In this article, we focus on
vector-based event data only.

As far as we know, all literature on multivariate time-between-events (MTBE) control charts focuses on vector-based
event data. The most well-known method is developed by Xie et al.18 The authors considered Gumbel’s Bivariate Exponen-
tial (GBE) distributed data and proposed a vector-based multivariate exponentially weighted moving average (MEWMA)
control chart. We will provide more details on the existing MTBE control chart literature in Section 5. Noteworthy is that
all current MTBE control charts have a built-in detection delay, which requires that one event is available for each of the
p variables under consideration. Hence, changes can only be detected when we have an observed event on each variable.
As these events happen asynchronously in time, the methods have a built-in delay until the vector of event data is com-
pletely observed. Figure 1 illustrates these delays. For the bivariate event data, existing methods can only signal when the
observation of both events is available. Delays are undesirable when we wish to detect changes in the process as quickly as
possible. Furthermore, it is easy to see how an extension from a bivariate approach to a multivariate approach will result
in longer delays.

Therefore, in this article, we propose a novel and effective method for real-time bivariate event-based monitoring,
named the bivariate time-between-events (BTBE) control chart. This method is designed for bivariate event data of the
vector-based type. Our proposed method has four main features. First, it has real-time detection power and, unlike all
existing methods, does not have a built-in detection delay. Second, it is applicable to any type of bivariate event data,
irrespective of the distribution. Third, we derive analytical expressions for the control limits and the average time-to-signal
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ZWETSLOOT et al. 791

(ATS), making simulations unnecessary in most applications. Fourth, it provides exact information about the root cause
behind an out-of-control signal.

The remainder of this article is organized as follows. The proposed method is introduced in Section 2. Analytical
expressions for the theoretical performance of our method are given in Section 3. The performance of our proposed
method under different distributional environments is discussed in Section 4, and a comparison with the existing method
by Xie et al.18 is presented in Section 5. Implementation of the proposed method on two case studies is discussed in
Section 6. Finally, the article is summarized in Section 7. Moreover, mathematical proofs and other details are provided
in the Appendices A-C and the supplementary material. Codes for implementing our method and reproducing all results
in this article are provided on https://github.com/tmahmood5/Codes-BTBE-Monitoring-Method.

2 PROPOSED METHOD

This section presents our proposed BTBE chart to monitor bivariate vector-based event data. This method can signal
changes as data comes in, and unlike other existing methods, there is no need to wait until we observe a complete vector of
events (refer to Figure 1). We first present monitoring statistics in Section 2.1, followed by the control limits in Section 2.2
and a discussion on the implementation of our chart in Section 2.3.

2.1 Monitoring statistic

Consider X = (X1,X2) as a vector of bivariate lifetimes, where X1 indicates the time to an event in the first subprocess
and X2 indicates the time to an event in the second subprocess. We assume that X is drawn from a bivariate probability
density function f (x|𝜃) where 𝜃 is the parameter vector. We will discuss some typical choices for event time distributions
f () in Section 2.3. We denote the corresponding cumulative joint distribution function, the joint survival function, and
the partial survival functions by

F(x1, x2) = P[X1 ≤ x1,X2 ≤ x2]
S(x1, x2) = P[X1 > x1,X2 > x2]
S1(x1, x2) = 𝜕

𝜕x1
S(x1, x2)

S2(x1, x2) = 𝜕

𝜕x2
S(x1, x2).

(1)

As X = (X1,X2) denotes event times, one of the two is observed first. In order to model the data in real-time, we define
order statistics X(1) as the first observed event time and X(2) as the second observed event time:

X(1) = min(X1,X2), X(2) = max(X1,X2). (2)

For our method, we create a superimposed data stream of the order statistics and hence plot each event consecutively
on our chart. As example, consider the three observations in Figure 1. These could be time to blindness for the left eye
(process A) and the right eye (process B) after treatment. Or time to failure and time to repair (see our first case study
in Section 6.1 for details) or time-to-infection and time to diagnosis (see our second case study in Section 6.2 for details).
The data in Figure 1 are:

X =

[
X1

X2

]

=

[
0.21
1.33

]

,

[
1.40
1.40

]

,

[
2.00
0.50

]

.

The superimposed process consists of the events as they are observed and is given by

[0.21, 1.33, 1.40, 0.50, 2.00]. (3)

Assume that these time-between-event data are measured in days. For our method, we plot a monitoring statistic after 5
h (0.21 day) and after 1 day and 8 h (1.33 day) for the first vector. Whereas, existing methods wait for 1 day and 8 h until
they observed both 0.21 and 1.33 before plotting the first monitoring statistic. Similarly for the third vector, we first plot X2
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after 12 h and then plot X1 1.5 days later. Whereas, existing methods wait until they observe both, X1 and X2, after 2 days
before plotting. Note that in the second case, we observe both processes at the same time and our method and existing
methods would signal at the same moment.

2.2 Control limits

Our control chart consists of the plotted data (X) and its corresponding upper and lower control limits. For our method,
the plotted data is the superimposed process as illustrated in Equation (3). The control limits are obtained using the
following theorem:

Theorem 1. Let X = (X1,X2) be a bivariate event vector distributed according to f (x1, x2). Define the order statis-
tics Xi

(1) and Xi
(2) as in Equation (2). Define V as a random variable indicating which event is observed first,

where V = 0 if x1 < x2, V = 1 if x1 > x2, and V = 2 if x1 = x2. For the first observed event X(1) we define the
control limits as

LCL(1) = F−1
X(1)

(
𝛼

2
, v
)

,

UCL(1) = S−1
X(1)

(
𝛼

2
, v
)

,

and for the second event we defined them as

LCL(2) = F−1
X(2)|X(1)

(
𝛼

2
|x(1), v

)

,

UCL(2) = S−1
X(2)|X(1)

(
𝛼

2
|x(1), v

)

,

where S−1 and F−1 are the inverses of the conditional survival and distribution functions as defined in Definitions
1 and 2.

Proof. For a univariate data point X , control limits are set such that the exceeded probability for in-control
data is equal to a pre-specified value 𝛼. Mathematically, this is equal to setting the control limits such that
FX (LCL) = 𝛼∕2 and SX (UCL) = 𝛼∕2 for the lower (LCL) and upper (UCL) control limits, respectively. Here,
FX () and SX () are the cumulative distribution and survival function. In our superimposed process, a data
point is either a first observed event X(1) or a second observed event X(2). Accordingly, we take the inverse of
cumulative distribution and survival function to set the control limits. ▪

The expressions for the cumulative distribution and survival function in Theorem 1 will differ depending on whether
the data point is the first observed event (X(1)) or the second observed event (X(2)) and whether the data point is from the
first subprocess (X1) or the second subprocess (X2). We derive control limits for all these situations in the following two
definitions:

Definition 1. Assume X = (X1,X2) ∼ f (x1, x2) and let X(1) and X(2) be defined as in Equation (2). Define V as
a random variable indicating which event is observed first, where V = 0 if x1 < x2, V = 1 if x1 > x2, and V = 2
if x1 = x2. Then the conditional cumulative distribution function of X(1) conditional on V = v, is defined as
FX(1) (x(1)|v) = P[X(1) ≤ x(1),V = v]∕P[V = v] and equal to

FX(1) (x(1)|v) =

⎧
⎪
⎪
⎪
⎪
⎨
⎪
⎪
⎪
⎪
⎩

∫
x(1)

0 S1(x1, x1)dx1

∫
∞

0 S1(x1, x1)dx1
if v = 0

∫
x(1)

0 S2(x2, x2)dx2

∫
∞

0 S2(x2, x2)dx2
if v = 1

∫
x(1)

0 f (x1, x1)dx1

∫
∞

0 f (x1, x1)dx1
if v = 2,

(4)
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ZWETSLOOT et al. 793

where S1 and S2 are defined as in Equation (1). Equivalently, we define the conditional survival function of
X(1) conditional on V = v, as SX(1) (x(1)|v) = P[X(1) > x(1),V = v]∕P[V = v] is equal to

SX(1) (x(1)|v) =

⎧
⎪
⎪
⎪
⎨
⎪
⎪
⎪
⎩

∫
∞

x(1)
S1(x1,x1)dx1

∫
∞

0 S1(x1,x1)dx1
if v = 0

∫
∞

x(1)
S2(x2,x2)dx2

∫
∞

0 S2(x2,x2)dx2
if v = 1

∫
∞

x(1)
f (x1,x1)dx1

∫
∞

0 f (x1,x1)dx1
if v = 2.

(5)

Detailed derivations of Equations (4) and (5) can be found in Appendix A.1.

We note that this definition allows for the case X1 = X2, which is unusual when the distribution function f () is assumed
to be continuous. We explicitly include this case because the failure mechanism is based on an external random shock
model for some bivariate lifetime distributions. Some shocks can affect the lifetime of both components simultaneously,
where lifetime X1 and X2 will be equal.

Definition 2. Assume X = (X1,X2) ∼ f (x1, x2) and let X(1) and X(2) be defined as in Equation (2). Define V as
a binary random variable indicating which event is observed first, where V = 0 if x1 < x2 and V = 1 if x1 > x2.
Then the conditional cumulative distribution function FX(2)|X(1),V (x(2)|x(1), v) = P[X(2) ≤ x(2)|X(1) = x(1),V = v]
is defined as

FX(2)|X(1),V (x(2)|x(1), v) =
⎧
⎪
⎨
⎪
⎩

1 − S1(x1,x2)
S1(x1,x1)

if v = 0

1 − S2(x1,x2)
S2(x2,x2)

if v = 1.
(6)

Similarly, the conditional survival function SX(2)|X(1),V (x(2)|x(1), v) = P[X(2) > x(2)|X(1) = x(1),V = v] is defined as

SX(2)|X(1),V (x(2)|x(1), v) =
⎧
⎪
⎨
⎪
⎩

S1(x1,x2)
S1(x1,x1)

if v = 0
S2(x1,x2)
S2(x2,x2)

if v = 1.
(7)

Detailed derivations of Equations (6) and (7) can be found in Appendix A.2.

We note that the case V = 2, that is, x1 = x2, is not included in Definition 2, because both event times were observed
simultaneously. Hence, conditioning on the first observed event time is irrelevant.

Control limits are usually obtained by setting 𝛼 = 1
ARL0

, where the in-control average run length (ARL0) is assigned
a pre-defined value. However, when the data represent event times, it is common to design the chart using the average
time-to-signal (ATS) rather than the ARL.17 We can relate the ARL and ATS by ATS = ARL ∗ E[TBE], and as ARL = 1∕𝛼,
it holds that:

𝛼 = E[TBE]
ATS0

, (8)

where E[TBE] is the expected time between two events (for details and derivations of E[TBE] see Section 3) and, ATS0 is
the in-control desired ATS value (we assume known parameters for designing the control limits, using ARL = 1∕𝛼).

2.3 Implementation of our proposed BTBE chart

Control charts are generally implemented in two phases: Phase I for determining and estimating a distribution model for
the data and Phase II for prospective monitoring.19,20

In Phase I, a stable and in-control dataset should be gathered. We assume that we have such a dataset and denote it
by Xi for i = 1, 2, … ,n. Where Xi = (Xi

1,X
i
2) are the bivariate vectors of events’ time collected asynchronously in time.
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Next, a distribution function f (x1, x2|𝜃) should be selected and fitted. A variety of possible models f () have been proposed
in the literature.21 We introduce three well-known models:

• The GBE distribution is based on a random external stress factor and was introduced by Gumbel22 and further devel-
oped by Hougaard.23 The GBE model’s survival function is S(x1, x2) = exp ((x1∕𝜃1)𝛿 + (x2∕𝜃2)𝛿)1∕𝛿 where 𝜃1 and 𝜃2
are the expected values of x1 and x2 and, 𝛿 ∈ (0, 1] is the dependence parameter. When 𝛿 = 1 the model generates
independent data.

• The Marshall Olkin bivariate exponential (MOBE) distribution24 is based on the assumption that the lifetime
of the main system does not depend on the failure time of the two components but is affected by external factors.
In this model, random shocks to the system appear as a homogeneous Poisson process. The MOBE model’s survival
function is S(x1, x2) = exp(−𝜆1x1 − 𝜆2x2 − 𝜆12 max(x1, x2)) where 𝜆1 is related to the rate of X1, 𝜆2 to the rate of X2 and
𝜆12 determines dependence (when 𝜆12 = 0, the two variables are independent).

• The Marshal Olkin bivariate Weibull (MOBW) distribution was also introduced by Marshall and Olkin.24 It is
based on the MOBE model but allows for a more flexible shock process modeled using a non-homogeneous Poisson
process. The MOBW model’s survival function is S(x1, x2) = exp(−𝜆1x𝜂1 − 𝜆2x𝜂2 − 𝜆12 max (x1, x2)𝜂) where 𝜆1 is related
to the rate of X1, 𝜆2 to the rate of X2, 𝜆12 determines dependence (when 𝜆12 = 0, the two variables are indepen-
dent) and, 𝜂 governs the shape of the marginal distributions. When 𝜂 = 1 the MOBW model is equal to the MOBE
model.

More details regarding each of these three models, including the maximum likelihood estimation equations, can be found
in Appendix B and properties are given Tables B1–B3.

Selecting the appropriate model is an important task that requires a combination of process knowledge and statistical
knowledge. We recommend that the practitioner carefully considers the failure mechanism of the underlying process
and uses statistical tests to validate the fit of the select model to the data. One could consider for example the package
“fitdistrplus”25 in R for fitting the data distribution. We have used this for our case study (see Section 6 for more details.)
Simultaneously, the parameters of the model have to be estimated.

Here, we have introduced three possible models for the data. However, many other bivariate distributional models
exist.21 One strength of our suggested approach is that it is easy to modify the method to any of these distributions. Hence,
the practitioner is free to select any other model. Our method works for any distribution chosen, and the only thing
that needs to be done is to derive the control limits in accordance with Theorem 1 using the distribution function of the
selected data model. This is a great benefit of our method compared to the existing methods, which are only developed
for one specific data model.

Once the model is established and the parameters are estimated, the control limits for our proposed BTBE monitoring
method should be derived according to Theorem 1. For the three discussed bivariate lifetime models, we provide the
control limits in Table 1, and the derivations for these limits are provided in the supplementary material. Before setting
the control limits, we need to assign a desirable value for the ATS0 and set 𝛼 according to Equation (8).

3 THEORETICAL PERFORMANCE

In this section, we will derive performance equations for the control charts in terms of the average time-to-signal (ATS).
In Section 3.1, we will derive the general results followed in Section 3.2 by the results for the three introduced data models
(see Section 2.3).

3.1 Generic ATS equations

Given a series of observed bivariate event data Xi = (Xi
1,X

i
2) for i = 1, 2, … , the data model is assumed as follows:

Xi ∼ f (x|𝜃) i ≤ 𝜏,
Xi ∼ f (x|𝜃∗) i > 𝜏, (9)

 15264025, 2023, 6, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1002/asm

b.2800 by U
va U

niversiteitsbibliotheek, W
iley O

nline L
ibrary on [06/03/2024]. See the T

erm
s and C

onditions (https://onlinelibrary.w
iley.com

/term
s-and-conditions) on W

iley O
nline L

ibrary for rules of use; O
A

 articles are governed by the applicable C
reative C

om
m

ons L
icense



ZWETSLOOT et al. 795

T A B L E 1 Control limits for the BTBE chart for various lifetime distributions.

GBE X(1) LCL(1) = −
(

1
𝜃1

1∕𝛿 + 1
𝜃2

1∕𝛿)−𝛿 ln(1 − 𝛼∕2)

UCL(1) = −
(

1
𝜃1

1∕𝛿 + 1
𝜃2

1∕𝛿)−𝛿 ln(𝛼∕2)

X(2) 𝛿 = 1 LCL(2) =
⎧
⎪
⎨
⎪
⎩

x1 − 𝜃2 ln(1 − 𝛼∕2) x1 < x2

x2 − 𝜃1 ln(1 − 𝛼∕2) x1 > x2

UCL(2) =
⎧
⎪
⎨
⎪
⎩

x1 − 𝜃2 ln(𝛼∕2) x1 < x2

x2 − 𝜃1 ln(𝛼∕2) x1 > x2

0 < 𝛿 < 1 LCL(2) =

⎧
⎪
⎪
⎨
⎪
⎪
⎩

((
1−𝛿
𝛿

𝜃2W0(G1)
)1∕𝛿

−
(
𝜃2
𝜃1

x1

)1∕𝛿
)
𝛿

x1 < x2
((

1−𝛿
𝛿

𝜃1W0(G1)
)1∕𝛿

−
(
𝜃1
𝜃2

x2

)1∕𝛿
)
𝛿

x1 > x2

UCL(2) =

⎧
⎪
⎪
⎨
⎪
⎪
⎩

((
1−𝛿
𝛿

𝜃2W0(G2)
)1∕𝛿

−
(
𝜃2
𝜃1

x1

)1∕𝛿
)
𝛿

x1 < x2
((

1−𝛿
𝛿

𝜃1W0(G2)
)1∕𝛿

−
(
𝜃1
𝜃2

x2

)1∕𝛿
)
𝛿

x1 > x2

W0(.) is the Lambert functiona

G1 = 𝛿

1−𝛿
x(1)C(1, 1)𝛿

(
(1 − 𝛼∕2) exp

(
−x(1)C(1, 1)𝛿

)) −𝛿
1−𝛿

G2 = 𝛿

1−𝛿
x(1)C(1, 1)𝛿

(
𝛼∕2 exp

(
−x(1)C(1, 1)𝛿

)) −𝛿
1−𝛿

C(1, 1) = ( 1
𝜃1
)1∕𝛿 + ( 1

𝜃2
)1∕𝛿

MOBE X(1) LCL(1) = −(𝜆1 + 𝜆2 + 𝜆12)−1 ln(1 − 𝛼∕2)

UCL(1) = −(𝜆1 + 𝜆2 + 𝜆12)−1 ln(𝛼∕2)

X(2) LCL(2) =
⎧
⎪
⎨
⎪
⎩

x1 − (𝜆2 + 𝜆12)−1 ln(1 − 𝛼∕2) x1 < x2

x2 − (𝜆1 + 𝜆12)−1 ln(1 − 𝛼∕2) x1 > x2

UCL(2) =
⎧
⎪
⎨
⎪
⎩

x1 − (𝜆2 + 𝜆12)−1 ln(𝛼∕2) x1 < x2

x2 − (𝜆1 + 𝜆12)−1 ln(𝛼∕2) x1 > x2

MOBW X(1) LCL(1) =
(
−(𝜆1 + 𝜆2 + 𝜆12)−1 ln(1 − 𝛼∕2)

)1∕𝜂

UCL(1) =
(
−(𝜆1 + 𝜆2 + 𝜆12)−1 ln(𝛼∕2)

)1∕𝜂

X(2) LCL(2) =
⎧
⎪
⎨
⎪
⎩

(
x𝜂1 − (𝜆2 + 𝜆12)−1 ln(1 − 𝛼∕2)

)1∕𝜂 x1 < x2
(

x𝜂2 − (𝜆1 + 𝜆12)−1 ln(1 − 𝛼∕2)
)1∕𝜂 x1 > x2

UCL(2) =
⎧
⎪
⎨
⎪
⎩

(
x𝜂1 − (𝜆2 + 𝜆12)−1 ln(𝛼∕2)

)1∕𝜂 x1 < x2
(

x𝜂2 − (𝜆1 + 𝜆12)−1 ln(𝛼∕2)
)1∕𝜂 x1 > x2

Note: For details see References 26,27, and the supplementary material.
aThe Lambert function y = W0(z) gives a solution for the equation y exp(y) = z.

Given this model, the objective of a control chart is to signal as quickly as possible after 𝜏. Usually, a control chart’s
performance is quantified using the ARL, defined as the average number of points after 𝜏, until an out-of-control point
is signaled. However, Zwetsloot et al.17 highlighted that it is more appropriate to quantify the performance of methods
for event data based on the time-to-signal performance metric because the time between plotted statistics varies when
monitoring event data. Therefore, we use the ATS as the performance metric, defined as the average time elapsed after 𝜏
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796 ZWETSLOOT et al.

until an out-of-control point is signaled. The ATS can be computed as ATS = ARL ∗ E[TBE], where

E[TBE] = P[X1 = X2]E[X(1)|X1 = X2]+
0.5P[X1 ≠ X2]E[X(1)|X1 ≠ X2]+
0.5P[X1 ≠ X2]E[X(2) − X(1)|X1 ≠ X2]. (10)

With probability P[X1 = X2], we can observe both events simultaneously, where E[X(1)|X1 = X2] is the expected time for
this simultaneous event. With probability P[X1 ≠ X2], we can observe either X(1) or X(2) since both occur with probability
0.5 and they are multiplied by the expected time for X(1) and X(2), respectively.

Since we used a superimposed data stream, not all data points are independent. Thus, the computation of ARL and
consequently the ATS, is subtle. Taking this into account, we derive the analytical expression for the ATS in Theorem 2.
Proof of Theorem 2 can be found in Appendix C.

Theorem 2. Assume X = (X1,X2) ∼ f (x|𝜃∗) as in Equation 9. Let the control limits be defined as in Theorem 1,
and obtained from an in-control dataset X ∼ f (x|𝜃). The proposed BTBE chart will have an ATS performance
equal to:

ATS = E∗[TBE] 1 + P∗[NS1,≠]
P∗[S1] + P∗[NS1, S2,≠],

(11)

where P∗ and E∗ denote the probability and expectation over f (x|𝜃∗) respectively. S1 and NS1 indicate a signal or
no signal on the first event while S2 indicates a signal on the second event, and ≠ is an abbreviation for X1 ≠ X2.
Formally, the probabilities are defined as:

P∗[NS1,≠] = P∗[LCL(1) < X(1) ≤ UCL(1),X1 ≠ X2],
P∗[S1] = P∗[X(1) ≤ LCL(1)] + P∗[X(1) > UCL(1)],

P∗[NS1, S2,≠] = P∗[LCL(1) < X(1) ≤ UCL(1),X(2) ≤ LCL(2),X1 ≠ X2],
+ P∗[LCL(1) < X(1) ≤ UCL(1),X(2) > UCL(2),X1 ≠ X2]. (12)

In Equation (11), the fraction is related to 1∕𝛼 (used for a univariate Shewhart control chart). The “𝛼” in the denomi-
nator, is the sum of the probability to observe a signal at the first observed event plus the probability to observe a signal at
the second event. The numerator is larger than 1 because we observe two events in the later case. The ARL performance
(rather than the ATS performance) is equal to this fraction.

3.2 ATS equations for GBE, MOBE, and MOBW models

Next, we compute Equation (11) for the GBE, MOBE, and MOBW models in Corollaries 1–3. Detailed derivations to
obtain the results in Corollaries 1–3 can be found in the supplementary material.

Corollary 1. Assume X ∼ f (x; 𝜃) as in Equation (9), where f () is the GBE distribution function with
𝜃 = (𝜃1, 𝜃2, 𝛿) for in-control data, and 𝜃

∗ = (𝜃∗1 , 𝜃
∗
2 , 𝛿

∗) for out-of-control data. The ATS performance of our
two-sided proposed method when 𝛿 = 1, is equal to

ATS = E∗[TBE] 1 + (1 − 𝛼∗)

𝛼
∗ + (1 − 𝛼∗)

[

𝜃

∗−1
1

C∗(1,1)

[

1 −
(

1 − 𝛼

2

) 𝜃2
𝜃

∗
2 +

(
𝛼

2

) 𝜃2
𝜃

∗
2

]

+ 𝜃

∗−1
2

C∗(1,1)

[

1 −
(

1 − 𝛼

2

) 𝜃1
𝜃

∗
1 +

(
𝛼

2

) 𝜃1
𝜃

∗
1

]]

,

(13)

where E∗[TBE] = 0.5(𝜃∗1 + 𝜃
∗
2 − C(1, 1)−1), C = C∗(1, 1)∕C(1, 1) and, C(1, 1) = (1∕𝜃1)1∕𝛿 + (1∕𝜃2)1∕𝛿, 𝛼∗ = 𝛼∗L +

𝛼

∗
R, 𝛼

∗
L = 1 −

(

1 − 𝛼

2

)C
, 𝛼

∗
R =

(
𝛼

2

)C
.
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ZWETSLOOT et al. 797

We note that the analytical expression for the ATS when 𝛿 < 1 is too complex; thus, we use simulation to obtain the ATS
if 𝛿 < 1.

Corollary 2. Assume X ∼ f (x; 𝜃) as in Equation (9), where f () is the MOBE distribution function with 𝜃 =
(𝜆1, 𝜆2, 𝜆12) for in-control data and 𝜃

∗ = (𝜆∗1, 𝜆
∗
2, 𝜆

∗
12) for out-of-control data. The ATS performance of our

proposed method, is equal to

ATS = E∗[TBE]

[

1 + 𝜆

∗
1+𝜆

∗
2

Λ∗
(1 − 𝛼∗)

]

𝛼
∗ + (1 − 𝛼∗)

[
𝜆

∗
1
Λ∗

(

1 − (1 − 𝛼

2
)
𝜆

∗
2+𝜆

∗
12

𝜆2+𝜆12 + ( 𝛼
2
)
𝜆

∗
2+𝜆

∗
12

𝜆2+𝜆12

)

+ 𝜆

∗
2
Λ∗

(

1 − (1 − 𝛼

2
)
𝜆

∗
1+𝜆

∗
12

𝜆1+𝜆12 + ( 𝛼
2
)
𝜆

∗
1+𝜆

∗
12

𝜆1+𝜆12

)] , (14)

where 𝛼∗L = 1 −
(

1 − 𝛼

2

) Λ∗

Λ , 𝛼∗U =
(
𝛼

2

) Λ∗

Λ , 𝛼∗ = 𝛼∗L + 𝛼
∗
U , Λ = 𝜆1 + 𝜆2 + 𝜆12, and

E∗[TBE] = 0.5
(
𝜆

∗
1 + 𝜆

∗
2

Λ∗2 +
𝜆

∗
2

Λ∗(𝜆∗1 + 𝜆
∗
12)

+
𝜆

∗
1

Λ∗(𝜆∗2 + 𝜆
∗
12)

)

+
𝜆

∗
12

Λ∗2 .

Corollary 3. Assume X ∼ f (x; 𝜃) as in Equation (9), where f () is the MOBW distribution function, with 𝜃 =
(𝜆1, 𝜆2, 𝜆12, 𝜂) for in-control data, and 𝜃∗ = (𝜆∗1, 𝜆

∗
2, 𝜆

∗
12, 𝜂) for out-of-control data. The ATS performance of our

proposed method, is equal to

ATS = E∗[TBE]

[

1 + 𝜆

∗
1+𝜆

∗
2

Λ∗
(1 − 𝛼∗)

]

𝛼
∗ + (1 − 𝛼∗)

[
𝜆

∗
1
Λ∗

(

1 − (1 − 𝛼

2
)
𝜆

∗
2+𝜆

∗
12

𝜆2+𝜆12 + ( 𝛼
2
)
𝜆

∗
2+𝜆

∗
12

𝜆2+𝜆12

)

+ 𝜆

∗
2
Λ∗

(

1 − (1 − 𝛼

2
)
𝜆

∗
1+𝜆

∗
12

𝜆1+𝜆12 + ( 𝛼
2
)
𝜆

∗
1+𝜆

∗
12

𝜆1+𝜆12

)] , (15)

where 𝛼∗L, 𝛼∗U , 𝛼∗, and Λ have the same definition as Corollary 2. And

E∗[TBE] = 0.5Γ
(

1 + 1
𝜂

)(
1

(𝜆∗2 + 𝜆
∗
12)1∕𝜂

−
𝜆

∗
2 + 𝜆

∗
12

Λ∗1+1∕𝜂 +
1

(𝜆∗1 + 𝜆
∗
12)1∕𝜂

−
𝜆

∗
1 + 𝜆

∗
12

Λ∗1+1∕𝜂 + 2
𝜆

∗
12

Λ∗1+1∕𝜂

)

.

The equations in Corollaries 1–3 allow us to do performance evaluations of our proposed chart without simulations.
Whereas most existing methods for monitoring event data rely on simulations to obtain ATS values.

4 PERFORMANCE OF PROPOSED METHOD

In this section, we evaluate the performance of our proposed BTBE chart. First, we describe our experiments, followed
by a performance evaluation.

4.1 Synthetic data experiments

We consider data from either of the three lifetime distributions introduced in Section 2.3. We select four in-control models
to evaluate the performance of our method.

• Scenario 1: equal expectations for both event times; E[X1] = E[X2] = 5, with X1 and X2 modeled to be independent.
• Scenario 2: equal expectations for both event times; E[X1] = E[X2] = 5, with X1 and X2 modeled to be dependent.
• Scenario 3: unequal expectations for the event times; E[X1] = 5 and E[X2] = 15, with X1 and X2 modeled to be

independent.
• Scenario 4: unequal expectations for the event times; E[X1] = 5 and E[X2] = 15, with X1 and X2 modeled to be

dependent.
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798 ZWETSLOOT et al.

For the performance assessment of the BTBE chart, four different types of shifts are considered for each of the four
in-control scenarios:

• Shift type I1: Positive shift (increase) in only E[X1] by 50% and 100%.
• Shift type I2: Positive shift (increase) in both E[X1] and E[X2] by 50% and 100%.
• Shift type D1: Negative shift (decrease) in E[X2] from 30% to 80%.
• Shift type D2: Negative shift (decrease) in both E[X1] and E[X2] from 30% to 80%.

For each of the three distributions, we have selected parameters (𝜃1, 𝜃2, 𝛿 for GBE, 𝜆1, 𝜆2, 𝜆12 for MOBE, and 𝜆1, 𝜆2, 𝜆12, 𝜂

for MOBW) such that the above mentioned expectations are met under in-control and out-of-control scenarios. Table B4
in Appendix B provides the parameter values.

Note that dependence has a careful interpretation when the data is MOBE or MOBW distributed since dependence
is related to the probability that X1 = X2. The nature of the MOBE and MOBW models is that X1 can be equal to X2 even
though they are continuous random variables. The rationale is that an external shock could influence both components
in a system, and hence they have an equal event time (X1 = X2). Therefore, to model independence in scenarios 1 and 3,
we set P[X1 = X2] = 0 and to model dependence in scenarios 2 and 4, we set P[X1 = X2] = 0.1.

We study two types of shifts. First, we consider the classic scenario of sustained shifts in the process—once the process
changes, it stays that way until it is detected and corrected. The second shift type we study is that of transient shifts. A
transient shift appears and disappears again after a certain number of periods.

4.2 Performance evaluation for sustained shifts

Table 2 shows the ATS performance of our proposed BTBE chart for the selected experiments and the three distributions.
Results in Table 2 were obtained using Corollaries 1–3, except for the GBE results in scenarios 2 and 4 (the depen-
dent scenarios 𝛿 < 1). All codes for replicating the results are available on https://github.com/tmahmood5/Codes-BTBE-
Monitoring-Method.

From Table 2, we conclude that our method can signal shifts for all three data distributions. The method is slightly
slower when the data are dependent (scenarios 2 and 4) compared to similar independent scenarios (1 and 3), but the
difference is negligible. Next, we compare the results of our BTBE method for observations with equal and unequal expec-
tations (scenarios 1 and 2 vs scenarios 3 and 4). ATS values for scenarios 3 and 4 are larger compared to scenarios 1 and
2. This is a direct result that the expectation of X2 is larger in scenarios 3 and 4.

The two-sided chart applied with the MOBW data has good performance for detecting decreases in both variables. The
charts are all designed to have an exact in-control ATS of 200, obtained using the analytical expression. The simulation
results for GBE with 𝛿 < 1 (scenarios 2 and 4) show a little bit of simulation error. We note that the ATS values for GBE
and MOBE under the independent scenarios (1 and 3) are equal when the data are independent, as the models are equal.

4.3 Performance evaluation for transient shifts

In this section, we look at transient shifts, that is, shifts that come and disappear again. These types of shifts are partic-
ularly of interest in application fields where it is difficult to stop a process after a signal has occurred. Transient shifts
are common in disease surveillance, as Fricker Jr and Burkom28 point out “eventually a disease outbreak subsides and
the incidence of the disease returns to some sort of normal background rate.” This is the case in Wang and Zwetsloot29

where a dengue outbreak lasts one month. Or consider Mahmood et al.30 who develop a method for health surveillance
that signals outliers, that is, elder patients with abnormal vital signs. Another field with transient shifts is network mon-
itoring. For example, Yu et al.31 study shifts of length 50. Social media data often display transient shifts as illustrated in,
for example, Zwetsloot and Woodall; Sparks and Paris; Sparks et al.9,15,32

Overall, transient shifts occur in many fields and are important to detect. The anticipated length of any important
transient shift in the process has an impact on the performance of any monitoring method. The length of the transient
shift of interest will vary from application to application. Very short transient shifts can be modeled as outliers and in
the limit, a very long transient shift will be equal to a sustained shift. For conciseness, we only study these two extremes
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ZWETSLOOT et al. 799

T A B L E 2 ATS values for sustained shifts for our BTBE chart under various data distributions and scenarios.

ATS

In-control scenario Shift type E[X1] E[X2] GBE MOBE MOBW

1. Equal expectations, independence IC 5 5 200.0 200.0 200.0

OC-I1 7.5 5 143.8 143.9 67.0

OC-I1 10 5 105.7 105.7 35.9

OC-I2 7.5 7.5 110.9 110.9 40.0

OC-I2 10 10 73.9 73.9 21.4

OC-D1 5 2.5 173.3 173.3 133.6

OC-D1 5 1 100.9 100.9 39.6

OC-D2 2.5 2.5 100.0 100.0 50.6

OC-D2 1 1 16.3 16.3 3.5

2. Equal expectations, dependence IC 5 5 199.9 200.0 200.0

OC-I1 7.5 5 151.0 143.6 66.9

OC-I1 10 5 109.0 104.8 35.4

OC-I2 7.5 7.5 125.1 111.0 40.7

OC-I2 10 10 86.2 73.9 21.9

OC-D1 5 2.5 162.5 174.2 135.9

OC-D1 5 1 66.3 104.0 106.5

OC-D2 2.5 2.5 119.1 100.0 50.6

OC-D2 1 1 24.7 16.3 3.5

3. Unequal expectations, independence IC 5 15 200.0 200.0 200.0

OC-I1 7.5 15 138.9 138.9 71.5

OC-I1 10 15 101.8 101.8 37.3

OC-I2 7.5 22.5 138.4 138.4 63.4

OC-I2 10 30 106.4 106.4 40.5

OC-D1 5 10.5 170.3 170.3 151.9

OC-D1 5 7.5 129.3 129.3 89.6

OC-D2 3.5 7.5 119.7 119.7 71.5

OC-D2 2.5 7.5 100.0 100.0 51.5

4. Unequal expectations, dependence IC 5 15 197.7 200.0 200.0

OC-I1 7.5 15 124.8 140.1 73.8

OC-I1 10 15 87.1 102.8 38.4

OC-I2 7.5 22.5 147.7 138.5 63.9

OC-I2 10 30 114.0 106.5 41.1

OC-D1 5 10.5 145.9 171.0 153.2

OC-D1 5 7.5 97.2 130.0 90.8

OC-D2 3.5 7.5 113.5 119.6 71.2

OC-D2 2.5 7.5 117.6 100.0 51.5
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800 ZWETSLOOT et al.

and point out that the detection performance of our methods for transient shifts of moderate length will be somewhere
in between the performance for these two extremes presented in Section 4.3 (sustained shifts) and this section (short
transient shifts equal to outliers). Hence, for our purpose, we model the transient shift as an outlier. The shift influenced
one event vector and the process returns to its in-control state after this event vector.

To study the performance of our methods, we consider the detection probability (DP), which is defined as the proba-
bility that the chart will signal an out-of-control process at the time point of the transient shift. The detection probability
is defined as DP∗ = E∗[TBE]∕ATS∗ where we take ATS from Corollaries 1–3, and the star denotes that these are computed
using the out-of-control process parameters.

Figure 2 shows the DP of our proposed chart for the three considered data models for each of the four scenarios and
for a range E[X1] and E[X2] values.

The in-control detection rate is set at 5%, and we see that all charts have a detection rate of 5% when E[X1] = 5 and
E[X2] = 5, for scenarios 1 and 2 and E[X2] = 15 for scenarios 3 and 4. The detection power of the transient shifts increases
as the shift size increases. In particular, for the MOBW model, the detection probability increases rapidly. Decreases in
E[X1] are easier to detect for the dependent models (scenarios 2 and 4).

5 COMPARATIVE ANALYSIS

In this section, we compare our proposed BTBE chart with the existing method by Xie et al.18 We select this method
as it is the most well-known and widely studied method. Other options would be the more recent method proposed by
Xie et al.,33 who extended the idea of Reference 18 by using the multivariate cumulative sum (MCUSUM) control chart.
Koutras and Sofikitou34 and Triantafyllou and Panayiotou 35 used control charts based on the order statistic to monitor
the bivariate vector-based data. A two-level multivariate Bayesian control chart based on the Marshall-Olkin bivariate
exponential (MOBE) distributed data was proposed by Duan et al.36 For bivariate vector-based event data, copula based
MEWMA, multivariate double EWMA and MCUSUM charts were proposed by Kuvattana and Sukparungsee,37 Sasi-
wannapong et al.,38 and Sukparungsee et al.,39 and the Hotelling’s T2 chart based on the different type of copulas was
discussed by Sukparungsee et al.40 For the multivariate vector-based event data, copula based MCUSUM chart was pro-
posed by Sukparungsee et al.41 and the MEWMA charts based on transformed exponential data and asymmetric gamma
distributions were discussed by Khan et al.42 and Flury and Quaglino,7 respectively.

The method by Xie et al.18 is a multivariate EWMA (MEWMA) chart designed for GBE distributed data only. The
MEWMA statistic is defined as: zi = r(Xi − 𝜇X ) + (1 − r)zi−1 and the charting statistics is equal to Ei = zT

i Σ
−1
Zi

zi where
r ∈ (0, 1] is the EWMA smoothing parameter, ΣZi = r∕(2 − r)ΣX and, 𝜇X and ΣX are the mean vector and covariance
matrix, respectively.18 The MEWMA chart signals when Ei > h and this chart converts to a Hotelling’s T2 chart when
r = 1. We run the MEWMA chart with r = 0.1 and r = 1. Note that our chart is essentially a Shewhart-type chart; hence,
it is most fair to compare our method with the MEWMA chart based on r = 1. To implement the MEWMA chart, we need
expressions of the covariance matrix and that is not known for the MOBW case,43 hence we decided to only implement
the MEWMA chart for the GBE data.

We compare the performance for two types of scenarios: (1) for detecting sustained shifts in the process parameters
and (2) for detecting transient shifts in the process. In Section 5.1, we present the performance comparisons for sustained
shifts, and in Section 5.2, we present the performance comparison for transient shifts and outliers.

5.1 Performance comparison for sustained shifts

We design our method and the MEWMA chart with an in-control overall ATS0 = 200. The control limits for our BTBE
method are taken from Table 1. For the MEWMA chart, we obtain the control limits using simulation. The limits are
reported in Table 3. Note that these limits are different compared to the limits reported by Xie et al.18 because we use the
ATS as a performance measure, and they used the ARL.

Table 4 gives the ATS values for our chart and the MEWMA chart when the data are drawn from a GBE distribution
with sustained shift with scenarios similar to those considered in Section 4. Results for our method when 𝛿 = 1, are
obtained using the ATS expression in Corollary 1 while the results for 𝛿 < 1 and the MEWMA chart are obtained using
10,000 Monte Carlo simulations.
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ZWETSLOOT et al. 801

F I G U R E 2 DP values for our BTBE chart under transient shifts for various data distributions and scenarios.

The results in Table 4 show that our method has better detection power for decreasing shifts compared to MEWMA
with r = 1. This is a desirable property as usually decreases in the expected time between events indicate a deterioration
of the system under consideration. Note that for many decreasing scenarios, the MEWMA chart has no detection power
(the ATS values are larger than the in-control value of 200). When we compare our methods to the MEWMA with r = 0.1,
we see that it is a bit slower in detecting small sustained decreasing shifts. This can be expected as we do not incorporate
any memory into our monitoring statistics. There is a potential to improve our method by using a time-weighted scheme
on top of our proposed monitoring statistics.
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802 ZWETSLOOT et al.

T A B L E 3 Limit h for the MEWMA chart against a fixed ATS0 = 200.

Scenario

1 2 3 4

𝜆 = 0.1 3.60 3.87 2.09 2.12

𝜆 = 1 9.51 11.40 5.33 5.86

When we consider increasing shifts, we see that in scenarios 1 and 2, the equal expectation scenarios, the MEWMA
chart is quicker in detecting the change. For the more realistic scenarios of unequal expectations (scenarios 3 and 4), our
method’s performance is a little slower than the MEWMA method. We believe scenarios 3 and 4 to be more realistic than
scenarios 1 and 2 as seldom multiple components of one system will have identical expected lifetimes.

5.2 Performance comparison for transient shifts

Next, we compare the performance in detecting transient shifts for our method with the MEWMA methods based on
r = 0.1 and r = 1 for each of the four scenarios. Figure 3 shows the results. The y-axis shows the percent point difference
between the DP for the BTBE chart and the MEWMA chart. So a value above 0 means that our chart has a larger detection
probability, and a value below 0 means that the MEWMA chart has a better chance of detecting the transient shift.

Unsurprisingly, the MEWMA chart based on r = 0.1 (left column in Figure 3) does not have strong performance for
detecting transient shifts. The DP is a lot higher for our method, especially for decreasing shifts (𝜃1 < 5 and 𝜃2 < 5 for
scenarios 1 and 2, and 𝜃2 < 15 for scenarios 3 and 4). For scenarios 3 and 4, the MEWMA has a slightly larger DP in the
range of 𝜃1 between 2.5 and 7.5 but the difference with our method is very small.

The MEWMA chart based on r = 1 performs better than the MEWMA chart based on r = 0.1 in detecting transient
shifts, which is as expected. The performance of the MEWMA with r = 1 compared to our BTBE methods depends on the
type of shift. For decreasing shifts with unequal expectations (scenarios 3 and 4), the MEWMA is strongly outperformed
by our proposed methods. For larger increasing shifts in either 𝜃1 or 𝜃2, the MEWMA has slightly better performance, but
the difference is small with our method.

Overall, our method performs well for detecting decreasing and increasing shifts when the expected lifetimes are
unequal among components. Though performance is similar to the MEWMA chart for the GBE data with sustained shifts,
our method is more generally applicable (to any distribution) and detects transient shifts quicker. Hence, we recommend
using our method, unless the practitioner is interested in monitoring GBE data only and is confident all shifts will always
be sustained in nature.

6 APPLICATION TO TWO CASE STUDIES

6.1 Application to failure and repair time of a system

In this case study, we use fault data to monitor the health condition of escalators in order to help decision-making regard-
ing maintenance. The project is a collaboration research project between City University of Hong Kong and a Hong Kong
based company that operates many escalators in various buildings throughout Hong Kong. Due to confidentiality, many
project details cannot be shared.

A typical escalator has a projected lifetime of 30 years, can transport up to 8000 passengers per hour, and usually
operates about 20 hours per day. Regular examinations and preventive maintenance are necessary for escalators to ensure
safe operation. An escalator may break down in its service lifetime, and we regard these breakdowns as faults. Faults
occur because of different reasons. First, escalators are engineering systems with multiple components and parts, which
have risks of breaking down and causing system faults. Second, unpredictable external factors can cause faults, including
passenger accidents, jammed objects and so forth.

Instead of quantifying each fault, the time between faults can be used to monitor the escalator’s health status. A long
time between two faults may indicate a good health condition of the escalator. On the contrary, a short time interval
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ZWETSLOOT et al. 803

T A B L E 4 Comparison of ATS performance for our BTBE chart and the MEWMA chart.

ATS

BTBE MEWMA MEWMA

In-control scenario Shift type 𝜽1 𝜽2 𝜹 r = 0.1 r = 1

1. Equal expectations, independence IC 5 5 1 199.7 200.1 200.2

OC-I1 7.5 5 1 143.1 104.0 106.8

OC-I1 10 5 1 104.8 72.7 76.5

OC-I2 7.5 7.5 1 110.0 81.2 79.8

OC-I2 10 10 1 72.6 59.5 56.9

OC-D1 5 2.5 1 172.5 71.7 251.2

OC-D1 5 1 1 99.9 35.9 211.1

OC-D2 2.5 2.5 1 99.5 34.6 2054.0

OC-D2 1 1 1 16.2 7.7 >10,000

2. Equal expectations, dependence IC 5 5 0.5 199.9 199.9 200.1

OC-I1 7.5 5 0.5 151.0 85.8 105.3

OC-I1 10 5 0.5 109.0 59.5 70.9

OC-I2 7.5 7.5 0.5 125.1 86.9 87.9

OC-I2 10 10 0.5 86.2 64.4 63.2

OC-D1 5 2.5 0.5 162.5 57.0 224.2

OC-D1 5 1 0.5 66.3 30.7 150.1

OC-D2 2.5 2.5 0.5 119.1 44.1 3820.1

OC-D2 1 1 0.5 24.7 9.1 >10,000

3. Unequal expectations, independence IC 5 15 1 197.9 199.9 200.8

OC-I1 7.5 15 1 136.8 126.1 112.0

OC-I1 10 15 1 99.9 90.3 79.2

OC-I2 7.5 22.5 1 134.9 128.4 108.4

OC-I2 10 30 1 101.6 102.8 87.6

OC-D1 5 10.5 1 168.8 129.9 238.1

OC-D1 5 7.5 1 128.5 72.4 225.1

OC-D2 3.5 7.5 1 118.6 64.3 718.0

OC-D2 2.5 7.5 1 98.8 50.6 2399.0

4. Unequal expectations, dependence IC 5 15 0.5 197.7 199.2 200.1

OC-I1 7.5 15 0.5 124.8 107.1 106.1

OC-I1 10 15 0.5 87.1 70.0 71.7

OC-I2 7.5 22.5 0.5 147.7 139.0 119.9

OC-I2 10 30 0.5 114.0 116.3 100.9

OC-D1 5 10.5 0.5 145.9 111.0 193.7

OC-D1 5 7.5 0.5 97.2 56.4 147.2

OC-D2 3.5 7.5 0.5 113.5 69.4 480.5

OC-D2 2.5 7.5 0.5 117.6 63.6 1586.1
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804 ZWETSLOOT et al.

F I G U R E 3 Difference in DP values for our BTBE chart versus the MEWMA chart under transient shifts for the four scenarios.

between two faults indicates a bad health status. Repairing a fault after its occurrence is necessary for the maintenance
work and should be finished as soon as possible. Hence, the time to repair, which is the time cost to check and fix the
fault, is also of interest. A short repair time is preferable, indicating less severe faults, efficient maintenance work, and
good service.

The data we use in this case study is the 7-year fault record of an escalator (2013–2020). For each fault, we record
the time since its previous fault in days (X1) and the time to repair it in hours (X2) (cf. Figure 4). Though the fault is
observed earlier than its repair, the number of hours can be smaller than the number of days. Therefore, we include the
setting X1 > X2. The data fits our method as the data are vector-based TBE data. This project aims to develop a monitoring
framework that can signal significant changes in the time to break down (X1), the time to repair (X2), or both. Decreases
in X1 and increases in X2 are of our concern. A shorter time between two faults indicates an increasing frequency of
accidents related to the escalator’s bad status. A longer repair time implies more maintenance costs and significant effects
on service quality.

To implement our BTBE chart, we use the first 100 faults records as in-control data, where a record indicates a vector
with time to fault and time to repair. The remaining 145 records are used for prospective monitoring. For the in-control
data, we fit several distributions using the R-package fitdistrplus44 and conclude that X1 and X2 follow a Weibull distri-
bution. Marshall and Olkin24 stated that a bivariate dataset fits the MOBW distribution if (i) the marginal distribution of
each variable follows a Weibull distribution, and (ii) min(X1,X2) follows a Weibull distribution. From the above analysis,
it is concluded that a MOBW model best fits our data.

We estimate the MOBW parameters for the in-control data using the EM algorithm proposed by Kundu and Dey45 and
obtained 𝜂 = 1.1677, 𝜆1 = 0.0435 𝜆2 = 0.0105 and 𝜆12 = 5.78e−08. With the estimated parameters and the Corollary 3,
the expected time between events is estimated as 24.68, and ARL is set at 50. Hence, the control limits given in Table 1 are
set on the basis of ATS0 = 1233.75 and yield as: LCL(1) = 0.2369, UCL(1) = 45.0326 for the first event time and LCL(2) =
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ZWETSLOOT et al. 805

F I G U R E 4 An illustration of escalator’s failure data.

(
x1.1677

1 + 0.9595
)0.8564, UCL(2) =

(
x1.1677

1 + 439.6717
)0.8564 for the second event time when X1 < X2. While for X1 > X2,

control limits for the second event time are LCL(2) =
(

x1.1677
1 + 0.2309

)0.8564 and UCL(2) =
(

x1.1677
1 + 105.7797

)0.8564.
The proposed BTBE chart for the escalator’s failure dataset is plotted in Figure 5. However, a zoomed version of the

original plot is also plotted in Figure 5 for further enhancement of the main plot’s readability. The chart plots the univariate
superimposed data stream: the time to faults and the time to repair for the first fault, followed by the time to faults and
the repair time for the second fault. The order of time to fault and time to repair for each fault depends on their numerical
values. The chart showed seven signals in total, three out of them due to the decrease of time to faults (i.e., indicated
small “1”) and remaining are caused by the increase of time to repair—second event signals—(i.e., marked with a small
“2”). This case shows that the proposed method can identify the outliers in the dataset. In particular, the second and third
signals indicate a very long repair time which could be investigated. The fourth signal is a decrease in time to failure,
which should be monitored to ensure it does not become a persistent change.

6.2 Application to AIDS data

In this section, we implement the proposed BTBE monitoring method to the AIDS dataset obtained from the Centers for
Disease Control (CDC) in Atlanta, Georgia, which is also available in R-package SurvTrunc.46 In the data, we have a total
of 295 people, among which 258 are adults and 37 are children. All people in the sample got AIDS through contaminated
blood transfusion. For each person, we have a time to HIV infection (the first event X(1) referred to as infection time),
which is the time between blood transfusion and infection. We have the total time to AIDS diagnosis (the second event
X(2) referred to as total incubation time), which is the time between blood transfusion and AIDS diagnosis. Therefore, the
total incubation time is always larger than the infection time for each patient. We have excluded one person from the data
whose event time equals zero and most likely contracted AIDS before the blood transfusion.

The data is summarized in Table 5 and visualized in Figure 6. The infection time (X(1)) is significantly higher for
children than for adults (at a 5% significance level). The total incubation time (X(2)) is shorter for children than for adults
(at a 10% significance level). These results align with Reference 47, who concluded that children, compared to adults,
have shorter HIV incubation times. Note that we will work with transformed data (division by 100) to have shape and
scale parameters of the same size.45

To illustrate our BTBE chart, we use the adult’s data as in-control data and the children’s data as shifted data (upward
shifted for X(1) and downward shifted for X(2)). In this dataset, X1 < X2 for all observations/people, hence it follows that
X(1) = X1 and X(2) = X2 for all observations/people. We first fit a distribution to the data in a Phase I analysis to implement
our chart. We used the R-package fitdistrplus44 to evaluate various distributions. Figure 7 shows the Q-Q plots for X(1)
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806 ZWETSLOOT et al.

F I G U R E 5 The BTBE chart for the escalator’s failure case study.

T A B L E 5 Descriptive statistics for AIDS dataset.

Mean adults Mean children p-value

Infection time (in months) X(1) 48.7 56.9 0.0127

Total incubation time (in months) X(2) 81.2 76.2 0.0514

Transformed X(1) 0.487 0.569

Transformed X(2) 0.812 0.762

and X(2), which concludes that a MOBW model best fits our data. The estimated MOBW parameters of the in-control
(adults) data are 𝜂 = 4.31, 𝜆1 = 0.574, 𝜆2 = 0.905, and 𝜆12 = 1.12.

Using these estimates, the control limit formulas in Table 1 yield: LCL(1) = 0.180, UCL(1) = 0.794 for the first event
time and LCL(2) =

(
x4.311

1 + 0.00374
)0.232, UCL(2) =

(
x4.311

1 + 2.247
)0.232 for the second event time. We have set ATS0 = 25

because the expected time between events is approximately 0.4, yielding about one false alarm for approximately every
60 events, that is, 30 observations/people.

The proposed BTBE chart for the AIDS dataset is plotted in Figure 8. The chart plots the univariate superimposed data
stream: the infection time X(1) and total incubation time X(2) of the first person, followed by the infection time and total
incubation time of the second person and so forth. The chart shows that the infection time signals five times (the small
“1” indicates that the signal is related to a first event). This is in line with the results of Table 5.

7 CONCLUDING REMARKS AND RECOMMENDATIONS

This article proposed a novel method, named BTBE chart, to monitor sustained or transient shifts in MTBE data. The
strengths of the proposed methods are that (1) it has real-time detection power and does not have a built-in delay like
all existing multivariate time-between-event methods; (2) it can be used for any bivariate distribution of the underlying
data, and it only needs the CDF and survival functions for control limit computation; (3) it has analytical expressions
for the control limits and performance metrics making it quick to run; (4) it shows reasonable performance compared
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ZWETSLOOT et al. 807

F I G U R E 6 AIDS data for each subject.

F I G U R E 7 QQ-plot; (A) for X(1), and (B) for X(2).
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F I G U R E 8 The BTBE chart for the AIDS case study.

to other methods when data are GBE distributed (especially for transient shifts); (5) it give insight into the underlying
variable that shifted. Overall, the method is more generally applicable than the existing MEWMA method and performs
excellently, especially when the observations have unequal TBE and/or are transient in nature, which we consider a more
realistic scenario than equal expectations. Under equal expectations and sustained shifts, the MEWMA outperforms for
GBE data only.

Future interesting work would be to extend the method to point-process data. Our method is only applicable for
the monitoring of vector-based event data. Also, adapting our bivariate chart to multivariate data will be of interest. In
the current methodology, the history of the events is not accumulated, so a method based on EWMA and CUSUM type
structures will also be an interesting issue for future research. A potential to fine-tune our method is to have a signal once
TBE gets bigger than the UCL rather than to wait until we observe TBE.
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APPENDIX A

This appendix provided the derivations for Definitions 1 and 2.

A.1 Derivations for Definition 1
This proof is based on censored data modeling. We follow similar steps to Reference 48.

Proof of Definition 1. We derive the conditional cumulative distribution function for the first observed event
time X(1) for each case V = 0, V = 1, and V = 2, separately.

When V = 0, the conditional CDF is defined as FX(1) (x(1)|v) = P[X1 ≤ x(1),V = 0]∕P[V = 0], for which

P[V = 0] =
∫

∞

0 ∫

∞

x1

f (x1, x2) dx2dx1 =
∫

∞

0 ∫

∞

x1

𝜕

𝜕x2
S1(x1, x2) dx2dx1

=
∫

∞

0
S1(x1, x2)

|
|
|

x2=∞

x2=x1
dx1 = −

∫

∞

0
S1(x1, x1) dx1,

where f (x1, x2) = 𝜕

2

𝜕x1𝜕x2
S(x1, x2) = 𝜕

𝜕x2
S1(x1, x2) and S1(x1,∞) = 0. We also obtain

P[X1 ≤ x(1),V = 0] =
∫

x(1)

0 ∫

∞

x1

f (x1, x2) dx2dx1 =
∫

x(1)

0 ∫

∞

x1

𝜕

𝜕x2
S1(x1, x2) dx2dx1

=
∫

x(1)

0
S1(x1, x2)

|
|
|

x2=∞

x2=x1
dx1 = −

∫

x(1)

0
S1(x1, x1) dx1.

Therefore, FX(1) (x(1)|v) =
∫

x(1)
0 S1(x1,x1) dx1

∫
∞

0 S1(x1,x1) dx1
if v = 0. A symmetric argument gives FX(1) (x(1)|v) =

∫
x(1)

0 S2(x2,x2) dx2

∫
∞

0 S2(x2,x2) dx2
if

v = 1.
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ZWETSLOOT et al. 811

When V = 2, the conditional CDF is defined as FX(1) (x(1)|v) = P[X(1) ≤ x(1),V = 2]∕P[V = 2], where P[X1 ≤

x(1),V = 2] = ∫ x(1)
0 f (x1, x1) dx1 and P[V = 2] = ∫ ∞0 f (x1, x1) dx1.

Similarly, the conditional survival function is defined as SX(1) (x(1)|v) = P[X1 > x(1),V = 0]∕P[V = 0] if v = 0,
for which

P[X1 > x(1),V = 0] =
∫

∞

x(1)
∫

∞

x1

f (x1, x2) dx2dx1 =
∫

∞

x(1)
∫

∞

x1

𝜕

𝜕x2
S1(x1, x2) dx2dx1

=
∫

∞

x(1)
S1(x1, x2)

|
|
|

x2=∞

x2=x1
dx1 = −

∫

∞

x(1)
S1(x1, x1) dx1.

So it follows that SX(1) (x(1)|v) =
∫
∞

x(1)
S1(x1,x1)dx1

∫
∞

0 S1(x1,x1)dx1
if v = 0. Equivalently, we obtain SX(1) (x(1)|v) = P[X2 > x(1),V =

1]∕P[V = 1] =
∫
∞

x(1)
S2(x2,x2)dx2

∫
∞

0 S2(x2,x2)dx2
if v = 1, and SX(1) (x(1)|v) = P[X1 > x(1),V = 2]∕P[V = 2] =

∫
∞

x(1)
f (x(1),x(1))dx1

∫
∞

0 f (x(1),x(1))dx1
if v = 2.

This completes the proof.

A.2 Derivations for Definition 2
For the proof of Definition 2, we need the following three lemmas.

Lemma 1. The probability density function of X(1) is given as

fX(1) (x(1)|v) =

{
− S1(x1, x1) if v = 0
− S2(x2, x2) if v = 1.

(A1)

Proof of Lemma 1. From Definition 1, we know that P[X(1) ≤ x(1),V = 0] = −∫ x(1)
0 S1(x1, x1) dx1. The probabil-

ity density function of X(1) when V = 0 is

fX(1) (x1|V = 0) = d
dx1 ∫

x1

0
− S1(x, x) dx = −S1(x1, x1).

Similarly, for V = 1, we obtained fX(1) (x2|V = 1) = −S2(x2, x2). This completes the proof.

Lemma 2. The partial distribution function of (X(1),X(2)) with respect to X(1) is defined as FX(1) (x(1), x(2)|v) =
P[X(1) = x(1),X(2) ≤ x(2)|V = v] which is equal to

FX(1) (x(1), x(2)|v) =

{
S1(x1, x2) − S1(x1, x1) if v = 0
S2(x1, x2) − S2(x2, x2) if v = 1.

(A2)

Proof of Lemma 2. For v = 0, it follows that

FX(1) (x(1), x(2)|V = 0) = P[X1 = x1,X2 ≤ x2|V = 0] = P[X1 = x1, x1 < X2 ≤ x2]

=
∫

x2

x1

f (x1, x2)dx2 =
∫

x2

x1

𝜕

𝜕x2
S1(x1, x2)dx2 = S1(x1, x2)

|
|
|

x2=x2

x2=x1

= S1(x1, x2) − S1(x1, x1).

Equivalently, when v = 1, it follows that FX(1) (x(1), x(2)|V = 1) = S2(x1, x2) − S2(x2, x2). This completes the proof.

Lemma 3. The partial survival function of (X(1),X(2))with respect to X(1) is defined as SX(1) (x(1), x(2)|v) = P[X(1) =
x(1),X(2) > x(2)|V = v] and is equal to

SX(1) (x(1), x(2)|v) =

{
− S1(x1, x2) if v = 0
− S2(x1, x2) if v = 1.

(A3)
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812 ZWETSLOOT et al.

Proof of Lemma 3. For v = 0 it follows that

SX(1) (x(1), x(2)|V = 0) = P[X1 = x1,X2 > x2,V = 0]

=
∫

∞

x2

f (x1, x2)dx2 =
∫

∞

x2

𝜕

𝜕x2
S1(x1, x2)dx2

= S1(x1, x2)
|
|
|

x2=∞

x2=x2
= −S1(x1, x2).

Equivalently, when v = 1, it follows that SX(1) (x(1), x(2)|V = 1) = −S2(x1, x2). This completes the proof.

Proof of Definition 2. By definition, the conditional distribution function is

FX(2)|X(1),V (x(2)|x(1), v) = P[X(2) ≤ x(2)|X(1) = x(1),V = v]

=
P[X(1) = x(1),X(2) ≤ x(2)|V = v]

P[X(1) = x(1)|V = v]

=
FX(1) (x(1), x(2)|v)

fX(1) (x(1)|v)
.

From Lemmas 1 and 2 it follows that

FX(2)|X(1),V (x(2)|x(1), v) =
⎧
⎪
⎨
⎪
⎩

1 − S1(x1,x2)
S1(x1,x1)

if v = 0

1 − S2(x1,x2)
S2(x2,x2)

if v = 1.
(A4)

Similarly, the conditional survival function is

SX(2)|X(1),V (x(2)|x(1), v) =
P[X(1) = x(1),X(2) > x(2)|V = v]

P[X(1) = x(1)|V = v]
=

SX(1) (x(1), x(2))
fX(1) (x(1))

.

From Lemmas 1 and 3 it follows that

SX(2)|X(1),V (x(2)|x(1), v) =
⎧
⎪
⎨
⎪
⎩

S1(x1,x2)
S1(x1,x1)

if v = 0
S2(x1,x2)
S2(x2,x2)

if v = 1.
(A5)

This completes the proof.

APPENDIX B

In this appendix, we provide more details on the selected bivariate lifetime distributions: the GBE, MOBE, and MOBW
models.

B.1 Gumbel’s bivariate exponential distribution
The GBE distribution is the most well-known model, which was first introduced by Gumbel.22 The GBE model assumed
a failure mechanism driven by a random external stress factor. Gumbel22 provided two types of GBE models while
Hougaard23 extended GBE type B model.

For parameter estimation of the GBE model parameters, one can derive the maximum likelihood estimators as: ̂𝜃1 =
x1 = n−1∑n

i=1x1i, ̂𝜃2 = x2 = n−1∑n
i=1x2i and ̂

𝛿 = −(log 2)−1n−1∑n
i=1 min{x1i∕x1, x2i∕x2}. For more details on deriving these

estimates, the reader is referred to Reference 4.

B.2 Marshall Olkin bivariate exponential distribution
The MOBE model was built to model the lifetime of a system with two-components which is affected by external shocks.

 15264025, 2023, 6, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1002/asm

b.2800 by U
va U

niversiteitsbibliotheek, W
iley O

nline L
ibrary on [06/03/2024]. See the T

erm
s and C

onditions (https://onlinelibrary.w
iley.com

/term
s-and-conditions) on W

iley O
nline L

ibrary for rules of use; O
A

 articles are governed by the applicable C
reative C

om
m

ons L
icense



ZWETSLOOT et al. 813

T A B L E B1 Characteristics of the GBE distribution.

pdf f (x1, x2) =
(

x1
𝜃1

)(1∕𝛿)−1( x2
𝜃2

)(1∕𝛿)−1
C(x1, x2)𝛿−2(C(x1, x2)𝛿 + 1

𝛿

− 1) exp(−C(x1, x2)𝛿)

C(x1, x2) =
(

x1
𝜃1

)1∕𝛿
+
(

x2
𝜃2

)1∕𝛿

Survival function S(x1, x2) = exp
(
−C(x1, x2)𝛿

)

Expectations E[X1] = 𝜃1

E[X2] = 𝜃2

E[X(1)] = C(1, 1)−𝛿

E[X(2)] = 𝜃1 + 𝜃2 − C(1, 1)−𝛿

E[TBE] = 0.5(𝜃1 + 𝜃2 − C(1, 1)−𝛿)

Probabilities P[X < Y ] = 𝜃

−1∕𝛿
1

C(1,1)

P[X > Y ] = 𝜃

−1∕𝛿
2

C(1,1)

T A B L E B2 Characteristics of the MOBE distribution.

pdf f (x1, x2) =

⎧
⎪
⎪
⎨
⎪
⎪
⎩

𝜆1(𝜆2 + 𝜆12) exp(−𝜆1x1 − (𝜆2 + 𝜆12)x2) x1 < x2

𝜆2(𝜆1 + 𝜆12) exp(−(𝜆1 + 𝜆12)x1 − 𝜆2x2) x1 > x2

𝜆12 exp(−Λx1) x1 = x2

Λ = 𝜆1 + 𝜆2 + 𝜆12

Survival function S(x1, x2) = exp(−𝜆1x1 − 𝜆2x2 − 𝜆12 max(x1, x2))

Expectations E[X1] = 1
𝜆1+𝜆12

E[X2] = 1
𝜆2+𝜆12

E[X(1)] = 1
Λ

E[X(1)|X1 = X2] = 1
Λ

E[X(2)] = 1
Λ
+ 𝜆1

Λ(𝜆2+𝜆12)
+ 𝜆2

Λ(𝜆1+𝜆12)

E[X(2)|X1 ≠ X2] = 1
Λ
+ 1

𝜆1+𝜆2
( 𝜆1
𝜆2+𝜆12

+ 𝜆2
𝜆1+𝜆12

)

E[TBE] = 0.5( 𝜆2
Λ2 +

𝜆2
Λ(𝜆1+𝜆12)

+ 𝜆1
Λ2 +

𝜆1
Λ(𝜆2+𝜆12)

) + 𝜆12
Λ2

Probabilities P[X < Y ] = 𝜆1
Λ

P[X > Y ] = 𝜆2
Λ

P[X = Y ] = 𝜆12
Λ

For parameter estimation of the MOBE model, one can derive the maximum likelihood estimations by solving the
following maximum likelihood equations: n1∕ ̂𝜆1 + n2∕( ̂𝜆1 + ̂

𝜆12) =
∑

x1,i, n1∕( ̂𝜆2 + ̂
𝜆12) + n2∕ ̂𝜆2 =

∑
x2,i and n1∕( ̂𝜆2 +

̂
𝜆12) + n2∕( ̂𝜆1 + ̂

𝜆12) + n3∕ ̂𝜆12 =
∑

max(x1,i, x2,i) where n1,n2,n3 are the number of observations in the regions X1 < X2,
X1 > X2, and X1 = X2, respectively. For more details on estimation of the MOBE model, the reader is referred to References
49-51.

B.3 Marshall Olkin bivariate Weibull distribution
In the MOBW model, random shocks affect the system and they are modeled as a non-homogeneous Poisson process.
The MOBW model was developed by Marshall and Olkin.24

For parameter estimation of the MOBW model parameters, one can derive the maximum likelihood estimators by
solving the following equations: ̂𝜆1(𝜂) =

n1
∑n

i=1(ri+1)y𝜂i
, ̂𝜆2(𝜂) =

n2
∑n

i=1(ri+1)y𝜂i
, ̂𝜆12(𝜂) =

n12
∑n

i=1(ri+1)y𝜂i
and 𝜂̂ = h(𝜂). For more details

on deriving these estimates and more explanation of the symbols, the reader is referred to Reference 52. For obtaining
estimates by EM algorithm the reader is referred to Reference 45.

 15264025, 2023, 6, D
ow

nloaded from
 https://onlinelibrary.w

iley.com
/doi/10.1002/asm

b.2800 by U
va U

niversiteitsbibliotheek, W
iley O

nline L
ibrary on [06/03/2024]. See the T

erm
s and C

onditions (https://onlinelibrary.w
iley.com

/term
s-and-conditions) on W

iley O
nline L

ibrary for rules of use; O
A

 articles are governed by the applicable C
reative C

om
m

ons L
icense



814 ZWETSLOOT et al.

T A B L E B3 Characteristics of the MOBW distribution.

pdf f (x1, x2) =

⎧
⎪
⎪
⎨
⎪
⎪
⎩

𝜂

2
𝜆1(𝜆2 + 𝜆12)x𝜂−1

1 x𝜂−1
2 exp(−𝜆1x𝜂1 − (𝜆2 + 𝜆12)x𝜂2) x1 < x2

𝜂

2
𝜆2(𝜆1 + 𝜆12)x𝜂−1

1 x𝜂−1
2 exp(−(𝜆1 + 𝜆12)x𝜂1 − 𝜆2x𝜂2) x1 > x2

𝜂𝜆12x𝜂−1
1 exp(−(𝜆1 + 𝜆2 + 𝜆12)x𝜂1) x1 = x2

Λ = 𝜆1 + 𝜆2 + 𝜆12

Survival function S(x1, x2) = exp(−𝜆1x𝜂1 − 𝜆2x𝜂2 − 𝜆12 max (x1, x2)𝜂), x1, x2 > 0

Expectations E[X1] = Γ(1 + 1
𝜂

) 1
(𝜆1+𝜆12)1∕𝜂

E[X2] = Γ(1 + 1
𝜂

) 1
(𝜆2+𝜆12)1∕𝜂

E[X(1)|X1 = X2] = Γ(1 + 1
𝜂

) 1

Λ
1
𝜂

E[X(2)] = Γ(1 + 1
𝜂

)( 1
(𝜆2+𝜆12)1∕𝜂

+ 1
Λ1∕𝜂 )

E[X(2)|X1 ≠ X2] = Γ(1 + 1
𝜂

)( Λ
(𝜆2+𝜆12)1∕𝜂 (𝜆1+𝜆2)

+ Λ
(𝜆1+𝜆12)1∕𝜂 (𝜆1+𝜆2)

− Λ+𝜆12

Λ
1
𝜂 (𝜆1+𝜆2)

)

E[TBE] = 0.5Γ(1 + 1
𝜂

)( 1
(𝜆2+𝜆12)1∕𝜂

− 𝜆2+𝜆12
Λ1+1∕𝜂 +

1
(𝜆1+𝜆12)1∕𝜂

− 𝜆1+𝜆12
Λ1+1∕𝜂 + 2 𝜆12

Λ1+1∕𝜂 )

Probabilities P[X < Y ] = 𝜆1
Λ

P[X > Y ] = 𝜆2
Λ

P[X = Y ] = 𝜆12
Λ

APPENDIX C

This section provides the proof of Theorem 2. For the proof, we need the following geometric series:

Lemma 4. The following holds when |r| < 1

∞∑

t=k

t!
(t − k)!

rt−k = k!
(1 − r)k+1

for k = 0, 1, 2, 3, … . (C1)

Some mathematical manipulation of Equation (C1) results in the following series, which holds when |r| < 1:

∞∑

t=k
t

(

t − k+1
2

)

!

(t − k)!
rt−k =

(
k−1

2

)

! × k−1
2

(1 − r)
k+1

2

+

(
k+1

2

)

!

(1 − r)
k+1

2
+1

for k = 1, 3, 5, 7, …

∞∑

t=k
t

(

t − k−2
2

)

!

(t − k)!
rt−k =

(
k
2

)

!

(1 − r)
k
2

+

(
k
2

)

!

(1 − r)
k
2
+1

for k = 2, 4, 6, … (C2)

Proof of Theorem 2. We use the shorthand notation,= and≠, as defined in Equation (12). Equation (10) gives
the expressions for E[TBE] so we only need to derive an expression for the ARL. By definition, ARL =

∑∞
i=1i ∗

P∗[Signal at event i], the signal can be caused by either the first event or the second event. Hence we can split
our ARL into:

ARL =
∞∑

i=1
i × P∗[No signal for all events upto i − 1]P∗[S1] (C3)

+
∞∑

i=2
i × P∗[No Signal for all events upto i − 2]P∗[NS1, S2,≠]. (C3)

There are two signal scenarios (S1 or S2), first we focus on the probability of observing a signal at the first event
time P∗[S1] (Equation C3). We need the probability that we did not observed a signal upto event i − 1. There
are two no-signal scenarios: either we do not observe a signal with probability P∗[NS1,=] when X1 = X2, or
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ZWETSLOOT et al. 815

T A B L E B4 Parameter values for GBE, MOBE, and MOBW models for synthetic data generation.

GBE MOBE MOBW

Scen Shift E[X1] E[X2] 𝜽1 𝜽2 𝜹 𝝀1 𝝀2 𝝀12 𝝀1 𝝀2 𝝀12 𝜼

1. IC 5 5 5 5 1 0.2 0.2 0 0.0314 0.0314 0 2

OC-I1 7.5 5 7.5 5 1 0.133 0.2 0 0.0140 0.0314 0 2

OC-I1 10 5 10 5 1 0.1 0.2 0 0.0079 0.0314 0 2

OC-I2 7.5 7.5 7.5 7.5 1 0.133 0.133 0 0.0140 0.0140 0 2

OC-I2 10 10 10 10 1 0.1 0.1 0 0.0079 0.0079 0 2

OC-D1 5 2.5 5 2.5 1 0.2 0.2 0 0.0314 0.1257 0 2

OC-D2 5 1 5 1 1 0.2 1 0 0.0314 0.7854 0 2

OC-D1 2.5 2.5 2.5 2.5 1 0.4 0.4 0 0.1257 0.1257 0 2

OC-D2 1 1 1 1 1 1.0 1.0 0 0.7854 0.7854 0 2

2. IC 5 5 5 5 0.5 0.164 0.164 0.036 0.0257 0.0257 0.0057 2

OC-I1 7.5 5 7.5 5 0.5 0.103 0.170 0.030 0.0098 0.0273 0.0041 2

OC-I1 10 5 10 5 0.5 0.073 0.173 0.027 0.0043 0.0278 0.0036 2

OC-I2 7.5 7.5 7.5 7.5 0.5 0.109 0.109 0.024 0.0114 0.0114 0.0025 2

OC-I2 10 10 10 10 0.5 0.081 0.081 0.018 0.0064 0.0064 0.0014 2

OC-D1 5 2.5 5 2.5 0.5 0.145 0.345 0.055 0.0171 0.1114 0.0143 2

OC-D2 5 1 5 1 0.5 0.891 0.091 0.109 0.0107 0.1756 0.0207 2

OC-D1 2.5 2.5 2.5 2.5 0.5 0.327 0.327 0.073 0.1028 0.1028 0.0228 2

OC-D2 1 1 1 1 0.5 0.818 0.818 0.182 0.6426 0.6426 0.1428 2

3. IC 5 15 5 15 1 0.2 0.067 0 0.0314 0.0035 0 2

OC-I1 7.5 15 7.5 15 1 0.133 0.067 0 0.0140 0.0035 0 2

OC-I1 10 15 10 15 1 0.1 0.067 0 0.0079 0.0035 0 2

OC-I2 7.5 22.5 7.5 22.5 1 0.133 0.044 0 0.0140 0.0016 0 2

OC-I2 10 30 10 30 1 0.1 0.033 0 0.0079 0.0009 0 2

OC-D1 5 10.5 5 10.5 1 0.2 0.095 0 0.0314 0.0071 0 2

OC-D2 5 7.5 5 7.5 1 0.2 0.133 0 0.0314 0.0140 0 2

OC-D1 3.5 7.5 3.5 7.5 1 0.286 0.133 0 0.0641 0.0140 0 2

OC-D2 2.5 7.5 2.5 7.5 1 0.4 0.133 0 0.1257 0.0140 0 2

4. IC 5 15 5 15 0.5 0.176 0.042 0.024 0.0282 3.17e−04 0.0032 2

OC-I1 7.5 15 7.5 15 0.5 0.115 0.048 0.018 0.0124 1.90e−03 0.0016 2

OC-I1 10 15 10 15 0.5 0.085 0.052 0.015 0.0068 2.46e−03 0.0010 2

OC-I2 7.5 22.5 7.5 22.5 0.5 0.117 0.028 0.016 0.0126 1.41e−04 0.0014 2

OC-I2 10 30 10 30 0.5 0.088 0.021 0.012 0.0070 7.93e−05 0.0008 2

OC-D1 5 10.5 5 10.5 0.5 0.173 0.068 0.027 0.0279 3.62e−03 0.0035 2

OC-D2 5 7.5 5 7.5 0.5 0.170 0.103 0.030 0.0273 9.83e−03 0.0041 2

OC-D1 3.5 7.5 3.5 7.5 0.5 0.248 0.095 0.038 0.0570 6.86e−03 0.0070 2

OC-D2 2.5 7.5 2.5 7.5 0.5 0.352 0.085 0.048 0.1130 1.270e−03 0.0127 2
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816 ZWETSLOOT et al.

with probability P∗[NS1,NS2,≠] when X1 ≠ X2. We include all possible combinations of these two to obtain
i − 1 events without a signal.

∞∑

i=1
i × P∗[No signal upto i − 1]P∗[S1] =

∞∑

i=1
i × P∗[S1]P∗[NS1,=]i−1

+
∞∑

i=3
i(i − 2)P∗[S1]P∗[NS1,NS2,≠]P∗[NS1,=]i−3

+
∞∑

i=5
i (i − 3)!
2!(i − 5)!

P∗[S1]P∗[NS1,NS2,≠]2P∗[NS1,=]i−5

+ · · ·

Next, we focus on a signal at the second event time P∗[NS1, S2,≠] in Equation (C3). We include all combina-
tions of signal and no-signal scenarios and we get

∞∑

i=2
i × P∗[No signal upto i − 2]P∗[NS1, S2,X1 ≠ X2] =

∞∑

i=2
i × P∗[NS1, S2,≠]P∗[NS1,=]i−2

+
∞∑

i=4
i(i − 3)P∗[NS1, S2,≠]P∗[NS1,NS2,≠]P∗[NS1,=]i−4

+
∞∑

i=6
i (i − 4)!
2!(i − 6)!

P∗[NS1, S2,≠]P∗[NS1,NS2,≠]2P∗[NS1,=]i−6

+ · · ·

Adding up these two components, using Lemma 4 the ARL is equal to

ARL = P∗[S1]
(

0
1 − P∗[NS1,=]

+ 1
(1 − P∗[NS1,=])2

)

+ P∗[S1]P∗[NS1,NS2,≠]
(

1
(1 − P∗[NS1,=])2

+ 2
(1 − P∗[NS1,=])3

)

+ P∗[S1]P∗[NS1,NS2,≠]2
(

2
(1 − P∗[NS1,=])3

+ 3
(1 − P∗[NS1,=])4

)

+ · · ·

+ P∗[NS1, S2,≠]
(

1
1 − P∗[NS1,=]

+ 1
(1 − P∗[NS1,=])2

)

+ P∗[NS1, S2,≠]P∗[NS1,NS2,≠]
(

2
(1 − P∗[NS1,=])2

+ 2
(1 − P∗[NS1,=])3

)

+ P∗[NS1, S2,≠]P∗[NS1,NS2,≠]2
(

3
(1 − P∗[NS1,=])3

+ 3
(1 − P∗[NS1,=])4

)

+ · · ·

This can also be written as

ARL =
∞∑

i=0
P∗[S1]P∗[NS1,NS2,≠]i

(
i

(1 − P∗[NS1,=])i+1 +
i + 1

(1 − P∗[NS1,=])i+2

)

+
∞∑

i=0
P∗[NS1, S2,≠]P∗[NS1,NS2,≠]i

(
i + 1

(1 − P∗[NS1,=])i+1 +
i + 1

(1 − P∗[NS1,=])i+2

)

.
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ZWETSLOOT et al. 817

By carrying out some mathematical manipulations and applying Equation (C1) for k = 0, 1 (the traditional
geometric series), we get the following expression for the ARL:

ARL = P∗[S1]
1 − P∗[NS1,=]

∞∑

i=0
i
(

P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i

+ P∗[S1]
(1 − P∗[NS1,=])2

∞∑

i=0
(i + 1)

(
P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i

+ P∗[NS1, S2,≠]
1 − P∗[NS1,=]

∞∑

i=0
(i + 1)

(
P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i

+ P∗[NS1, S2,≠]
(1 − P∗[NS1,=])2

∞∑

i=0
(i + 1)

(
P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i

= P∗[S1]
1 − P∗[NS1,=]

∞∑

i=1
(i − 1)

(
P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i−1

+ P∗[S1]
(1 − P∗[NS1,=])2

∞∑

i=1
i
(

P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i−1

+
(

P∗[NS1, S2,≠]
1 − P∗[NS1,=]

+ P∗[NS1, S2,≠]
(1 − P∗[NS1,=])2

) ∞∑

i=1
i
(

P∗[NS1,NS2,≠]
1 − P∗[NS1,=]

)i−1

= P∗[S1]P∗[NS1,NS2,≠] + P∗[S1] + (2 − P∗[NS1,=])P∗[NS1, S2,≠]
(P∗[S1] + P∗[NS1, S2,≠])2

= 1 + P∗[NS1,≠]
P∗[S1] + P∗[NS1, S2,≠]

.

Therefore,

ATS = E∗[TBE] 1 + P∗[NS1,≠]
P∗[S1] + P∗[NS1, S2,≠]

.

This completes the proof. ▪
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