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ARTICLE INFO ABSTRACT

Keywords: Data scarcity in developing countries often poses significant challenges to the use of analytics in addressing
Transportation development issues. In transportation research, digitized road data is one of the most fundamental data
Optimization structures, and a poorly digitized road network significantly reduces the ability to optimize trade of micro-

Digital road networks
Map construction/extension
Algorithms

enterprises (SDG 8) and placement of hospitals (SDG 3). Unfortunately, current methods to enhance or create
digital road networks are not well-adapted to regions with sparse geospatial data, often resulting in poor
Data scarcity digital representations of road networks in less-developed regions such as rural areas of developing countries.
GPS trajectories We present a novel projection-based incremental insertion method that is well-suited to either enhance large
SDGs existing road networks or combine multiple sources of road networks in regions with sparse geospatial data.
In collaboration with PemPem and the World Bank, we perform two case studies that demonstrate the
effectiveness of the proposed method. Together with PemPem, we show that our method significantly improves
the digital road network for smallholder farmers in Indonesia, where only 40% of the origin-destination pairs
in our dataset were previously digitized. Moreover, in a case study of optimizing geospatial accessibility to
healthcare in Timor-Leste (World Bank), the improved digital road network detects an additional 5% of people
to be in the vicinity of a hospital.

1. Introduction 2011; Paul and Wang, 2019; Shehadeh and Tucker, 2022 and Tarhan
et al., 2023). We are used to rely on information from, for instance,
OpenStreetMap (OSM) or Google Maps. Unfortunately these networks

can be highly inaccurate in developing regions, which can lead to

In 2015 the United Nations adopted the 17 Sustainable Develop-
ment Goals (SDGs), which called for action to end poverty, protect the

planet, and ensure that by 2030 people around the world enjoy peace
and prosperity. Analytics plays a crucial role in achieving the SDGs, but
access to high-quality data is often a challenge (Pedraza-Martinez and
Van Wassenhove, 2016; De Vries and Van Wassenhove, 2020; Besiou
and Van Wassenhove, 2020; Besiou et al., 2021; Peters et al., 2022). In
this paper, we try to address this issue for one of the most fundamental
data structures needed in transportation research: digitized road data.
An accurate representation of a road network is, among other things,
important to optimize the trade of micro-enterprises (SDG 8) and
determine the placement of hospitals in a region (SDG 3). A digital
road network can provide much information that can be used when
optimizing different decisions. Examples of such information are the
distance, the travel time, or the connectivity between roads in the
network. Many times it is assumed that such a road network exists,
and is therefore part of the known parameters (e.g., see Ben-Tal et al.,

significant flaws in, for instance, routing and facility location problems.
A specific situation that benefits from accurate road networks is the
aftermath of a disaster. Uncertainty in the road network can have a
significant impact on the delivery of relief items. Another situation that
can benefit from accurate road networks is ride-sharing (see e.g., Tong
et al, 2018). In a humanitarian setting, sharing a vehicle among
multiple people headed in the same direction can have a significant
impact. It can increase the use of limited transportation resources,
such as when delivering aid, providing healthcare transportation, and
coordinating evacuations. Currently, uncertainty of a road network is
often incorporated in the network connectivity, whether roads have
the right connections to other roads (see e.g., Balcik and Yanikoglu,
2020 and Donmez et al., 2021). In this paper, we develop a method to
reduce the uncertainty in the spatial geometry of such road networks
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used in various optimization models. More generally, this method can
be applied in any setting where we are currently uncertain about the
geometry of the road network.

We collaborate with two organizations, PemPem (a marketplace
for micro-enterprises in upstream commodity markets) and the World
Bank, which both have to handle such inaccurate digital road networks
in their operations. We work with the data that these organizations
already have, such that no additional information needs to be acquired,
and results can be quickly implemented. Specifically, we use the in-
formation from GPS trajectories that document the locations/speeds
where a vehicle has been driving. For instance, this information may
reveal locations of roads, which are currently not represented in the
existing digital road networks. Note that the information about the
speed vehicles drove while emitting GPS points may also be used to
predict travel times within a road network (e.g., see Tang et al., 2018).
The prediction of travel times, however, is beyond the scope of this
research. We develop a methodology that can process GPS trajectories,
collected from vehicles equipped with GPS trackers, to enhance a given
existing digital road network with the information of these trajectories.

In this research, we focus on enhancing digital road networks
under the following four conditions that characterize the data-scarce
environment these organizations operate in. First, we assume that only
limited GPS trajectory data is available, meaning that there may not
be much data redundancy in terms of the number of data points per
road segment. Secondly, the GPS trajectories that are available may
have a limited sampling frequency (e.g., 10 or 30 s on average), which
means that the density of the GPS trajectories may be highly unevenly
distributed. Thirdly, new trajectories become available every day when
vehicles drive around in the area. Therefore, we prefer to use a method
that easily adjusts a current network when additional GPS trajectories
become available. Finally, we aim to enhance existing digital road
networks especially for the use in optimization problems, to make more
accurate and optimal (routing) decisions that are based on digitized
representations of road networks. We do not aspire to construct an
exact digital representation of a road network. There is not enough
data available to be able to do this, but this is also less important
when considering most optimization problems. To make a digital road
network suitable for the use in optimization models, we would like
to have an idea about (approximate) distances between origin and
destination pairs (routing optimization), and we would like to be able
to consider large networks, in which we, for instance, can optimize the
locations of hospitals that are connected via a road network (facility
location optimization).

In short, we propose a novel, empirical, method that efficiently
incorporates data from GPS trajectories to enhance large digital road
networks in regions with sparse geospatial data, such that decisions
about transportation can better be optimized (e.g., by applying opti-
mization techniques). The same method can also be used to merge
two different datasets of road networks (e.g, OSM and eStrada) by
transforming one of the datasets into a set of GPS trajectories. For both
PemPem and the World Bank, we discuss the impact that the results
had and will have on their operations.

Literature survey

As there is, to the best of our knowledge, no literature that focuses
on the enhancement of digital road networks for the use in optimization
models, we focus this literature study on how GPS trajectories are used
to enhance digital road networks in general. It is, however, important
to note that enhancing digital road networks for the use in optimization
models differs in objectives, as mentioned above. As an example, the
exact shape of the geometries in a road network may be less important
to have, compared to when creating road maps for navigation or urban
development purposes.

Using GPS trajectories to enhance digital road maps has become
a relevant alternative to using specialized vehicles or using satellite
imagery, especially in regions where satellite imagery is of lower
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quality or the landscape is heavily forested (e.g, tropics), or where
economic incentives to use specialized road mapping vehicles are lim-
ited. In the literature, there exist two categories of enhancing digital
road networks using GPS trajectories: (global) map (re)construction
methods, and (local) update methods. As the name suggests, global map
construction methods (re)construct the entire network based on GPS
trajectories. Any newly added roads can be identified by comparing the
new network with an existing digital road network. Update methods
typically use information about the existing road network and change
only parts of this network.

First, we discuss the relevant literature on (global) map (re)cons-
truction methods. For an extensive literature review and introduction
of map construction algorithms, we refer to Ahmed et al. (2015). They
give an overview of state-of-the-art map construction algorithms, in
which a differentiation is made between three main methods: point-
clustering methods, intersection linking methods, and incremental in-
sertion methods.

Point clustering methods cluster points to obtain intersections or
street segments that describe the road network. Examples of these
methods can be found in Davies et al. (2006), Biagioni and Eriksson
(2012), Guo et al. (2020) and Zhang et al. (2020), or in Mariescu-
Istodor and Franti (2018), Huang et al. (2018), Ni et al. (2018) and Fu
et al. (2020), where point clustering is used more indirectly. Point
clustering algorithms typically need dense samples of all the input
trajectories, making them inappropriate for data-scarce environments.

Intersection linking methods generally first find all intersection
points and then link these intersections together. Examples are the
work of Karagiorgou and Pfoser (2012) and, more recently, Mariescu-
Istodor and Franti (2018), Huang et al. (2019) and Alsahfi et al. (2019).
Note that the first step, identifying the intersections, often relies on
clustering methods; when only a limited number of points between
intersections exist, connections between these intersections may be
missed. In short, finding the right intersections also requires dense
input trajectories, making intersection linking methods inappropriate
for our setting as well.

The third method for map construction comprises incremental in-
sertion algorithms. These algorithms create a map from scratch by
considering individual trajectories one by one and adding the in-
formation of the trajectory to the current network. Note that these
algorithms can also be used to enhance an existing map. Most of the
existing incremental insertion methods make use of a map/trajectory
matching algorithm that tries to match (parts of) GPS trajectories to
specific roads in an existing graph. Recent examples of such trajectory
matching algorithms are the work of Dogramadzi and Khan (2021)
and Yu et al. (2022). After trajectory matching, the relevant roads are
typically updated or created. Two examples of incremental insertion
methods that use trajectory matching are the work of Ahmed and
Wenk (2012) and Tang et al. (2017). Ahmed and Wenk (2012) start
by combining similar GPS trajectories in order to accurately map the
entire geometry onto an existing graph using the Fréchet distance. Tang
et al. (2017) map GPS points onto the existing graph based on their
location, using Euclidean distances. Where (Ahmed and Wenk, 2012)
use a method that combines different geometries using a minimum-link
algorithm to a representative geometry, Tang et al. (2017) use Delaunay
triangulation to create and update the edges in the road network. Note
that using trajectory/map matching algorithms requires streets to be
well-sampled in the GPS trajectories (have a high trace coverage). The
trajectories must capture every feature of the shape of the original
streets; if they do not, as in data-scarce environments, parallel edges
may arise which might cause streets to not be accurately connected, or
wrongly matched to trajectories. Therefore, using trajectory matching
algorithms seems inappropriate for data-scarce environments, as also
pointed out by Dogramadzi and Khan (2021).

An example of an incremental insertion method that does not di-
rectly use trajectory matching is the work of Zhang et al. (2017). They
develop an incremental insertion method that is based on sequentially
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trying to merge GPS points with existing edges in the digital road
network. If a point could not be merged, a new edge is added from
the previous point to the current point. Merging is mainly based on
location, and edges are only adjusted on the basis of single GPS points.
A limitation of this approach is the utilization of edges that represent
road segments (having nodes on each corner point of an edge), resulting
in a large number of nodes and edges. This significantly increases the
complexity of the algorithm, and diminishes the overall simplicity of
the resulting network.

The second category of enhancing digital road maps, local update
methods, focuses specifically on changing parts of an existing network
rather than reconstructing an entire network. These methods first find
GPS points that are likely received while driving on a road that does not
exist in the current existing network (e.g., using matching algorithms),
and then reconstruct these localized parts using similar methods as
discussed above for generating the entire network. Early examples are
the work of Wang et al. (2013) and Shan et al. (2015). In both studies,
new edges are formed after trying to match GPS trajectories to existing
roads. Then, where (Wang et al., 2013) cluster unmatched trajectory
segments to form new roads, Shan et al. (2015) create a specific graph
structure from the points in GPS trajectories before forming new roads.
Both studies seem to require a dense set of GPS points along new roads,
otherwise clusters will not represent actual roads (Wang et al., 2013)
or the specific graph structures will not be realistic (Shan et al., 2015).

More recent examples are the work of Wu et al. (2016) and Tang
et al. (2019). In both studies, first the areas of missing roads are de-
tected. For this, Wu et al. (2016) use a hidden Markov model and Tang
et al. (2019) use a map-matching algorithm. Then, new roads are
created by clustering GPS points. Finally, the road network is refined by
merging the newly created roads in the existing road network, which
may involve adding new intersections/roads that likely exist based on
the distances to existing roads. Both methods apply and evaluate their
algorithm on a (small) region in Wuhan, China.

Contributions

The first contribution of this paper is the introduction of a novel,
incremental insertion, local update, method that is able to enhance
large digital road networks in regions with sparse geospatial data, such
that decisions about transportation can better be optimized (e.g., by
applying optimization techniques). Our approach has a special focus on
the connectivity of a road network, efficiently utilizing the scarce data
without point clustering or trajectory matching, which traditionally
require more densely sampled input trajectories. Moreover, by only
considering relevant roads to be added/adjusted, and by consider-
ing whole road geometries instead of road segments, our approach
can efficiently enhance large road networks. To cope with the sparse
geospatial data, we combine a new projection procedure (incorporating
information about the distance between GPS points) with a simple edge
adjustment method that allows edge geometries to be improved when
more information becomes known. Second, we quantify the impact
of poor road network data in two case studies, using our proposed
method. In Indonesia, in a region covering 7,000 km?, we enhance
the digital road network for smallholder farmers, where only 40% of
the origin—destination pairs in our dataset were previously digitized.
In Timor-Leste, in a region covering 15,000 km?, our enhanced road
map detects an additional 5% of people to be in the vicinity of a
hospital. This added information can lead to better decisions about
(new) hospital placements. Finally, all code that is used is publicly
available at https://github.com/valentijnstienen/PemPem-paper.

2. Mathematical approach

In this section, we describe our mathematical approach and al-
gorithm development. We start with a brief overview of the general
idea of the algorithm. Thereafter, we describe the assumptions used
in the algorithm. These are characterized as algorithm settings, which
can be adjusted when desired. Finally, we describe and discuss the
main algorithm. Some of the exceptional situations of the algorithm
are discussed in the supplemental material, SM 3.

Transportation Research Interdisciplinary Perspectives 27 (2024) 101217

2.1. Overview

We start by explaining the general idea of the algorithm. Fig. 1
shows the steps on a higher level. We begin with an initial digital road
network. A given GPS trajectory is then preprocessed to remove any
(large) inaccuracies. Subsequently, a specific part of the existing road
network may be adjusted based on the information of the GPS trajec-
tory, resulting in an updated road network. If more GPS trajectories are
available, we repeat the steps to incorporate information from these
additional GPS trajectories into the new road network.

The starting point of the algorithm is an initial graph, that consists
of nodes and edges. The edges represent the roads and the nodes rep-
resent the intersections or dead ends in the road network. An existing
set of edges looks as in Table 1.

In the algorithm, we use GPS trajectories to add edges and nodes
to this initial graph in order to end up with an enhanced graph. Before
discussing these trajectories, we briefly discuss their accuracy. Since
the goal of this research is to develop a method that can enhance
road networks that we can use in optimization problems, we are es-
pecially interested in the information about connecting edges and their
distances (that can be used to compute, for instance, shortest paths).
The exact geometry of an edge is less relevant, but also impossible to
recover when operating in data-scarce environments. Therefore, small
inaccuracies will not have a significant effect on the results of the
proposed procedure. We are, however, interested in outliers in the GPS
trajectories that might cause entire roads to be added that do not exist
in reality. To address this issue, we develop a preprocessing method to
get rid of outliers, which we apply to obtain a set of preprocessed GPS
trajectories. For details about this method, we refer to the supplemental
material, SM 2. The preprocessed GPS trajectories look as in Table 2.

In this table, MLDC represents the Most Likely Distance Covered
from the previous GPS point, and MDC represents the Maximum Dis-
tance Covered from the previous GPS point in the trajectory. Note that
the MLDC is an interval that includes a lower and upper bound. The
MLDC and MDC can be computed from the GPS trajectory data (for
details, we refer to SM 2).

In order to enhance a given graph, the algorithm will sequentially
go through all the GPS points in such a trajectory. In this process, it
checks whether a point can be absorbed in the network. This means that
this point was likely received when a vehicle was driving on an existing
road. If a point could not be absorbed, we may initiate to change the
existing graph. For instance, by adding new edges. For these (new)
edges, we keep additional information that serves the algorithm. For
each new edge, added by the algorithm, we store information about
its connection points to the network. More specifically, we save the
latitude, longitude, course, MLDC and MDC of the single point that was
used to connect the new edge to the network. As will become clear,
a connection point is made based on the information of a single GPS
point. This information is stored in close_to_point_start and
close_to_point_end, corresponding to the connection point of the
start and end node of the edge, respectively.

An important element of the algorithm is projecting a given GPS
point, say p. In general, this means that we try to find a point on
the existing graph from which point p could have been received. We
distinguish two situations in which we try to project a point on the
existing graph. First, we consider the situation in which we aim to
project p, but we know p succeeds another (projected) GPS point p°.
This means that we include the MDC and the MLDC from p¢ (to the
projection point). So, we only consider points to be a projection point
for which the distance from p° to the projection point is smaller than the
MDC from p° to p. If no such point exists, the point cannot be projected.
If at least one candidate projection point exists, we have to decide
which point is the best projection point. As a performance metric, we
now include the distance to the MLDC interval. Any point that lies
within this interval receives a score of zero. The final projection point
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Fig. 1. Diagram of the steps involved when updating a given digital road network.

Table 1

Sample of the edges of a graph that represents a road network. Highway indicates the importance of the road within the road network, and u
(v) represents the ID of the start (end) node of this edge. Note that there may be multiple different roads (and therefore edges) between the
same start and end node. These are distinguished using a key in the last column.

D Highway Oneway Length Geometry Maxspeed u v Key
1 Primary False 601 LINESTRING (99.5122 -0.7382, 100.514... 40 mph 1 3 0

2 Residential False 700 LINESTRING (99.5122 —0.7382, 100.514... 20 mph 1 3 1

3 Trunk False 139 LINESTRING (99.5485 —0.7669, 100.549... 15 mph 2 3 0

6 Track True 651 LINESTRING (99.5557 —0.7722, 100.555... 15 mph 6 5 0
Table 2

Sample of a GPS trajectory that is used as input for the algorithm. The course is the heading of the vehicle at that moment, MLDC represents
the Most Likely Distance Covered from the previous GPS point, and MDC represents the Maximum Distance Covered from the previous GPS

point in the trajectory.

Date Latitude Longitude Speed Course MLDC MDC
2020-04-11 09:52:05 —0.40833 102.61859 55.0 -1 - -
2020-04-11 09:52:16 —0.40826 102.61706 61.0 272 (170.3, 186.4) 244.4
2020-04-11 09:52:25 —0.40812 102.6158 48.0 280 (141.0, 152.5) 200.0
2020-04-11 09:52:36 —-0.40785 102.61473 37.0 291 (122.7, 146.7) 244.4
Projection distance | |
- 1
X /\ _ {
c
p R —

Distance to MLDC

Fig. 2. Illustration of the distance covered performance metric. When projecting a point (red dot) onto the network, we only consider candidate points that are reachable from
p¢. In other words, the distance covered is smaller than the maximum distance covered (red mark). Moreover, we prefer to project within the region that is most likely reached
since p¢ (red thick line). The final projection point is the point that minimizes the sum of the projection distance and the distance to the MLDC region. (For interpretation of the
references to color in this figure legend, the reader is referred to the web version of this article.)

pn—l pn

Fig. 3. Example situation in which both p,_; and p, could be projected onto an edge
in the network (using the maximum projection distance d and d), but there is no direct
connection between the corresponding projection points.

is the point that minimizes the sum of the projection distance and the
distance to the MLDC interval. In Fig. 2, we visualize these two metrics.

Projecting a point onto an edge close to another point is a key
element of the proposed algorithm. We illustrate the usefulness of
this element by giving an example. If closeness is not incorporated,
two consecutive points may be projected onto different edges in the
network, while there is no (direct) possibility to go from the first point
to the second point in the current network. Such a situation is sketched
in Fig. 3.

When projecting p, close to p,_,, and not incorporating the distance
covered information (M(L)DC), we would ignore the fact that there is
no direct route possible between the two projected points. Using our
proposed algorithm in this example means that p, is either projected
onto the edge on the left (if possible with a small enough distance), or
it cannot be projected and a new edge has to be started. Both are conve-
nient options. Note that incorporating the M(L)DC is especially valuable
when there might be limited data available and a low frequency rate
of receiving GPS points. In such cases, there is a larger possibility of
missing (small) edges that occur between two consecutive GPS points.

The second situation in which we try to project a point on the
existing graph, is when we aim to project p, while we do not need to
project close to an other (previously projected) GPS point (for instance
when we are creating a new edge). For an elaborate explanation of this
scenario, and several other situations in which we try to project a point
on the existing graph, we refer to the definition and explanation of the
Project_point procedure in the supplemental material, SM 3.1.1.
In the remainder of this section, when projecting a point, we refer to
this function; Project_point. Moreover, we will often make use of
graphical visualizations to explain specific methods and procedures. For
these visualizations, we use the consistent notation as summarized in
Table 3.
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Table 3
The notation used for graph visualizations.
Symbol Definition
O Node in the currently existing graph.
o GPS point of a given trajectory.
O The projection of a given GPS point onto the currently existing
graph.
0 Potential projection point of a given GPS point (projected onto the
currently existing graph).
Al End node of the geometry of an edge that is currently being
constructed.
[ J Interior (corner) point of the geometry of an existing edge (not one

of the end nodes).

Interior (corner) point of the geometry of an edge that is currently

being constructed.

X GPS point that is used as a close point when making a connection
with the network (i.e., close_to_point_start or
close_to_point_end).

Edge in the currently existing graph.

Former edge (piece) that is now removed.

New edge that is currently being constructed.

Non-existent line (only used for illustration) between a GPS point
and its (potential) projection point.

2.2. Algorithm settings

The first setting of the algorithm that we define is the maximum
distance for which we consider a point, say p, to be close enough to an
edge for it to be considered as point on this edge. In the algorithm we
will distinguish two types of edges. We have edges for which we assume
the geometry is known (e.g., edges that exist is OSM), and we have
edges for which we are not sure about the geometry (e.g, edges added
by the algorithm). For both these types of edges, we have a separate
maximum projection distance, d and d, respectively. Typically, d > d,
because if we are not (yet) sure about the geometry, points that are
further away might still have been received while driving on that same
road.

The second setting, @, represents the maximal angular difference
between the bearing of a point p and the bearing of an edge onto which
p may be projected. In other words, if a point is within d distance from
an edge, and the bearing of this point differs by at most @ degrees from
the bearing of this edge, this point is possibly received when driving
on this edge. In Fig. 4, we visualize the latter two algorithm settings.

The third setting of the algorithm is represented by sm, which
indicates whether nodes are close enough to each other for them to be
seen as one node. In other words, if two nodes are within m distance
from each other, these nodes are considered to be a single node. As
an example, consider the situation sketched in Fig. 5. In this situation,
we would like to add an end node of a trajectory to the network.
However, this end node has approximately the same coordinates as an
existing node in the network, such as a starting node of a previous GPS
trajectory. In this example, we merge point p with a start node of an
existing trajectory. Note that this ensures that there is no disconnection
between the two trajectories.

The final setting of the algorithm, y, indicates whether new edges
are added in one direction or also in the opposite direction. For
instance, we may want to assume that all roads that are traversed
by trucks are bi-directional (two-way indicator = True). All settings
discussed are summarized in Table 4.

2.3. Algorithm details

Next, we discuss the algorithm developed to create an accurate
representation of the road network. We start with an initial graph and
we sequentially consider GPS trajectories that may change this initial
graph. For details about creating the initial graph, we refer to SM 1 of
the supplemental material. Let G be the initial graph, a representation

Transportation Research Interdisciplinary Perspectives 27 (2024) 101217

O < O

Fig. 4. Illustration of thresholds used to check whether a point may be absorbed by
an edge. d represents the maximum distance and @ represents the maximal angular
difference.

O

Fig. 5. Example situation in which we merge point p with one of the existing nodes
in the network.

Table 4

Algorithm settings.
Setting UoM Symbol
Maximum projection distance, existing edges m d
Maximum projection distance, new edges m d
Maximum difference in bearing deg. a
Merging distance m m
Two-way indicator True/False v

of the road network in a graph structure, where the edges represent
roads and the nodes represent intersections or dead ends of roads. Let P
be the ordered (with respect to time) set of GPS points. Then, the basic
procedure of enhancing graph G, based on a single GPS trajectory, P,
is shown in Algorithm 1.

The first step of the algorithm is to select a part of the network
that we may adjust (1ine 2). As an (extreme) example, we know that
we are not adjusting parts of the network that are more than 100 km
away from all of the points in the GPS trajectory. Considering only
a part of the network per GPS trajectory makes it possible to apply
the algorithm efficiently, even on large road networks. To do this, we
start with finding the convex hull of all points in P, with a buffer of
500 m. All edges that have at least one end node inside this polygon
are the edges that are relevant (and may therefore be adjusted), when
processing GPS trajectory P. Two examples are shown in Fig. 6.

After determining the relevant area, the algorithm sequentially
evaluates the points of the (ordered) GPS trajectory, P (line 4). As
discussed before, the general idea of the algorithm is to try to absorb
GPS points into the current network (1ine 10). Also recall that ab-
sorbing means that the GPS point under consideration could have been
received while the vehicle was driving on the existing network. The
two main events that may happen when, and after, a point could not
be absorbed are starting and finishing a new edge. Both situations are
visualized in Fig. 7. In this figure, p; represents the i GPS point after
the current point p (indicated with a red dot). The second important
part of the algorithm is the adjustment of geometries of edges for which
we are uncertain about its geometry (1ine 12,22). For now, assume
that all edges that we add to the network (all newly created edges) have
an uncertain geometry. As an example, suppose that we have added a
new edge to the network based on a single GPS trajectory. Then, we
do not have any information about the geometry inbetween the GPS
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Algorithm 1 Enhancing graph G using GPS trajectory P

1: procedure ENHANCEGRAPH(G, P)
2 G’ = Relevant_Area(G,P)
3: p_, = None
4: for pe P do > For each GPS point in P.
5: if p is StartPoint then
6: Handle p separately (see supplemental Section SM 3.3)
7: P_1=p
8: continue
9: end if
10: p = try_to_absorb(G’, p, (p_,, forward), connecting = False)
11: if p’ # None then > Point p can be absorbed in the current network.
12: Adjust_new_edges(y/, situation = absorption)
13: if p is the last point of a new edge then
14: Finish a new edge of G’ (see Section 2.3.2).
15: end if
16: p_1=p
17: else > Point p could not be absorbed in the current network.
18: if p is the first point of a new edge then
19: Start a new edge of G’ (see Section 2.3.2).
20: continue
21: end if
22: Adjust_new_edges(py/, situation = creation)
23: if p is EndPoint then
24: Handle p separately (see supplemental Section SM 3.3)
25: else
26: Incorporate p into the current (newly created) edge.
27: end if
28: end if
29: end for
30: return G > Graph G is now enhanced.

31: end procedure

nr s

Fig. 6. Two example polygons that are considered when processing the GPS trajectory containing the pink dots. Note that the blue edges are existing edges and the red edges
represent edges that have previously been added by the algorithm. (For interpretation of the references to color in this figure legend, the reader is referred to the web version
of this article.)

points that now form the interior points of the geometry. When we into this edge (by adjusting its geometry). A possible edge adjustment
process another GPS trajectory that traverses this same road again, we is visualized in Fig. 8. In the rest of this section, we will discuss the
would like to incorporate the information of this new GPS trajectory elements of the algorithm in more detail.
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Fig. 7. Left figure: point p is the first point that could not be absorbed, we start creating a new edge. Right figure: p is the first point that can be absorbed, after several other

points could not. This means that we finish a newly created edge.
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Fig. 8. Adjusting the geometry of an existing newly created edge (black line). We are currently investigating GPS point p of a different GPS trajectory. Since the information of
this point complements the information of the existing edge, we use it in the geometry of the existing edge.

2.3.1. Absorption

Absorption of a point p into the existing network can, in gen-
eral, be achieved in three ways: while driving, turning, or merging. All
possibilities are visualized in Fig. 9.

1. Driving In this case, we use the Project_point procedure
(as described in SM 3.1.1). to find a projection point. We set
the connect parameter to False, because we do not aim for
a connection with the current network (note that if a point
cannot be absorbed, it might be re-projected while aiming for
a connection with the existing network, as will be discussed in
Section 2.3.2). Now, the point can be absorbed when we do find
a projection point that satisfies the requirements. Note that in
the situation where we do not have a previous point, we do
not incorporate the covered distance. The situation in which the
previous point could be absorbed, is visualized in the left plot of
Fig. 9.

2. Turning If p could not be absorbed while driving, we try to
absorb it using turning. We find (if possible) the opposite edge,
i.e., the edge with the same geometry but in a reverse direction.
We check whether we can project the point when we turn on
the projection point of p_; (which is the point to which p must
be close, p¢). If so, we add a turning node on this road, and we
consider point p absorbed. An example situation is visualized in
the middle plot of Fig. 9.

3. Merging Finally, when we do not need to be close to a (previous)
point, and the point could not be merged while driving or
turning, we check whether it is close enough (/) to an existing
node for it to be merged. This is, for instance, the case when
creating a new edge. In this case, there is no previous point
to which we need to be close. In such a situation, we may
absorb the point by merging. An example of such a situation is
visualized in the right plot of Fig. 9.

If, after checking these three options, we end up with a projection point,
we conclude that point p can be absorbed (p’ # None, 1ine 11).

2.3.2. Start/finish a new edge

Starting or finishing a new edge involves connecting edges to the
network. We briefly discuss these two procedures below. First, we
discuss how to start creating a new edge. In general, this happens, when
a point cannot be absorbed in the network anymore (1ine 18,19).

Assume that the previous point has been absorbed in the network.
Instead of connecting p with the network by establishing an edge
between p and p" > We first project p onto an edge close to p" Iy without
incorporating the direction of this point p (using the Project_point
procedure described in SM 3.1.1). This is done in order to avoid
(non-existing) parallel roads and increase the simplicity of the graph.
Note that when projecting, we try to establish a connection with the
current network. Therefore, we set the connect parameter in the
Project_point procedure equal to True. Moreover, we aim to be
close to the previously projected point (that was absorbed). Therefore,
we use the Most (Likely) Distance Covered (M(L)DC) of point p (that
includes the distances covered between p and its previous point). This
procedure is visualized in Fig. 10, where we try to connect point p with
the network, close to the point p¢(= p’ -

After ensuring the connection node is in the network, we start
creating a new edge. The first point of the geometry of this edge is
this connection node. Next, we, again try to absorb the original GPS
point (Line 20). Now, there is no restriction on the distance covered
from the previous point. This means that this point (that could not be
absorbed before) may now be absorbed in this second phase.

Finishing an edge requires some more steps. Finishing an edge, in
general, happens when a point, say p, is absorbed while creating a new
edge (line 13, 14). The first step in finishing an edge is to add, again,
a connection node to the network. Instead of connecting the previous
point p_, with the network by adding an edge between p_, and p’, we
first project the previous point, p_;, onto an edge close to p’, without
incorporating the direction of this point. As for the starting point, we
aim to establish a connection with the current network. Therefore, we
set the connect parameter to True. We also want to be close to the
next projected point (that was absorbed), but now in a backward
manner. We again use the M(L)DC of point p. Once we find the right
connection point, we add this point, p’ |» as node and we split the edge
onto which this node is projected into two edges. This procedure is
visualized in Fig. 11, where we try to connect p_; with the network,
close to the point p¢(= p').

Note that, as mentioned before, a point may be the first point that
could not be absorbed, but also be the point that connects to the
network again, due to the distance covered requirements were not met
the first time. In this case, we do not re-project the previous point, but
the start node of the new edge. For details about how this situation is
treated we refer to the supplemental material, SM 3.2.
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Fig. 9. Absorption possibilities. Left figure: we can project p within the distance covered requirements while driving. Middle figure: we could not project p within the distance
covered, but we can when we turn at p¢. Right figure: we are creating an edge (which means we do not need to be close to a point). We could not absorb p while driving (e.g.,
due to the direction of p) or turning, but we can merge, and therefore absorb, p with an existing node.

p

C

p

Fig. 10. Starting a new edge by finding a connection node with the network based on p. Instead of using p° as a connection node, we re-project p, using information about the
distance covered, onto the network to obtain the connection of the new edge with the current network (right figure).

Fig. 11. Finishing an edge by connecting it with the network. Instead of establishing a direct edge between p_, and p’, we re-project p_, onto the network to obtain the connection

of the new edge with the current network (right figure).

The next step in finishing a new edge is to incorporate the edge
in the network. For this, we consider three possibilities: adjusting an
existing newly created edge based on this new edge, adding the newly
created edge, or doing nothing.

First, we check whether the new edge should adjust the geometry
of an existing (newly created) edge e. This happens when the following
conditions all hold:

» The potential new edge has a start and end node on edge e.
Edge e has no interior points inbetween the start and end node of
the new edge.

The new edge contains at least 1 interior point. If it does not, any
adjustments are not relevant.

The new edge does not contain more than 5 interior points. If it
does, we assume that adding another edge is more appropriate.
The new edge is not a self-edge from (and to) an existing node.
Note that a self-edge to a newly added node is used for adjusting
existing (newly created) edges such as e.

We visualize two adjustment situations in Fig. 12. Note that
Fig. 12(b) shows the last bullet point, in which a self-edge from (and
to) a new node adjusts the geometry of a newly created edge.

When the new edge is not used for adjusting the geometry of a
newly created edge, we look at the (absolute) difference between the
length of this new edge and the length of the shortest path between
the start and end node of the new edge in the current graph (without
using the potential new edge). If this difference is larger than two times
the maximum projection distance, we add the new edge to the network.
Otherwise, we do not add the edge. Note that there may be other (not
shortest) paths between the start and end node of the new edge that
have a similar length as the edge we try to add. As this may involve
a lot of possible paths, we are not able to reliably tell if such an edge
is similar as the edge we try to add. Therefore, we only compare the

length of the new edge with the length of the shortest path between the
start and end node of this new edge. Then, if we add the new edge to
the network, we first determine the right key for this edge. We look for
all edges that have a similar start and end node and look for the highest
key. The new key will be this number plus one. In this way, we ensure
that the new edge is an edge with a unique (u, v, key) pair. When the
edge should not be added to the network, we remove the start node of
this edge. The end node is kept as it is needed in the next iteration, in
which we may want to project close to this node. Note that we will not
remove the start node if it is also the end node of this edge or if this
node was merged with an existing node.

2.3.3. Adjusting new edges

Recall that there are two types of edges distinguished in the al-
gorithm. We have edges for which we assume that the geometry is
correct (e.g., edges that exist is OSM), and we have edges added by
the algorithm for which we are not sure about the geometry. Due to
the limited data redundancy and low sampling frequency, it is likely
that, initially, when we add a new edge, we may not approximate the
actual geometry of the road very well. There is, at the time of adding
the edge to the network, not enough information available to accurately
predict the geometry of the road. When another GPS trajectory uses this
road, we obtain more data points that may adjust the geometry of this
edge. In this way, the order of examining GPS trajectories has a minimal
influence on the final geometry. Recall that edges that are added by
the algorithm, and which therefore have an uncertain geometry, are
referred to as newly created edges.

In general, adjusting the geometry of an edge only involves adding
a new point between the start and end point of a specific line piece of
an edge, provided that this new point is not too close to an existing
interior point (in our case we set this threshold to 15 m). This is done
to avoid creating zigzagging roads. The basic adjustment procedure is
visualized in Fig. 13, where the gray polygon represents the actual road
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(b) Example 2: Start and end node of the new edge are the same.

Fig. 12. Two examples of adjusting newly created edges based on an edge that should be added to the network. The new edge (dashed) has a start and end node on the same
line piece of a newly created edge (black solid line). We adjust its geometry and remove the start node of the new edge that was added.

~ -

Fig. 13. Adjusting the geometry of an edge with an uncertain geometry. We include point p explicitly in the geometry of the road, line piece /, which improves the geometry of

the edge representing the road (gray polygon).

geometry, and the black dots represent interior points of the existing
edge. This visualization also shows a situation in which adjustment of
an edge improves the geometry of the edge.

When applying this method, two special cases require more adjust-
ments: when a new GPS point is explicitly added to the geometry of a
newly created edge before the first, or after the last interior point of that
geometry. In these cases, we may have to adjust the end nodes of the
newly created edge. For details about these special cases, we refer to the
supplemental section, SM 3.1.2. For the sake of clarity, we refer to this
adjustment procedure as the Add_point_to_new_edge procedure.

Now, there are two situations in which we might adjust the geome-
try of a newly created edge. First, we may adjust edges when absorbing
a point in a newly created edge (1ine 12). More specifically, if we
absorb a point in a newly created edge, we may adjust the edge that
absorbed the point. This situation is visualized in Fig. 14(a). Adjusting
the geometry of this edge is done using the adjustment procedure
Add_point_to_new_edge. Moreover, if there is an opposite edge,
we also want to adjust, in a similar way, this opposite edge. To find
the opposite edge, we find the edge that is closest to the original edge
and within the maximum projection distance from this edge. Note that
this way of adjusting is also performed in the special case of absorbing
a starting point.

The second situation in which we may adjust the geometry of a
newly created edge is when we are currently creating a new edge that
is opposite to an existing edge (1ine 22). In this situation, we may

adjust the edge we are currently creating, but also the opposite edge (if
there is one). Note that the opposite edge is assumed to be the closest
edge to the current point (within the maximum projection distance).
Let us first describe how to adjust the currently creating edge (based
on the geometry of the opposite edge). When adjusting geometries,
we exclude end nodes of edges to be used in the geometry of the
currently creating edge. In other words, we only take over interior
points from other edges to adjust a currently creating edge. Moreover,
we only adjust a currently creating edge based on the geometry of a
single (opposite) edge. We start by finding the projection point of the
previous point and of the current point onto the opposite edge. Next,
we look for any interior points inbetween these two projection points.
If there are any, we add these in reverse order to the geometry of the
currently creating edge. This situation is visualized in Fig. 14(b). After
this, we adjust the opposite edge itself with the current point using the
Add_point_to_new_edge procedure. Note that this situation boils
down to the situation sketched in Fig. 14(a).

2.4. Final remarks

In the last part of this section, we describe four remarks about the
algorithm.

1. Two-way setting: Using this setting means that we assume that
all the edges we add are two-way edges. If there exist one-way
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(a) Adjusting an edge based on the absorption of a single point.

O O

(b) Adjusting an edge we are currently constructing (dashed) by including points of the opposite edge.

Fig. 14. Adjusting an edge based on a single GPS point p.

edges from the start (in OSM), we still treat them as one-way
edges in the algorithm. When the two-way setting is activated,
there are only a few things that change in the algorithm. First,
when adding a node to the network, for instance adding con-
nection nodes of new edges to the network, we now add this
node in both directions (if possible). Secondly, when adding a
new edge to the network, we also add the opposite edge to the
network. Note that the opposite edge has therefore the same
geometry, but in a reverse direction. Also, both added edges
are classified as edges for which an opposite edge exists. Note
that when edges are adjusted, these opposite edges will also be
automatically adjusted by the algorithm.

2. Merging setting: When we are merging two existing road net-
works, we do have some additional information. As will be
discussed during the case study with the World Bank, we know
that each GPS trajectory represents a road. Since we know that
there are no GPS trajectories of the same road, we will not adjust
any existing newly created edges.

3. Information storage: The third remark is about information
storage. It can be useful to know, after running the algorithm,
which roads have been driven with what speed at what
date/time. We will, for instance, use the information about
which roads have been driven to validate our results. To do this,
every time a point is absorbed, we store the information about
the date, time and speed of this point in the edge into which
this point is absorbed. In this way, we have, after running the
algorithm, for each edge a list of dates (including the time) along
with information about the speed a vehicle has been driving at
that specific moment in time. We do note that when splitting an
edge (e.g, by adding point p’ in Fig. 10), all points that were
absorbed in the original edge are now stored in both newly
formed edges. This means that the information of a single GPS
point may occasionally occur in multiple edges.

4. Simplification: The final remark is about simplifying the ob-
tained network. After running the algorithm, the network may
contain nodes that are not representing an intersection between
(directed) roads or an end node of a road. For instance, when a
node first functions as an end node of an edge, this node may
not be an end node anymore when the corresponding edge is
extended based on the information of another trajectory. Since
these nodes do not add any information to the road network, we
remove these from the network. There are two types of nodes
that we remove from the graphs. First, we remove nodes that
split a single edge, and, second, we remove nodes that split two
edges with the same end nodes. Both situations are visualized in
Fig. 15.
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This simplification procedure will result in a smaller amount of
nodes and edges, while retaining the complete geometry of the
enhanced road network.

3. Numerical results and conclusions

In this section, we discuss the results of applying the proposed algo-
rithm in two different case studies. The first case study is about Pem-
Pem (Section 3.1) and the second case study is about the World Bank
(Section 3.2). The final results of the enhanced digital road networks
of both the case studies can be viewed on https://valentijnstienen.
duckdns.org/roads_extension. In this section, we present the results
using various metrics and we discuss some important observations. For
a closer inspection of the final enhanced networks, we refer to this
website. The calculations are done on a PC with a CPU that has a clock
rate of 2.3 GHz and with 8 GB RAM. Furthermore, the algorithm is
implemented in Python.

3.1. PemPem

The first case study we discuss is done in cooperation with PemPem.
The goal of PemPem is to make Enterprise Resource Planning (ERP)
systems available to help smallholder farmers transition out of an infor-
mal cash-based economy, into a digital, cashless and technology-based
economy (PemPem, 2021), optimizing the trade of micro-enterprises
(SDG 8). This case study involves enhancing an existing digital road
network, which can be used for routing decisions. We are, in this case,
especially interested in doing shortest path analyses with the (new) dig-
ital road network. We focus on a region in Sumatra (Indonesia) where
PemPem is currently active. In this region, PemPem has access to the
information in OSM, but this information turns out to be incomplete.
Recently, they equipped trucks with GPS trackers, in order to generate
streams of GPS traces of where a truck has been driving, at what time,
and with what speed.

We aim to enhance the current road network information (based on
OSM) with the data stored in the GPS trajectories. The frequency rate
of the trackers varies, in general, between 10, 30 and 60 s. Based on
visual inspection, we conclude that the accuracy of the GPS trackers is
relatively good. When mapping the received GPS points on a satellite
image, we observe that the majority of the received GPS points lie
on a road. There are, however, some obvious outliers. Therefore, we
first preprocess the GPS trajectories to remove any outliers (see SM 2).
Preprocessing is done in order to create trajectories (which could be
parts of current trajectories), that contain as few outliers as possible.
Moreover, in this preprocessing algorithm, we determine additional
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Fig. 15. Simplification of edges. In both plots, the middle node is removed.

Table 5

The amount of shortest paths (SPs) that can be found in the initial network. The results
are stated as percentages of the total number of shortest paths tried to be computed.
Moreover, a distinction is made for the reasons why the SP could not be computed.

Table 6

The amount of shortest paths (SPs) that can be found in the initial network, now using
different closeness radii (CR). The results are stated as percentages of the total number
of shortest paths tried to be computed.

Maximum projection distance (meters) Initial graph

Maximum projection distance (meters) Initial graph

30 50 70 30 50 70
O could not be projected 16.6 15.6 15.0 All SPs 14,846 SPs 44.1 41.6 39.6
D could not be projected 14.8 14.2 13.4 SPs (CR = 5 m) 12,694 SPs 45.1 42.6 40.4
0O/D could not be projected 12.7 11.8 11.2 SPs (CR = 10 m) 12,433 SPs 45.3 42.8 40.6
0O/D could be projected, no SP exists 0.0 0.0 0.0 SPs (CR = 20 m) 11,840 SPs 45.2 42.7 40.6
Total SPs that cannot be found 44.1 41.6 39.6
Table 7
Algorithm settings.
information that is used in the algorithm, such as the most likely Setting UoM %ymbOI Value
distance covered (MLDC), and the maximum distance covered (MDC). Maxfm“m prOJ.ect%on dFta"‘:e’ existing edges  m d 30
For details about the preprocessing of the data of PemPem, we refer Maximum projection distance, new edges o d >0
K ) . Maximum difference in bearing deg. a 75
to the supplemental material, SM 4. The result is a set of 14,846 final Merging distance - . 10
trajectories/trips. We now assume that if a truck has been driving on a Two-way indicator True/False ¢ False

particular location according to these trips, then this location represents
a point on a road. So, if it is driving on a road that is not in our initial
digital road network, we would like to add this road to the new digital
road network.

We start with an analysis about the quality of the initial graph. We
perform a shortest path analysis for all the 14,846 origin destination
pairs (OD pairs) in the GPS trajectory input. More specifically, we
determine whether it is possible to find a shortest path for the OD
pairs in the initial graph. There are two requirements for determining
a shortest path between an OD pair. First, we should be able to project
the starting point (O) and the end point (D) onto an edge. Naturally,
this depends on the projection distance a point has to its edge. In this
analysis, we distinguish three different maximum projection distances;
30, 50, and 70 m. The higher this maximum projection distance, the
higher the percentage of points that can be projected. Regarding the
projection, we always project the origin and destination points onto
the edges that are closest to these points. There is one exception, we
also allow the point to be projected onto an edge that is not the closest,
but which lies within 5 m from the closest. In this way, we incorporate
the possibility of projecting the point in the opposite direction (when
possible). The second requirement for a shortest path between an OD
pair to exist, is that it is possible to go from the origin to the destination
point, using the roads in the graph. The results of the analysis are
summarized in Table 5.

We observe that when we increase the maximum projection dis-
tance, the amount of shortest paths that exists increases. However, even
with a maximum projection distance of 70 m, still for only 60.4% of the
OD pairs can a shortest path be computed. In addition to this analysis,
we examine whether having similar OD pairs has a large impact on
the amount of shortest paths that can be computed. We examine the
results when having only unique OD pairs. An OD pair is not unique if
there exists another OD pair for which the origin and destination are
close to the origin and destination of the original OD pair. We use a
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radius around the origin (destination) to determine whether another
origin (destination) is close, referred to as the closeness radius (CR).
We examine three different CRs, 5, 10 and 20 m. Note that the higher
the CR, the less OD pairs remain for shortest path computations. The
results are shown in Table 6.

Based on this analysis, we conclude that having unique OD pairs
does not change the results. In Fig. 16, we visualize the locations of
the points that can (not) be projected in the initial graph when using a
maximum projection distance of 30 m.

3.1.1. Extension results

Next, we enhance the initial graph with the information of the GPS
trajectories (trips). The algorithm settings we use are summarized in
Table 7.

Besides these algorithm settings, we use different (random) orders
in which we process the trips, each of these orders is referred to with a
seed. Seed i refers to a specific order in which the trips are processed.
There is one special order, namely Seed 00. This is the order in which
the data was loaded. This means that for each day, the trips are in time
order.

First, we compare the enhanced and original network based on the
additional roads. Here, we distinguish two types of added roads. First,
we add roads to the network that already existed in OSM, but that were
not driveable. We assume that we can only route trucks over roads (or
edges) that are currently classified as a “road” or a “road link” (see
https://wiki.openstreetmap.org/wiki/Key:highway). Roads that are not
driveable are, for instance, roads that are currently classified as walking
paths and roads for which the type is unknown. If a truck drove such a
road, we classify it as driveable, which means that we can now use it
for shortest path computations. The second type of road that we add are
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Fig. 16. All start and end points of the OD pairs projected onto the initial graph. Green indicates that the point can be projected, red means that it cannot. A maximum projection
distance of 30 m is used. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)

Table 8
Kilometers/edges added by the algorithm.

Initial graph  Enhanced graph

Seed 00 Seed 0 Seed 1 Seed 2

Total amount of km 6,859 8,119 8,119 8,117 8,118
# of edges 24,918 31,435 31,341 31,369 31,369
# of edges (simplified) 24,918 28,784 28,691 28,762 28,710
Total amount of km added - 1,260 1,260 1,258 1,259
Geometry in OSM - 889 891 890 890
Geometry not in OSM - 371 369 368 369

roads that are not in OSM at all, also not as a walking path. In Table 8,
we summarize the results for different enhanced networks (based on
different seeds).

We observe that, for all different seeds, we have similar results. We
increase the amount of driveable road kilometers with approximately
18.4%. More specifically, 13.0% is added using existing (non-driveable)
roads in OSM and 5.4% is newly added. Additionally, we observe that
the amount of edges increased with approximately 15.3%, using the
simplified final graph. Based on this analysis, we conclude that the
order of the trajectories does not affect the results significantly. Finally,
we briefly discuss the computation time. The computation time of the
algorithm depends on the amount of trips that has to be processed. It
takes approximately 2.0-2.5 s per trip, and there are, on average, 27.3
GPS points in a trip.

In the rest of this section, we focus on the results that are obtained
when using Seed 00. In Fig. 17, we visualize the added roads for this
seed. For a more interactive visualization, we again refer to https:
//valentijnstienen.duckdns.org/roads_extension.
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Note that Fig. 17 aligns with the observations made in Fig. 16, in
the sense that regions where points could not be projected, now have
roads added by the algorithm.

Note that, by design of the algorithm, we know that, in the enhanced
network, we will be able to find a shortest path for almost all OD pairs.
Experiments show that using a projection distance of 30 m, over 99%
of the shortest paths can be found. Recall that when a point could not
be projected, the algorithm started a new edge to make this projection
possible. Therefore, it is logical that most of the points can be projected
in the enhanced graph. A few exceptions exist, such as edges that may
have its geometry changed over time, or starting points that, in the
algorithm, were projected onto a newly created edge for which a higher
maximum projection distance was used. Moreover, situations may arise
in which both the origin and destination can be projected, but no
shortest path can be found. Note that this may happen when points are
projected onto different edges than when processed in the algorithm.
Recall that, in these calculations, a point is projected onto the closest
edge (or an edge within 5 m from this closest edge). Therefore, in
these cases, it may also happen that there does not exist a shortest path
between the projected origin and the projected destination. As there are
more edges in the enhanced graph, this is also more likely to happen
in the enhanced graphs.

Next, we examine the reduction in shortest path length when using
the enhanced network. For the shortest paths, we again use the 14,846
origin destination pairs (OD pairs) from the GPS trajectory input that
were used to enhance the network. However, now, we only look at the
OD pairs for which a shortest path exists in the old and in the new
network. Note that an SP may exist in the old graph, whereas in the new
graph it does not. This may result from other (closer) projection points.
Moreover, we only look at the shortest paths that have their start and
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Fig. 17. The red/green lines represent the roads that are added by the algorithm (Seed 00). The red lines already existed in OSM (but were not driveable) and the green lines
did not exist in OSM. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)

end points projected at the same spot, within a 5 m radius. In Fig. 18,
we show a frequency plot of the reduction in shortest path length when
using the enhanced network (Seed 00) over the initial network. In this
plot, we only show the reductions that are larger than 1%. Note that
a lot of the paths may be similar as before, having a 0% reduction.
For reference, the average shortest path length in the initial graph is
approximately 5.2 km.

We observe that if a reduction is realized, the magnitude of this
reduction is most likely between the 0 and 35 percent.

3.1.2. Performance analysis

We conclude this subsection with a performance analysis, to val-
idate our results. The proposed algorithm is based on the assumption
that, after preprocessing, the GPS points that are received from vehicles
driving around in the area are accurate (lie on a road). Using this
assumption, roads are adjusted and added based on the locations of
these GPS points. In this section, we want to verify whether the roads
we add/adjust (green edges in Fig. 17) with the proposed algorithm are
actually there. However, this is difficult, as these roads do not exist in
the original database of existing roads. We therefore cannot compare
the added roads with a known geometry. Satellite imagery may give us
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some clues, but especially these newly added roads are often occluded
by trees (e.g., see Fig. 19), which makes validation still a challenge.

Instead, we compare the roads with OSM, assuming that the roads
that do exist in OSM have an accurate geometry. We conclude this
subsection with a performance analysis, to validate our results. For the
validation we re-run the algorithm while excluding parts of OSM. We
run the algorithm, while each time excluding a different part of OSM,
a different 3 km x 3 km square. This means that the algorithm should
find new roads in this specific square. We then compare these results
with the information that is in the original OSM road network, where
we focus on the shortest path distance differences.

Two examples of the geometric results of leaving out a part of OSM
are shown in Fig. 20. The blue edges are the edges in OSM that we start
with. The green box indicates which part of OSM has been excluded
(no blue edges within this box). After running our proposed algorithm,
we enhance the starting graph (blue edges) with new edges, which
are visualized in red. Now, we want to compare this enhanced network
with the roads in OSM that are within the left-out square. To find
these roads, we enhance the original OSM road network (including the
roads in the square) with the information of the relevant trajectories,
as actual new roads may exist within the left-out square. We will refer
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Fig. 18. Percentage decreases of shortest path length (minimum of 1%). Bins have a width of 1%.

Fig. 19. An example of a region that is mostly covered by trees (see left figure), but where trucks have been driving around (right figure).

&
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Fig. 20. Two example of the result of excluding a 3 km x 3 km square. The red box indicates which part of OSM has been excluded. The red edges are the edges that are now
newly added to the network (enhanced network). The yellow edges are the edges that are the roads in the extended original OSM network. (For interpretation of the references

to color in this figure legend, the reader is referred to the web version of this article.)

to this network as the extended original OSM network. These roads are
visualized in yellow. In short:

Extended original OSM network Considered as the true road

(blue + ) network.
Enhanced network (blue + red) Proposed (enhanced) road
network.

We observe that the algorithm accurately recovers the left-out
edges. The newly added edges (red) coincide with the edges in the
extended original OSM network (yellow edges). Note that the yellow

14

roads that do not contain red edges, contain roads that are not driven
by the vehicles sending GPS trajectories.

To evaluate the performance of the algorithm recovering the roads
in such empty squares, we look at shortest path distance differences be-
tween the extended original OSM network and the enhanced network.
Note that the algorithm only finds roads that are driven by a truck.
Therefore, when routing over the extended original OSM network, we
leave out the OSM edges that are not driven, to avoid using these
for shortest path computations. We compute the percentage difference
in length between the two shortest paths and average these over all
the relevant OD-pairs. As we did when computing the shortest path
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Fig. 21. Mean percentage differences of the shortest path length between the extended OSM network and the network recovering the empty square.

Table 9

The mean and median percentage difference in shortest path length between the
extended original OSM network and the enhanced network (that recovers the empty
square). Left (right) figure correspond to the plots in Fig. 20.

Left figure Right figure

# OD pairs 60 943
Mean percentage (%) 0.53 0.85
Median percentage (%) 0.28 0.52

Table 10

Algorithm settings.
Setting UoM Symbol  Value
Maximum projection distance, existing edges m d 30
Maximum projection distance, new edges m d 30
Maximum difference in bearing deg. a 75
Merging distance m m 10
Two-way indicator True/False 7y True

reduction, here, we also only look at the shortest paths that have their
start and end points projected at the approximately the same spot,
within a 5 m radius. The results for the two specific examples in Fig. 20
are shown in Table 9.

We observe that for both examples, we have a less than 1% average
difference in shortest path length. We do note that the roads that are
driven (in the extended original OSM network) are whole roads. Once
a road is driven partly, the whole road is classified as driven, we do
not partition roads in multiple segments. Therefore, it may happen that
the algorithm only adds part of a road (because only this part has been
driven) to the network recovering the empty square, while this whole
road is part of the extended original OSM network. This may lead to
differences between the shortest path length in the extended original
OSM network and in the network recovering the empty square. This
means that, in practice, the numbers in Table 9 are upper bounds.

To get an overall performance metric of the algorithm we do the
previous analysis when leaving out different squares of the original
OSM network. First, we form a grid covering the original road network
in 3 km x 3 km squares. Now, for each square we do the previous
analysis and see whether shortest paths did change. If they did not, we
do not consider the results of this square any further. It turns out that
there are 274 squares that resulted in different shortest path lengths.
The results are shown in Fig. 21.

We observe that for each square that is left out, only a small
percentage difference in shortest path length is obtained. The mean
and median average percentage difference in shortest path length are
2.15% and 0.70%, respectively. Therefore, we conclude that the edges
that are added by the algorithm accurately represent edges that can
help to predict shortest paths.

3.2. World Bank

The second case study we discuss is done in cooperation with
the World Bank. This case study involves merging two existing road
networks, in order to accurately predict distances to resources such as
hospitals and schools. These distances, in turn, can help to optimize the
placement of new hospitals in a region (SDG 3). This case study is about
the country Timor-Leste, located in South East Asia. The World Bank
has access to a database called eStrada, that contains information about
the road network of Timor-Leste. However, this database is missing
some important roads and road connections. Moreover, OpenStreetMap
contains information about the road network, but with similar issues:
parts of the country are not covered in the OSM database. Therefore, we
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Table 11
Characteristics of the union network, compared to the input networks.

OSM eStrada OSM + eStrada eStrada + OSM
Total kilometers 6,858 6,009 8,510 8,307
# of edges 13,495 5,694 17,660 19,362
# of edges (simplified) 13,495 5,694 16,776 18,104
Total amount of km added - - 1,652 2,298

would like to merge the two networks into one network. The merged
network should contain all roads that are in either one of the two
databases. Moreover, we want each road to occur just once. Note that it
may be the case that roads that occur in both networks have (slightly)
different geometries in both networks. If two roads represent the same
actual road, we only want it to occur once in the merged network.

To do this, we take one of the road networks as the starting digital
road network and we transform the other network into a set of GPS
trajectories (see SM 2 of the supplemental material for details about
this procedure). Now, there are two possibilities: enhancing the OSM
network with the roads in the eStrada network or enhancing the
eStrada network with the roads in the OSM network. We compare both
possibilities. In both cases, the starting graph contains roads in Timor-
Leste, which covers an area of over 15,000 km?. The settings that are
used in the algorithm are summarized in Table 10.

We set the two-way indicator to True, because we assume that all
roads are bi-directional and each road in both digital road networks
appears only once. Finally, we use the merging setting, which means
that we do not adjust any edges while running the algorithm. In
Table 11, we state the main results of running the proposed algorithm
to obtain the final merged network. For reference, we also include some
numbers about the original non-merged networks.

First, we observe that it does matter whether we choose to enhance
the OSM network with the roads in eStrada, or enhance the eStrada
network with the roads in OSM. If we choose to enhance the OSM
graph with the roads in eStrada, we end up with almost 160 km less
than enhancing the eStrada graph with the roads in OSM. To explain
this difference, we start with the observation that if starting with the
OSM network, we add 1100 roads of the eStrada network to the OSM
network. On the contrary, when starting with the eStrada network, we
add 8000 roads of the OSM network to the eStrada network. eStrada
is a digital road network that does not contain all roads in dense areas
(see Fig. 22). This means that, when adding OSM to eStrada, we also
add all roads in these dense areas. At the same time, new edges that do
not satisfy the minimum (absolute) difference restriction for adding new
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Fig. 22. The OSM network (red edges) contains many roads in a dense area. The eStrada network (blue edges) is more focused on global connections, without incorporating all
roads in dense areas. (For interpretation of the references to color in this figure legend, the reader is referred to the web version of this article.)
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Fig. 23. When adding the OSM network to the existing eStrada network, we obtain a new network (red edges) that does not include all roads in dense areas. Note that the edges
that are in OSM, but were not added during the algorithm are colored blue. (For interpretation of the references to color in this figure legend, the reader is referred to the web

version of this article.)

Table 12
Coverage of a network of hospitals when using the different road networks.

z OSM eStrada OSM + eStrada eStrada + OSM
Current hospital coverage (2 km) in % 46.7 46.4 48.4 48.1

Current hospital coverage (5 km) in % 73.6 75.8 81.4 79.8

edges are not added (see Fig. 23). This means that when adding OSM
to eStrada, we are likely to end up with a network that has less road
kilometers than the network created when adding eStrada to OSM.
Next, using analyses done by the World Bank, we show some results
about the total coverage that a network of hospitals has when using
the merged digital road networks. The coverage is defined as the
percentage of households that has to travel less than z kilometers to
their nearest hospital, where z is a given threshold. In Table 12, we
show the coverage of the different networks for z equal to 2 and 5 km.
We observe that using both enhanced networks results in a higher
coverage. For z equal to 5 km, we can achieve approximately an 8%
increase in coverage by enhancing the OSM map with the information
in eStrada. This means that a more accurate prediction can be given
which households are in the vicinity of a hospital and which not. This,
in turn, means that better decisions can be made about where to build
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additional hospitals in order to maximize the coverage. For example,
we can avoid situations in which we recommend building new hospitals
near households that are already in the vicinity of another hospital
(using unknown, but existing roads).

4. Conclusion

In this paper, we explore an innovative approach to enhance digital
road networks in developing countries, based on sparse geospatial data.
In an attempt to optimize the trade of micro-enterprises (SDG 8),
our proposed method significantly improved the digital road network
for smallholder farmers in Indonesia, where only 40% of the origin—
destination pairs in our dataset were previously digitized. By providing
a more accurate and comprehensive digital road network, smallholder
farmers can use these digital road networks for route optimization,
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reducing travel times, and improving overall operational efficiency. In
this way, they can better access markets, reduce transportation costs
and time, and obtain a fairer price for their products. This enhanced
accessibility not only helps in the distribution of products but also in
procuring supplies. Moreover, they (and PemPem) can use the new
digital road networks to identify alternative routes for trucks and help
building resilience among the farming communities.

In a second case study about optimizing geospatial accessibility to
healthcare in Timor-Leste (SDG 3), we find that the improved trans-
portation network (a combination of the existing digital road networks
OpenStreetMap (OSM) and eStrada) detects an additional 5% of people
to be in the vicinity of a hospital. It demonstrates the effectiveness
of merging different types of geospatial data sources to enhance road
network accuracy. To argue for the potential global applicability of our
research, it is essential to consider the application with using other
(regional) datasets. While eStrada is not available globally, many coun-
tries, especially in the developing world, are increasingly investing in
collecting geospatial data. Collaborations between local governments,
international organizations like the World Bank, and private entities
are leading to the creation of more geospatial databases. Consequently,
merging digital road networks within the same region, as demonstrated
in our Timor-Leste case study, can yield valuable insights, such as
proximity of populations to healthcare facilities. This underlines the
potential for digital road network merging algorithms to have a global
impact, especially in countries with developing infrastructures where
existing digital road networks (e.g., OSM) are not yet fully established.

Next, we discuss a few key practical insights that can be obtained
from the research in this paper. First, when working with digital
road networks, particularly in remote or humanitarian settings, it is
important to avoid making assumptions about their comprehensiveness.
This is highlighted in our case study with PemPem, which showed
that only 40% of points of interest could be accurately mapped onto
the existing digital road network. It is important to incorporate such
scarcities in analyses to obtain more useful and relevant outcomes.
Moreover, organizations operating in these data-scarce environments
can significantly enhance their decision-making tools and models by
combining the limited organizational data they already have, like GPS
trajectories, with publicly available data sources such as OSM. This
data integration approach leads to a more holistic understanding of the
terrain and infrastructure. Thirdly, for road network (re)construction
algorithms, incremental/iterative approaches that process limited data
at a time are well-suited for data-scarce environments, compared to
one-time reconstruction methods. This approach allows for continuous
improvements of road networks, which also means that improvements
are already made after the first few observations are processed, which
is especially beneficial in data-scarce environments. Finally, even basic
transformations like merging road networks can significantly increase
accessibility/coverage estimates for resource allocation problems com-
pared to analyzing the individual road networks separately. For Timor-
Leste this merging increases healthcare coverage estimates by up to
8%. It is interesting to see whether doing such analyses with other data
sources for the rest of the world results in similar numbers.

Finally, we discuss several areas for future research. The first area
for future research is the application of our techniques in different
areas. One such an area could be a disaster response setting. In disaster-
stricken areas, utilizing GPS data from vehicles could possibly help to
get an accurate, real-time, image of which roads are still in use, and
which roads are possibly damaged or destroyed.

Another application area could be to use GPS data from cell phones
of refugees to get insights into refugee movements, which could help
to improve aid distribution for refugee populations. Another research
direction involves focusing on road characteristics such as travel speeds
of roads. In our approach to enhance digital road networks, we focus
on the geometry of roads in the road network, where are roads (approx-
imately) located. Predicting the expected travel times, which can vary
due to factors like seasonal weather changes, is crucial. For instance, in
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regions affected by monsoons, road conditions can drastically change,
impacting travel times and accessibility. Incorporating GPS speed data,
along with historical and real-time weather information, could enable
us to predict travel speeds and possibly create digital road networks
that depend on external circumstances. This would also be beneficial
in disaster response scenarios, allowing for rapid adjustments to trans-
portation plans and aid delivery routes in response to evolving ground
conditions. However, this approach faces different challenges such as
the need for detailed temporal data. Together with PemPem, we already
carried out a next, separate, project regarding travel speed predictions.

Lastly, improving the preprocessing of GPS data represents a critical
area for future research. Improving this algorithm in order to get, for
instance, better estimates for the M(L)DC will improve the performance
of the algorithm.
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