Interfaces in nanoscale photovoltaics
Öner, S.Z.

_Citation for published version (APA):_
Öner, S. Z. (2016). Interfaces in nanoscale photovoltaics

_General rights_
It is not permitted to download or to forward/distribute the text or part of it without the consent of the author(s) and/or copyright holder(s), other than for strictly personal, individual use, unless the work is under an open content license (like Creative Commons).

_Disclaimer/Complaints regulations_
If you believe that digital publication of certain material infringes any of your rights or (privacy) interests, please let the Library know, stating your reasons. In case of a legitimate complaint, the Library will make the material inaccessible and/or remove it from the website. Please Ask the Library: http://uba.uva.nl/en/contact, or a letter to: Library of the University of Amsterdam, Secretariat, Singel 425, 1012 WP Amsterdam, The Netherlands. You will be contacted as soon as possible.

_UvA-DARE is a service provided by the library of the University of Amsterdam (http://dare.uva.nl)_

Download date: 18 Jan 2019
References


REFERENCES


[31] M. Green. Limits on the Open-Circuit Voltage and Efficiency of Silicon Solar Cells
REFERENCES


REFERENCES


REFERENCES

2007.


REFERENCES


REFERENCES

SILICON SURFACE PASSIVATION BY THE NEGATIVE-CHARGE- DIELECTRIC Al2O3. 


REFERENCES


REFERENCES


[188] Erik Bakkers, Magnus Borgstrom, Wim van den Einden, Maarten van Weert, Ana Helman, Verheijen, and Marcel. Epitaxial III-V Nanowires on Silicon for Vertical
REFERENCES