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Learning for DAG-Based Task Offloading and
Resource Allocation in MEC
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Abstract—The increasing demand for compute intensive
Internet of Things (IoT) applications has accelerated the adoption
of multiaccess-edge computing (MEC) to offload tasks from
resource constrained devices to edge servers. However, making
optimal offloading decisions in multiuser MEC environments
is challenging due to the dependencies between tasks, resource
constraints, and the need to preserve user privacy. In this
work, we propose FEDORA, a federated ensemble reinforcement
learning framework for directed acyclic graph (DAG)-based
task Offloading and resource allocation in MEC environments,
that integrates twin delayed deep deterministic policy gradient
(TD3) for continuous resource allocation and multihead deep
O-networks (DQNs) for discrete offloading decisions. To handle
task dependencies, we model applications as DAGs and generate
feature embeddings for offloading decisions. Our federated
learning (FL) approach uses local training at MEC level and
periodic model aggregation at a global server to preserve data
privacy. Finally, extensive simulations across different DAG
topologies demonstrate that FEDORA reduces system costs and
improves task completion rates compared to state-of-the-art
baselines, including FL-DQN, FL-DDPG, FedAvg, FedNova, and
SCAFFOLD, highlighting its scalability and robustness in large
scale MEC deployments.

Index Terms—Deep reinforcement learning (DRL), energy
efficiency, federated learning (FL), graph attention networks
(GATs), Internet of Things (IoT), multiaccess-edge computing
(MECQ), task offloading.

I. INTRODUCTION

HE RAPID expansion of the Internet of Things (IoT)
has led to a significant increase in the amount and
complexity of data generated by resource-constrained, het-
erogeneous user devices [1]. Modern IoT applications,
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including real-time video analytics, autonomous vehicles,
and industrial automation, require considerable computa-
tional resources and low-latency processing, surpassing the
capabilities of individual IoT devices. Multiaccess-edge
computing (MEC) addresses these challenges by bringing
computational resources closer to the user [2]. This proximity
reduces data transmission delays, eases pressure on centralized
cloud infrastructures, and enhances energy efficiency through
localized processing [3]. By enabling task offloading to edge
servers, MEC facilitates a balanced distribution of computa-
tional workloads, preventing individual devices from becoming
overburdened and optimizing resource utilization across the
network [4].

Despite these advancements, a critical yet frequently
underexplored aspect of task offloading in MEC is the inter-
dependency among tasks within contemporary applications.
Many real-world IoT applications, such as smart healthcare
systems, collaborative robotics, and augmented reality, involve
workflows where tasks are not independent but form complex
dependency structures, often represented as directed acyclic
graphs (DAGSs) [5]. In these scenarios, the execution of one task
may depend on the completion of others, introducing significant
challenges in determining optimal offloading strategies [6].

This problem, referred to as dependent task offload-
ing, involves making energy-efficient decisions regarding
whether tasks should be executed locally or offloaded to
edge servers [7]. These decisions significantly impact the
energy consumption of IoT devices and the overall network
performance, especially due to the intricate task interdepen-
dencies and varied computational resource requirements (e.g.,
data size and CPU processing resources), and the current
state of the MEC infrastructure. Dependent task offloading
has been shown to be an NP-hard problem, making exact
solutions computationally infeasible for large-scale systems
with dynamic conditions [8].

The traditional task offloading approaches in MEC often
rely on centralized optimization or heuristic-based tech-
niques, which require precise, real-time global system state
information. These methods struggle with scalability, adapt-
ability to fluctuating network conditions, and computational
overhead, while also raising privacy concerns due to cen-
tralized data aggregation [9]. Moreover, heuristic solutions
tailored to dependent tasks typically depend on static analytical
models, limiting their ability to accommodate the evolving
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dynamics of IoT environments and stringent Quality of Service
(QoS) requirements imposed by modern applications [10]. As
MEC and IoT ecosystems continue to evolve, these limitations
underscore the need for more flexible, adaptive, and privacy
preserving strategies.

To address these challenges, recent research has pivoted
toward distributed and adaptive methodologies, with deep rein-
forcement learning (DRL) gaining attraction. The integration
of deep neural networks with reinforcement learning enables
systems to autonomously learn optimal decision-making
policies through interactions with dynamic environments,
bypassing the need for explicit system modeling [11].
Techniques, such as deep Q-networks (DQNSs) and actor—critic
methods excel in navigating the high-dimensional state and
action spaces common in MEC task offloading scenarios [12].
However, conventional DRL approaches often overlook the
intricate dependencies among tasks or simplify them into
linear relationships, failing to capture the full complexity
of DAG-based workflows. Additionally, their reliance on
centralized data collection introduces significant communi-
cation overhead and privacy risks, while their stability and
convergence can be challenging in large-scale, heterogeneous
environments characterized by nonindependent and identically
distributed (non-IID) user behaviors. In response to these
shortcomings, federated learning (FL) [13] has emerged as a
privacy preserving distributed learning paradigm. FL. empow-
ers user devices and edge servers to collaboratively train
models using local data, aggregating only model updates
rather than raw data at a central entity. Apart from preserving
user privacy, this approach reduces communication costs
and leverages distributed computational resources [14]. The
blending of FL and DRL offers a promising combination of
adaptive decision-making with privacy and scalability. Yet,
existing federated DRL frameworks have largely overlooked
the complexities of dependent task offloading, particularly in
scenarios involving interdependent tasks modeled as DAGs
and the dynamic allocation of resources in distributed MEC
settings. Recent advancements highlight the growing relevance
of dependent task offloading, as applications increasingly
exhibit DAG-based structures where task execution order and
resource allocation are tightly coupled. These dependencies
amplify the complexity of decision-making, as offloading one
task may influence the feasibility and performance of subse-
quent tasks [15]. While some studies have employed heuristic
methods to tackle this NP-hard challenge, their reliance on
predefined models limits adaptability to real-time network
variations. More recent efforts have begun to explore DRL-
based solutions augmented with graph attention networks
(GATs) [16], which leverage attention mechanisms to model
task dependencies within DAGs effectively. GATs enhance the
ability to capture long-term structural relationships, providing
a richer representation of dependencies for offloading deci-
sions. Nevertheless, these approaches often remain confined
to single-user contexts, focus narrowly on isolated objectives,
such as energy or latency, while they generally inadequately
address the dynamic nature of MEC environments [17], [18].

In this context, we introduce FEDORA, a federated
ensemble reinforcement learning framework for DAG-based
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task offloading and resource allocation in MEC environ-
ments. FEDORA extends our previous work [19], where
we introduced an energy-aware dependent task offloading
scheme utilizing GATs combined with DRL to optimize the
performance of MEC environments. In the current study,
we further address the scalability, adaptability, privacy, and
efficiency of task offloading and resource allocation decisions,
particularly focusing on heterogeneous DAGs encountered in
dense IoT deployment. For instance, in a smart surveillance
system, an [oT camera may generate a DAG composed of
object detection, frame encoding, and anomaly alerting tasks;
in a smart manufacturing plant, sensor nodes may generate
DAGs comprising signal preprocessing, defect detection, and
report generation tasks [2]. Our system scenario specifically
considers MEC-assisted IoT networks deployed over next-
generation cellular infrastructures (e.g., 5G/6G), in application
domains, such as smart cities and industrial IoT settings, where
IoT traffic is carried over network technologies like narrow-
band IoT (NB-IoT) or massive machine-type communications
(mMTCs). FEDORA iteratively executes three key phases:
First, IoT devices generate heterogeneous, interdependent
tasks and share task-specific metadata with the base station.
Each base station independently collects this information
within its coverage area and trains local DRL models based
on the local network state and task dependencies. Second,
the updated DRL model parameters from each base station
are securely transmitted to a centralized aggregator, typically
hosted at a MBS which employs federated averaging to
synthesize a global model. Third, the aggregated global model
is disseminated back to the IoT devices, enabling them to
refine their local policies in a synchronized, privacy preserving
manner. By addressing the NP-hard nature of dependent
task offloading and leveraging federated DRL with GATs,
FEDORA represents a robust, scalable, and privacy-aware
solution for next-generation MEC environments. The primary
contributions of this work are as follows.

1) We propose a comprehensive system model specifi-
cally designed for DRL-assisted MEC environments.
The model effectively captures the characteristics of
heterogeneous IoT devices with interdependent tasks
structured as DAGs, dynamically varying wireless con-
ditions, and variable computational resource availability.

2) We formulate the joint dependent task offloading and
resource allocation challenge as a mixed-integer non-
linear programming (MINLP) problem. Considering
the NP-hard nature and impracticality of traditional
optimization techniques in dynamic and large-scale sce-
narios, we reformulate the problem as a Markov decision
process (MDP).

3) We develop FEDORA, a novel federated DRL frame-
work integrating twin delayed deep deterministic policy
gradient (TD3) for continuous resource allocation with
multihead DQNs for discrete task offloading decisions.
Additionally, we employ GATSs to accurately capture and
represent complex intertask dependencies.

4) Our framework adopts a FedProx-based FL strategy,
performing localized model training at MEC servers
combined with periodic global model aggregation. This
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approach inherently ensures user data privacy, reduces
communication overhead, and enhances scalability com-
pared to centralized data aggregation methods.

5) Extensive experimental evaluations demonstrate that
FEDORA significantly outperforms conventional cen-
tralized methods, standard DRL approaches, and existing
FL techniques in terms of energy efficiency, task
completion latency, and QoS. Furthermore, FEDORA
achieves faster convergence and lower communication
overhead across various dynamic network scenarios.

The structure of this article is as follows. Section II provides
a state-of-the-art overview of the related literature. Section III
introduces the system model and formulates the corresponding
multiobjective optimization problem. In Section IV, we present
the MDP formulation along with the proposed hybrid rein-
forcement learning approach, incorporating DQN and TD3, for
dependent task offloading and resource allocation. Section V
discusses the simulation results and performance evaluation.
Finally, the conclusion of this article is provided in Section VI.

II. RELATED WORK
A. Traditional Centralized Methods

Conventional centralized approaches for task offloading and
resource allocation in MEC predominantly utilize mathemat-
ical programming and heuristic optimization strategies. For
instance, Mahmoodi et al. [20] introduced the joint scheduling
and computation offloading (JSCO) framework, which uses
the CPLEX optimizer to jointly minimize delay and energy
consumption for DAG-based tasks in MEC environment. In
a similar line, Liu et al. [21] formulated a task scheduling
problem in edge computing environment and proposed the
multiple applications multiple tasks scheduling (MAMTS)
algorithm, which prioritizes tasks by estimated completion
time, thereby reducing average delays and meeting criti-
cal deadlines. Xu et al. [22] developed dependency-aware
task offloading for joint optimization of delay and energy
consumption (DTO-JODE) scheme, targeting industry 5.0
applications, where an enhanced particle swarm optimization
(PSO) algorithm is employed for efficient interdependent task
offloading and server selection. Liu et al. [10] presented
COFE, a framework designed to help mobile devices offload
dependent task to a hybrid MEC cloud infrastructure. The
task offloading challenge is modeled as an optimization
problem aimed at minimizing the average execution time.
To address this, the authors develop a heuristic algorithm
based on task ranking, capable of operating in real-time.
An et al. [23] proposed a joint optimization model for
sequential task execution, by decomposing the main problem
into two subproblems and solving it via the golden search
method. Additionally, Liu et al. [24] designed ranking and
foresight-integrated dynamic scheduling scheme (RFID), a
scheduling solution tailored for vehicular cloud environments,
which selects vehicles based on task dependencies, resource
availability, and node connectivity to minimize processing
time. The growing complexity of task requirements and
network conditions poses significant challenges to these tra-
ditional computation offloading approaches. These existing
methods typically demand numerous iterations to converge
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to a satisfactory local optimum, making them ineffective for
real-time decision-making. Consequently, these approaches
often incur substantial overhead, fall short of user expectations,
and inadequately address the multiconstraint execution in
MEC environments.

B. Distributed DRL-Based Approaches

Recent advancements in DRL have led to the development
of distributed approaches for task offloading and resource
allocation, which do not require explicit knowledge of system
dynamics and can adaptively optimize decisions through
interactions with the environment. Liu et al. [25] proposed
a distributed collaborative dependent task offloading strategy
based on a DRL (DCDO-DRL) scheme to effectively address
the challenges of offloading radiomics-based medical image
diagnosis model (RIDM) tasks modeled as DAGs. DCDO-
DRL uses sequence to sequence (S2S) and soft actor—critic to
optimize the use of limited computing resources in hospitals
by offloading tasks to edge servers. Feng et al. [26] addressed
task dependency challenges by proposing a dependency-aware
task reconfiguration and offloading framework, effectively
decomposing complex multicomponent tasks to facilitate effi-
cient resource allocation across IoT devices. While these
methods effectively address dynamic interactions, the inherent
challenge of maintaining stable learning and convergence in
the presence of non-1ID data across distributed agents remains
significant.

C. Federated Learning-Enabled DRL Methods

FL has emerged as an effective mechanism to enhance
the robustness and privacy of distributed learning models
in MEC environments. Integrating FL. with DRL further
improves performance by addressing the challenges posed
by non-IID data and privacy concerns. Xiao et al. [27]
introduced federated DRL (FDRL) for task offloading in
MEC-enabled heterogeneous networks, showing significant
improvements in energy efficiency and QoS. Wu et al. [28§]
combined FL with multiagent reinforcement learning for
vehicular edge computing, demonstrating reductions in latency
and energy consumption while improving task comple-
tion rates. Zhao et al. [29] extended federated DRL to
vehicular networks, effectively managing both task offload-
ing and resource allocation under privacy constraints.
Zhou et al. [30] explored federated distributed DRL specifi-
cally for recommendation-enabled edge caching, significantly
reducing content delivery delay and improving cache hit
rates. Additionally, Zhao et al. [14] utilized FDRL for secure
video offloading in Industrial IoT (IIoT) networks, effec-
tively balancing latency, energy consumption, and security
considerations. Shen et al. [31] proposed an asynchronous
FDRL framework for task offloading in UAV-assisted vehicular
networks. They introduced a dependency-aware MEC model
that represents applications as DAGs, and formulated a joint
optimization problem to minimize task delay and energy
consumption. Proximal policy optimization (PPO), enables
UAVs to collaboratively train offloading policies without
sharing raw data. However, this work lacks the consideration
of resource allocation. Similarly, Tong et al. [32] proposed a
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TABLE 1
COMPARISON OF RELATED WORKS ON DEPENDENT MEC TASK OFFLOADING AND RESOURCE ALLOCATION
Reference Solution Type | Energy Minimizing | Delay Minimizing | Resource Allocation DAG Dynamic | Privacy
Modeling | Network (FL)
Mahmoodi et al. [20] Traditional v v v
Liu et al [21] Traditional v v
Xu ef al. [22] Traditional v v v
Liu ef al T10 Traditional v v v
An ef al. [23] Traditional v v v v
Liu et al 124 Traditional v v v v
Liu ef al. [25] DRL v v v v v
Feng ef al. [26] DRL 7 7 7
Xiao et al. [27] FL-DRL v v v
Wu et al. [28] FL-DRL v v v
Zhao et al. [29 FL-DRL v v v
Zhou et al. [30 FL-DRL v v
Zhao et al. [14 FL-DRL v v v
Shen et al. [31 FL-DRL v v v v
Zhao et al. [32 FL-DRL v v v v
FEDOR/ FL-DRL v v v v v v
TABLE II
SUMMARY OF MAIN NOTATIONS
Notation | Description
74 nionang. s "'(« ) System Model
Wy D =
ses zeners X g M Set of Small Base Stations (SBSs)
— Ny, Set of IoT devices under SBS m
o doui % o Sm. Set of MEC servers at SBS m
oT devices - i §
Dmn DAG representing the application for device n under
ll Macro Base Station (MBS) ' SBS m
] _ SESEeEl Xmn Set of tasks for device n under SBS m
o dovines &I m o Thn i-th task of the application on device n under SBS m
; == Cron Required CPU cycles for task z7, ,,
dﬁn,n Data size of task Iin,n (kB)
Sriin Binary offloading decision (1 if task xfnyn is executed
Fig. 1.  Detailed system model illustrating a multitier IoT architecture on server s; 0 otherwise)
integrated with MEC and FL. foln Allocated CPU  frequency for task %, , on
server/device s (GHz)

. . . . Tl Execution time of task x%, ,, on server/device s (ms)
prw.acy-preserV11.1g DAG task Ofﬂoadlng framework in MEC Ei,ifn Energy consumption for task zfmn on server/device s
environments using a federated deep Q-network (FDQN) with (mJ)
automated hyperparameter tuning via the TPE algorithm. Their By Bom | Uplink/downlink transmission rates (Mbps)

h iointl timi i d PY ., P . Uplink/downlink transmission power (W)
a.pproac. jointly OP 1mizes response %me and energy COHSllIr.lp- T Downlink/uplink channel gains (dB)
tion while addressing task dependencies, system heterogeneity, Km,n Energy efficiency coefficient of device 7’s processor
and privacy concerns. En, Residual energy of n IoT device
. . . « Weighting factor for energy-delay trade-off
In summary, as demonstrated in Table I while various
. . DRL & FL
recent works have explored dependent task offloading using & FL Components
optimization, heuristic, RL, or FL approaches, they still exhibit 8¢ System state at time ¢ (residual energy, task embed-
significant limitations. Many existing models either neglect dings, channel conditions)
inad v handl lex task interd d . ft At Hybrid action (offloading decisions 0y, and CPU
or 1n.a equate y ap e cqmp ex task in eF epen encn.:s, 0 .en allocation %)
considering only simple linear or sequential task relationships Re Reward function balancing latency, energy, and con-
[33]. Furthermore, most of these studies do not comprehen- straints
oD P £ multi-head DQN for discrete offloadi
ively integrate all practical constraints, such as stringent k arameters of multi-head DQN for discrete offloading
svely . g : ’ X . bk, Vk,1,%k,2 | Parameters of TD3 actor and critics for continuous
energy limitations, delay tolerance, resource allocation deci- resource allocation
sions, dynamic network conditions, and scalability in multiuser By Experience replay buffer for agent k
. . A v Discount factor for future rewards (0 < vy < 1)
scenarios. In contrast, FEDORA uniquely incorporates GAT p= Soft update rate for target networks (0 < 7 < 1)
for capturing complex DAG-based task dependencies, lever- Iz Proximal coefficient in FedProx aggregation
federated reinfi t1 . FRL) f labl d Ek Number of local training epochs
ag'es cderate .rem (')rce'tmen ear.m'ng ( ) or Sca.a € an R Total federated training rounds
privacy preserving distributed decision-making, and rigorously M, CM Subset of participating agents in round 7

considers comprehensive constraints reflective of realistic IoT-
based MEC environments.

III. SYSTEM MODEL

We consider a two-tier MEC architecture composed of
one MBS, multiple small base stations (SBSs), multiple IoT
devices within each SBS, and multiple MEC servers per

SBS as depicted in Fig. 1. The main notations used in this
section are summarized in Table II. SBSs are denoted by
M = {1,2,...,|M]}, where each SBS m € M serves
a set of IoT devices N,, = {1,2,...,|N,|}. Each device
n € N, executes an application that is modeled as DAG
denoted as Dy, = (Xm.n, Ym.n). In each DAG the nodes
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represent the dependent tasks and are indexed by X, ,=

i X .
(xL o x2 X .,xl,,,'};’"l} while Y,,, represents the

m,n> *m,n> stm,ns c
dependency between the tasks and is described by a binary
adjacency matrix Q@ € {0, 1}Emal¥Xnal " where [Q,, ] =
1 if task x),, depends on task xfn’n, and O otherwise. The
number of CPU cycles required to execute each task x;'n)n €
Xn,n is denoted as cin,n, and the data size is given as
05;1,;1- Each SBS m also contains multiple MEC servers,
indexed by S,, = {1,2,...,|S,]}. The execution of each
task is defined by a start time, qu’f, ,» and a completion
time, Gi;,fn, where s indicates the designated local device
or edge server. We explicitly assume the use of orthogonal
frequency division multiple access (OFDMA), where each IoT
device is allocated orthogonal frequency subcarriers for uplink
and downlink transmissions. By design, OFDMA inherently
mitigates co-channel interference among simultaneously trans-
mitting devices [34]. Given the dependency constraints among
tasks, a task can commence execution only after all preceding
tasks have been successfully completed and the necessary data
have been transmitted. For clarity and ease of modeling, we
assume that each IoT device is capable of executing only one
task at any given time, and the initial task is executed locally.

The MBS A serves as the central aggregator and global
model manager, coordinating all SBSs in the system. It period-
ically receives local model updates from SBSs and aggregates
them using federated aggregation. The MBS has significantly
higher computational capacity compared to SBSs and devices,
ie, FA > Fps VYm e M, s € S, where FA and F.s
are the computational capacity of the MBS and SBS servers,
respectively. To effectively manage task execution within an
SBS, we define Sf;lfn, a binary task placement decision variable
that determines the execution location of task x5, ,, € Xpnn

1, if task xfn’n is executed
on MEC server s at SBS m (D
0, otherwise

is _
an’@n -

where s = 0 corresponds to local execution at IoT device n,
and s € S, represents offloading to one of the S MEC servers
within the same SBS m. Each task must be assigned to exactly
one execution location

(Sl

S, =1

s=0

Yl € Xmn VN € Ny Vme M. (2)

The amount of CPU frequency allocated to a task at its selected
execution location is denoted by f,.%,, which serves as another

decision variable in the optimization problem and is given as

0 < fit <Fms 8L V¥seS,VneN,VmeM. (3)

max “m,n
Frmax denotes the maximum processing capacity available at
MEC server s in SBS m. This constraint ensures that f,.% is
only allocated when the task is executed at location s.

A. Computation and Communication Model

1) Local Execution Model: When a task xﬁn’n is processed
locally on an IoT device, the execution delay is defined as
, c
0 _ “mn
Tlln,n - i,0

m,n

VmeMVneN, VieX,, “)
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where cﬁmn denotes the computational complexity in CPU
cycles required for task completion, and f,ﬁ;f)n is the processing
frequency allocated to the task at the IoT device. Local
execution start time is affected by its dependency structure

Sl
i0 _ 1,0 ©),0 jd
Hin,n - ‘max. (Sjm,nejm,n + Z ‘Slmfn (ejmvn + ‘Jym,n) (5)
jepre() =
where pre(i) represents the set of predecessor tasks; Tl‘fm j

denotes the time required to receive the results of an offloaded
predecessor task

i

i,d Oms” .
T = ’ VmeMVneN,VieX,, (6)
Rm,n
where oimn represents the output data size, and the downlink

transmission rate, based on the Shannon capacity formula, is
given by

Pl g
an,n = Byu,nlog, <1 + %) -

The overall task completion time when executed locally is
e:n(,)n = Hfh(,)n + Tll;;?n' 3

The local execution energy consumption is modeled as

i,0 i 7,0 2
Er;l,n = Kmvncm,n<frri,n> (9)

where «, , is the energy efficiency coefficient of the device.
2) Edge Server Execution Model: For tasks offloaded to an
SBS edge server, the overall execution time consists of uplink
transmission, edge processing, and downlink result retrieval.
The uplink transmission delay is given by
_ i
Th, = o

Ru

m,n

VmeMVneN,VieXun (10)

where the uplink transmission rate follows Shannon’s capacity
formula

Pt H
Ripn = Bm,n10g2<1 + m’gz mﬁ)' 11

After data transmission, the execution delay at the edge server
depends on its allocated computing resources

. c
Tty =~ (12)
m,n
The task start time at the edge server is
[Sml
I, = max 500 (€10 + Tht) + 2 3Gl - (13)
s=1

The total task completion time when offloaded to the SBS is

Coon = Tt + T (14)
The corresponding uplink energy consumption is
Eihl,ln = Prun,n ‘J’rlnl,ln (15)
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B. Overall System Delay and Energy Consumption

The total task completion delay considering both local and
offloaded executions is formulated as
|Xm,n| . . |Sm‘ X A . .
Ty = 3 | 850, T2 5;;;”(7;;;‘” + T +7,;f’n) . (16)

m,n L m,n
i=1 s=1

Similarly, the total energy consumption of an IoT device n is
expressed as

[Xim,nl ISl

— i,0 71,0 i,s riu

Em,n - Z (Sm,n Em,n + Z 5m,n Em,n
s=1

i=1

a7

C. Problem Formulation

We tackle the twofold objective of minimizing the total
energy consumption and total task completion delay across all
devices, in a system where each device has a set of compu-
tational tasks to process. We only consider IoT device energy
consumption, under the assumption that edge servers possess
abundant energy resources; therefore, server-side energy con-
sumption is excluded. The total system energy consumption is

given by
Etotal - Z Z Em,n~

meM neN,

Similarly, the total system completion delay is

Ttotal = Z Z Tm,n'

meM neN,,
Thus, the joint energy-delay optimization problem is formu-
lated as
mln Z Z (Tm,n + aEm,n) (18)
Sinonforon

meM neN,,

st.  Epn <EN™ VmeMVneN, (C1)
T < T ¥m e M Vn € N, (C2)
ISm|
D sk, =1 VmeM
s=0
Vn € Ny, Vi € X (C3)
0 < foiw < FrisSn  Ym € M
VseS,VneN,VieX,, (C4

> > —Dm;s’ i <Cn

neN,, i€Xm.n m,n

Vme M Vs €S, (C5)

where 0 < o < 1 in the objective function [(18)] is a
weighting factor to balance energy and delay. Constraint (C1)
ensures that the energy consumed by device n under SBS
m does not exceed its maximum allowed energy budget
E,7y. Constraint (C2) ensures that the completion time of
each task does not exceed the device’s delay tolerance T,
Constraint (C3) guarantees that each task is executed at
exactly one location (locally or MEC server), while (C4)
limits CPU frequency allocation to the capacity of the selected
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execution location. Constraint (C5) ensures that the total
uplink communication demand at each SBS does not exceed
its capacity C,,. The problem formulated in (18) is an NP-
hard MINLP due to the combinatorial explosion resulting
from mixed discrete and continuous decision variables, non-
linear relationships in transmission rates, and computational
complexity introduced by the interdependencies of DAGs.
Consequently, traditional exact optimization methods, which
typically require significant computational resources and exe-
cution time, become computationally infeasible, especially
under large-scale scenarios and rapidly changing network
conditions [18]. Moreover, these traditional methods fail to
meet the strict real-time execution requirements critical for IoT
applications [3]. To overcome these challenges, we propose
a FL-based reinforcement learning solution, FEDORA, which
efficiently distributes computation across multiple devices and
edge servers, enhances scalability, preserves data privacy, and
significantly reduces communication overhead.

IV. FEDERATED LEARNING-ENABLED DRL OFFLOADING
AND RESOURCE ALLOCATION

In this section, we describe the integration of FL into
DRL, our framework to enable distributed, privacy preserving,
and scalable task offloading in MEC. In such systems,
offloading decisions are highly sensitive to the underlying
task graph topology, wireless channel conditions, and device
energy budgets. Centralized training approaches, which rely
on aggregating all local interaction data, are impractical due
to privacy concerns, bandwidth limitations, and the presence
of non-IID user workloads shaped by heterogeneous DAGs.
To address these challenges, we propose a FedProx-based
FRL framework [35]. By introducing a proximal regularization
term into each agent’s local objective, FedProx enhances
convergence stability under statistical heterogeneity, while
allowing decentralized optimization across clients. We specif-
ically select FedProx due to its proven effectiveness in
mitigating client drift and ensuring stable convergence under
heterogeneous, non-IID local data distributions common in
MEC systems. Unlike standard federated methods, FedProx
explicitly constrains local model updates to prevent excessive
divergence from the global model. This choice makes FedProx
uniquely suited to maintaining robust model performance and
reliability in our federated DRL setting. In our framework, as
shown in Fig. 2, each edge agent trains a local DRL model on
its private experiences and transmits only model parameters to
a central aggregator. The aggregator fuses these updates into
a global model, which is then broadcast back to all agents.
This exchange avoids raw data sharing, significantly reduces
communication costs, and supports privacy-aware large-scale
learning. In the following we explain the main phases of our
framework in detail.

A. Markov Decision Process Formulation

To effectively model our joint offloading and resource
allocation problem within the proposed MEC environment,
we represent it as an MDP. An MDP provides a system-
atic way to formalize sequential decision-making problems,
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Fig. 2. FEDORA architecture.

especially suitable for stochastic and dynamic environments.
Specifically, an MDP is characterized by the tuple M
{8, A, P, R, v} [36], where 8 denote the state, A is for action,
P denotes transition probability while R and y represents
the reward and discount factor, respectively. However, due
to the high-dimensional and partially continuous nature of
our state space, the state transition probability distribution P
cannot be explicitly defined. Therefore, we utilize a simplified
model-free MDP formulation expressed as M = {8, A, R}.
In the following, we explicitly define each component in
detail.

State (8). In our system model, time is divided into discrete
time steps t, where system observations are updated and
offloading or resource allocation actions are taken. At each
t, the current state 8, captures comprehensive information
reflecting the status of 1oT devices, applications, MEC servers,
and wireless communication conditions. More explicitly, the
state includes the residual energy level of each IoT device n,
denoted as En (1), Oy(1), denotes the number of tasks executed
at t. The application specific embeddings (H,,), capturing the
long-term dependencies among tasks within the application
DAG, are derived via a GAT model, while the channel
conditions at #, are given by downlink and uplink channel gains
(Gsn (), H, 5(0)) between 10T devices and MEC servers. Thus,
the state at ¢ is formally represented as

8 = {Ex (1), 04(0), H,(1), G5 (D)
Hus(@®) | Vn e N, s € S}.

19)

A terminal state occurs when all tasks for each IoT device
have been allocated, i.e., O,(t) = |X,| Vn € N.

Action (A): The action at decision ¢ jointly encompasses
discrete task offloading/placement decisions and the CPU
continuous resource allocations. Formally, at each 7, the agent
selects the following combined action

A = {(855,), £55,(0)) | Ym € M, n € N,,

i € Xmn, s € S U{0}}. (20)

Reward (R): The reward function is designed to intuitively
guide the DRL agent toward optimal decisions that simulta-
neously minimize latency and energy consumption, maximize
task completion within defined constraints, and encourage
compliance with resource limitations. Specifically, after exe-
cuting an action A; in state §;, the agent receives a reward R;,
includes the combined weighted penalty of normalized average
latency and energy usage. The reward positively considers
the ratio of tasks successfully completed within latency and
energy constraints. To encourage constraint satisfaction, the
reward incorporates strong penalties and action masking mech-
anisms, thereby discouraging infeasible resource allocations.
Violations of energy and latency constraints are also penalized
explicitly, guiding the agent toward consistently feasible and
efficient decisions. Formally, the reward at 7 is defined as

Tavg Eavg ) >
R8s, A = —(w w +R
1(Se, Ar) ( dTmax+6 o
AE AT
—Zmax O,ZA,-j—l f - Vs
> Emax Tmax
€8 J m,n m,n
2D

where each term contributes to guiding the agent:
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The first term, —[Wi(Tavg/[Tmax +€1)  +  we
(Eave/[Emax + €])], penalizes high average latency (Taye) and
energy consumption (Eyyg) relative to their maximums (Tmax,
Emax). Here, wy > 0 and w, > 0 are weights that balance the
importance of latency and energy objectives, respectively. A
higher wy prioritizes latency reduction (potentially increasing
energy), while a higher w, prioritizes energy efficiency
(potentially increasing latency). € > 0 is small constant for
numerical stability. R € [0,1] positively rewards the agent
based on the ratio of tasks successfully completed within
their latency and energy constraints. — ;g max(0, Y ;A —
1) strongly penalizes infeasible resource allocations. A;; is
the resource allocated for task j on server i, with server
capacity normalized to 1. This term activates if the sum of
allocations on any server exceeds its capacity. The final two
terms, —V.(AE/E}) and =V (AT/T,5Y), impose explicit
penalties for violating global energy and latency thresholds.
Ve, Vg € {0, 1} are binary indicators for energy and delay
violations, respectively. AE, AT are violation margins relative
to thresholds E, %Y, 7,5, respectively. These terms guide the
agent toward consistently feasible and efficient decisions.

B. Local Training Phase

In the local training phase, each agent k € M indepen-
dently interacts with its local MDP, defined by the tuple
My = (Sk, Ak, R, v), to optimize its local DRL policy
parameters 0;. Here, S; represents the SBS system level
state observations (as defined in Section IV-A), A = AZ X

% is a hybrid action space comprising discrete offloading
decisions (AZ ) and continuous CPU resource allocations (Ay),
Ry denotes the reward function, and y € (0, 1) is the discount
factor that balances immediate and future rewards. A fully
discrete approach would require discretizing the continuous
resource allocation space, leading to significant approximation
errors, increased computational complexity, and potentially
suboptimal solutions. Conversely, a fully continuous approach
would necessitate treating offloading decisions as continuous
actions, followed by rounding or thresholding to discrete
values, which could lead to inaccurate representations and
unstable learning due to discontinuities in decision space.
Therefore, given the hybrid nature of the action space, we
adopt a hybrid actor—critic architecture to effectively handle
both discrete and continuous actions. For discrete offloading
decisions, we employ a multihead DQN, parameterized by 67,
to approximate the optimal action-value function Q*(8;, A;),
where A; € Af. For continuous CPU resource allocations,
we utilize the TD3 algorithm, which complements the DQN
by handling the continuous action space. The local model
parameters are 0; = (9,?, Vi1, Y2, ¢k), where 9,? is the
multihead DQN for discrete actions, ¥¢,1 and ¥y 2 are TD3
critic networks, and ¢y, is the TD3 actor. The global parameters
0 = (@d, Wy, Wy, @) are the aggregated versions of the
local models, with @ = (@7, Wi, W), @) denoting their
corresponding target networks.

1) Multihead DQON for Discrete Offloading Decisions: To
address the complexity of simultaneous offloading deci-
sions for multiple tasks, the multihead DQN architecture is
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designed for scalability and computational efficiency. The
neural network consists of shared hidden layers that learn
common feature representations from the system state &,
followed by multiple independent output heads. Each head
corresponds to a specific task or group of related tasks
and outputs Q-values for the discrete offloading decisions
associated with that task. This structure reduces computational
overhead and enhances the model’s ability to generalize across
tasks compared to traditional DQN. The multihead DQN
approximates the optimal Q-function as

0(81 A 6) ~ 0" (51, A

where Q*(8;, A;) represents the optimal expected cumulative
discounted reward achievable by taking action A; € AZ (a
vector of offloading decisions) in state &;.

To ensure stable and efficient training, the multihead DQN
leverages an experience replay buffer By, which stores his-
torical transitions (8;, A;, Ry, 8;4+1). These transitions consist
of the observed state, action taken, reward received, and the
resulting next state. During each training iteration, a mini-
batch of size U is randomly sampled from B;. Random
sampling breaks temporal correlations among sequential expe-
riences, stabilizing gradient updates and improving learning
efficiency.

To further enhance training stability, a separate target
network, parameterized by Olf_, is employed. The target
network generates stable Q-value estimates and is periodically
updated to align with the primary network parameters 9,?.
Updates to the target network are performed via soft updates

(23)

(22)

0" ol + (1 —)od™, 0<m<1

where 7,4 is a small soft update rate that ensures gradual and
consistent updates to the target network.

In each training step, the multihead DQN minimizes the
mean-squared-error (MSE) between the predicted Q-values
and the target Q-values. For a mini-batch of U transitions, the
target Q-value Y; for each transition is computed using the
target network

=R +y max Q(SH] VA 9,?‘) (24)
where y is the discount factor, and A’ € Az represents the

possible actions in the next state 8;y;. The loss function for
the multihead DQN is defined as

oo () = 2~ o5 4:01) ]

=1

(25)

The network parameters de are updated by minimizing this
loss using gradient-based optimizers, such as stochastic gra-
dient descent (SGD) or Adam, which iteratively adjust the
parameters to reduce the prediction error. To balance explo-
ration and exploitation during training, the multihead DQN
employs an epsilon greedy strategy. At each time step #, the
offloading decision action A¢ is selected as follows:

(26)

d {random action, if ¢ < &4
d —

~ | argmaxy 0(8:, A; Gl(d), otherwise.
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Here, ¢ ~ U(O0, 1) is a random variable drawn from a uni-
form distribution, and E¢ denotes the exploration probability
at time step 7. The B¢ is initialized with a high value (e.g.,
24 = 1.0) to encourage extensive exploration of the action
space and gradually decays (e.g., to ¢ = 0.01) over the
course of training, shifting the policy from exploration toward
exploitation. During inference or deployment, the multihead
DQN deterministically selects the action that maximizes the
Q-value

Afl =arg mjellx Q(S,, A; 9,?). 27

2) TD3 for Continuous Resource Allocation: For continu-
ous CPU resource allocations, the TD3 framework optimizes
resource allocation decisions, such as CPU frequency assign-
ments ,i;fn for computational tasks xin’n, executed either locally
or at edge servers. The TD3 framework, parameterized by
an actor network ¢ and two critic networks (Y 1, ¥x.2),
generates continuous actions Af € Af to minimize task
execution delay and energy consumption while ensuring stable
training through advanced techniques like clipped double
Q-learning, delayed policy updates, and target networks. The
TD3 architecture consists of

1) One Actor Network (u(8s; ¢r)): Outputs deterministic

continuous actions, such as CPU frequencies, for a given
system state S;, parameterized by ¢.

2) Two Critic Networks (Q1(8, Af; Yk,1), Q2(8s, A Yk,2)):

Independently estimate Q-values for state-action pairs,
parameterized by v 1 and vy 2, reducing overestimation
bias.

3) Target  Networks ('S ¢p), Q)81 AS ¥ ),
Q/Z.(S.,,Af; w,il)): .Provide /stab/le target/ values for
training, parameterized by ¢, ¥ |, and Vo

During training, the actor network generates a continuous

action with added exploration noise

A= nSi ) + 8 B~ N(0,07) (28)
where E; is Gaussian noise with variance o2. To ensure
feasibility, actions are clipped within allowable resource limits
‘AC

max)'

Af = clip(Af, A

min’

(29)

The critic networks are trained by minimizing the MSE loss

U

1
L3 (Vi) = = ) [y — Qi(81. Af; Kﬁk,j)]z, Je{l,2}
U

=1

(30)
where the target y; is computed using the target networks

v =R+ y min Q(Sus1, A5 v ) (31
j=12

and A" = u/ (8415 ¢p) + &, with & ~ N(O, 52) representing

the Gaussian noise added to the target actor’s action for

smoothed exploration. To stabilize training, TD3 employs

delayed policy updates, updating the actor network parameters

¢x less frequently (e.g., every ¢ critic updates, where ¢ is
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a hyperparameter). The actor is updated using the policy
gradient to maximize the Q-value from the first critic

U
1
Ve @0 = 7 3 Va0 (86 A Vi) (s 0

=1
* Ve i (Se; @) (32)

The target networks are updated softly to ensure gradual
and stable training dynamics

Vi< et + (-, je(l2) (33

o < ek + (1 — 1)y (34

where 7, < 1 is the soft update rate. During inference, the
TD3 agent deterministically selects actions A{ = u(8;; ¢),
ensuring optimal CPU resource allocations without exploration

noise. The local training combines both losses into a single
local objective

Lr0r) = LDQN(@?) + L3 (Vk,1, k.2 1)

To ensure convergence stability under statistical hetero-
geneity and to control client drift, we incorporate FedProx
regularization into the local training objective

0" = argmin[ £.00) + L6, — 0]
k

(35)

(36)

where ®@ 1 represents the global model parameters from
the previous aggregation round » € R, and pu > 0 is the
proximal coefficient controlling the tradeoff between local
training and global model consistency. A small value of the
proximal coefficient © allows local models to prioritize their
own data, which may improve local performance but increases
the risk of divergence in non-IID settings. In contrast, a large
1 enforces closer alignment with the global model, enhancing
consistency and convergence but potentially limiting the ability
of local models to adapt to unique data characteristics.

C. Global Aggregation and Model Fusion

To address system and data heterogeneity across agents
in the MEC framework, we employ FedProx for global
aggregation and model fusion. After each agent k € M
completes & local training epochs, it transmits its updated
local parameters 0,(:“) = (9,?, Vi1, Y2, o) to the global
aggregator A. Unlike standard local training, FedProx modifies
the local objective to include a proximal term that keeps local
parameters close to the global model, enhancing stability in
non-I1ID workloads

2} (37
2

where £x(0x) = LponO) + L3 (Yk 1, Y2, #x) is the local
loss, ® is the global model at round r. The number of
local epochs £, may vary across agents due to computational
heterogeneity, and FedProx accommodates partial participation
by allowing a subset of agents to contribute in each round. The
aggregator performs a federated aggregation step to compute
the new global model parameters @+

: K 6]
L0 —10r— O
rr;}(n[ k( k)+2H k

(r+1) _ "k (r+1)
e+l = 0"

= (38)
keM; Zk/EM’ e
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where M, < M is the subset of agents participating
in round r, and n; is a weighting factor proportional to
the number of transitions in agent k’s experience replay
buffer or a priority factor based on task criticality in the
MEC system. This aggregation step mirrors the weighted
averaging of FedAvg [37] but is applied to the hetero-
geneous updates produced by the proximal term modified
local training. The aggregator broadcasts the updated global
model @+ back to all agents, which update their local
parameters

0, < OUtD vk e M. (39)
Each agent then resumes local training using the aggregated
parameters, incorporating the proximal term to ensure align-
ment with the global model. The cycle of local training,
global aggregation, and parameter distribution repeats for R
federated rounds or until convergence. FEDORA employs
a robust global aggregation mechanism based on FedProx,
which introduces a proximal regularization term in the local
training phase. This term penalizes significant deviations of
local models from the global model, thereby mitigating the
risk of client drift caused by heterogeneous task dependencies
and non-IID data distributions. Specifically, the global model
aggregation follows a weighted averaging scheme, where the
local model parameters are combined proportionally to the
quantity and quality of the experiences gathered by each
agent. Such an approach effectively balances the heteroge-
neous contributions from diverse DAG structures, preserving
performance by limiting drastic divergence among local mod-
els. Consequently, FEDORA ensures stable convergence and
consistently high performance across different DAG types.
The complete training process of FEDORA is outlined in
Algorithm 1.

D. Convergence Analysis

To analyze the convergence behavior of FEDORA, we
consider its core components: Multihead DQN for discrete
offloading decisions, TD3 for continuous resource allocation,
and FedProx for stabilizing federated updates. The Q-value
update in Multihead DQN follows the Bellman expectation
equation: Q(8;, A;) < E[R, + ymaxg,,, O&1, Arr1)],
which is known to be a y-contraction in the sup-norm [36],
ensuring convergence to a unique fixed point Q* under stable
target updates and sufficient exploration. For the TD3 module,
convergence toward a locally optimal deterministic policy
u(8y) is supported by the deterministic policy gradient
theorem: VyJ(ug) = Eg,~p[Va,0(S:, A)Voure(Sy)], with
clipped double Q-learning and delayed updates enhancing
stability. To address client drift and statistical heterogeneity
in federated settings, FedProx modifies the local optimization
at each agent as ming, [Lx(6k) + (/2) 116k — O 2], con-
straining local updates and promoting convergence. These
components collectively ensure that FEDORA converges
reliably to an effective hybrid offloading and resource
allocation policy across distributed, heterogeneous MEC
agents.
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Algorithm 1: FEDORA Training Phase
Input: M, Ny, St, Dy, B, B, b, R, v, 7, B, E1, 02, 62, 1, &
1 Initialize: ©©) = (07, ¥, ¥, ), @0 = (@4~ v|, ¥} @)

0
01(( ) = (Gg, kal, Vk.2, k), By Yk e M
for r=11t R do

2

3 for each k € M in parallel do

4 Synchronize: 0](:) <~ e

5 fore=11 & do

6 Sample initial state S randomly from 8y

7 for t =0 to maxpenN, ((Xg,n) — 1 do

8 if |Bx| < U OR system constraints not satisfied then
// Random exploration

9 Select A,d € Af randomly

10 Select Af € Ay randomly within (A{ ., Af o)

11 else
// Exploration-exploitation
strategy

12 Select Af using Eq. (27)

13 Select A{ using Eq. (29)

14 Execute action A; = (A‘ti, Af), observe reward R |

using Eq. (21), next state ;41

15 Store (8¢, Ar, Ryy1,8r41) in By

16 if |Bg| > U AND system constraints satisfied then
// Training step with FedProx
regularization

17 Sample mini-batch of B transitions
{(8i, Ais Rig1, Sit1)}E | from By

18 Compute DQN target using Eq. (24)

19 Compute DQN loss using Eq. (25)

20 Compute TD3 target using Eq. (31)

21 Compute TD3 critic loss using Eq. (30)

22 Compute total loss with FedProx using
Eq. (35), Eq. (36)

» Update ) = (O k.1, V.2, $1) by
minimizing £y (0y) using Adam

24 if # mod ¢ = 0 then

25 Update actor using Eq. (32)

26 Update target networks using Eq. (23),

Eq. (34)
27 Select participating agents M, € M
. .o — n (r)
28 Aggregate at A: @) = ZkeM, Zk,d\’jﬂr o 0,
29 Broadcast ®) to all agents k € M

Output: 8 = (O, Y 1. Yi 2. i) Yk € M

V. RESULTS AND DISCUSSION

We emulate an FL environment where multiple edge devices
collaborate to train a global model while preserving data
privacy. The system consists of M = 6 SBSs and a total of
IN,| = 60 user devices, where each SBS contains |S| = 3 edge
servers and 10 user devices. Each device is responsible for exe-
cuting computational tasks represented as DAGs. The tasks are
offloaded dynamically based on network conditions, resource
availability, and learning-based decision-making strategies.
Unlike traditional single process simulations, our setup lever-
ages multiple microservices deployed in Docker containers,
where each container represents a separate MEC site or user
agent. The containers are managed using a Docker Compose
setup, which includes the FL aggregator running in a dedicated
container and handling global model aggregation using a
FastAPI backend. Each participating agent runs in a separate
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Fig. 3. Type of DAGs used for evaluation.
TABLE III
SIMULATION AND TRAINING PARAMETERS
Parameter Description
Federated rounds 90
Local training episodes per round 100

Tasks per DAG

Task data sizes (07, ,,)

Uniformly distributed: 5 to 30 tasks
Randomly assigned: 5 KB to 300 KB
Task computational workload (cf,, ,,) Uniform distribution: 106 to 10% Hz
Device transmission power (Py; ) 200 mW

Edge server transmission power (Psdn) 1w

CPU frequency (user devices, Frzbdg) 1 GHz

CPU frequency (edge server, FId 2.4 GHz

Channel gain (Gsn, Hn s) Dynamic: —5 dB to —70 dB

DQN structure 3 fully connected layers (256 neurons each, ReLU)
DQN learning rate 0.0001 (Adam optimizer)

TD3 structure (actor and critic) 3 hidden layers (512, 256, 256 neurons)
TD3 learning rate 0.00001 (Adam optimizer)

Experience replay buffer size (|B|) 50000

Batch size U 256

Soft update parameter () 0.005

CPU Ampere Altra (80 cores, 256 GB RAM)

GPU NVIDIA RTX 6000 Ada Generation (48 GB memory)

container and is assigned a specific DAG topology. The entire
system was deployed in a custom MEC emulation testbed at
ETS to simulate realistic FL and task offloading environments.
The DAG structures illustrated in Fig. 3 includes as follows.
1) Linear: Sequential execution of tasks where each task
depends only on the previous one.
2) Branching: Tasks have multiple dependencies, allowing
for parallel execution.
3) Grid: A structured DAG where tasks are arranged in a
2-D grid with interdependencies.
4) Star: A central task connects to multiple independent

tasks.

5) Tree: A hierarchical task structure with branching
dependencies.

6) Mixed: A hybrid of the above structures to ensure
generalization.

In our setup, each SBS is assigned a dominant DAG type
comprising 70% of its local dataset, while the remaining 30%
is a mix of other DAG structures. This setup reflects realistic
non-IID distributions across MEC nodes and ensures both
workload diversity and robustness testing for the federated
DRL framework. Each DAG agent container or FL client
is assigned an amount of NVIDIA GPU using Docker’s
GPU resource allocation for efficient training. The complete
details of the FL setup, including the training rounds, neural
network architectures, learning rates, and hardware specifics,
are summarized in Table III. Task parameters, such as the
number of tasks per DAG instance, data sizes, computational
workloads, and wireless channel dynamics, are also detailed
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in the same table. These values are representative of typical
settings of task offloading in MEC literature [3], [18].

To evaluate the performance of the proposed FEDORA
framework, we compare it against a diverse set of baselines,
grouped into three main categories: 1) federated optimization;
2) FRL; and 3) heuristic baselines. These methods provide a
comprehensive view of how different aggregation and learning
strategies impact system performance.

i) Federated Optimization Baselines:

1) FedAvg [37]: Performs simple averaging of local model
weights. It assumes IID data across clients and does not
correct for drift in heterogeneous settings.

2) FedNova [38]: Normalizes local updates based on the
number of local training steps, mitigating objective
inconsistency in non-IID data distributions.

3) SCAFFOLD [39]: Incorporates control variates to
address client drift and improve convergence under
statistical heterogeneity.

ii) FRL Baselines:

1) FL-DON [40]: A federated version of DQN, where
clients train Q-value functions locally and synchronize
periodically using federated averaging.

2) FL-DDPG [41]: Applies the DDPG actor—critic algo-
rithm in a federated manner, suitable for continuous
action spaces like CPU resource allocation. Both actor
and critic networks are trained and aggregated across
clients.

iii) Heuristic Baselines:

1) ALE [17], [42], [43]: All local execution, where all the
task are executed at the local device.

2) AEE [17], [33]: All edge execution, where all tasks are
offloaded to edge servers, regardless of system state.

3) ARE [33], [43]: All random execution, where offloading
and resource decisions are made randomly, without
learning or task awareness.

We selected FL-DQN and FL-DDPG as baselines, as they
are well-suited for handling discrete and continuous action
spaces, respectively,This choice enables a clear and fair eval-
uation of FEDORA’s effectiveness in jointly handling task
offloading and resource allocation through its hybrid DRL
approach. The initial set of experiments presented in Fig. 4
illustrates the training performance of FEDORA in compar-
ison to existing DRL, federated optimization baselines, and
centralized methods, measured by the average reward obtained
during training episodes. The centralized methods concern
training without the distributed framework of FL. Fig. 4(a)
highlights the performance comparison among the proposed
FEDORA, Fed-DQN, and Fed-DDPG methods. FEDORA
exhibits rapid convergence, achieving substantial improve-
ment within the first 2000 training episodes, and continues
to enhance performance thereafter, ultimately reaching an
average reward close to 500. In contrast, Fed-DDPG and Fed-
DQN methods converge to significantly lower performance
levels, stabilizing at average rewards of approximately 180
and 140, respectively. These results demonstrate that FEDORA
can learn more effective policies more efficiently compared
to these baseline methods. The advantage of FEDORA arises
primarily from its ability to handle the hybrid action space.
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(c) Federated versus Centralized Learning.
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(c) GAT model feature prediction analysis.

Specifically, while FL-DQN can handle discrete actions, it
struggles with continuous actions. Conversely, FL-DDPG
addresses continuous actions but is ineffective with discrete
ones. FEDORA integrates a multihead DQN to efficiently
handle the extensive discrete action space and leverages
TD3 to manage continuous actions. This combined approach
provides FEDORA with a significant advantage in terms of
overall reward performance.

Fig. 4(b), compares FEDORA against FL algorithms,
including FedAvg, FedNova, SCAFFOLD. Among these meth-
ods, FEDORA consistently outperforms all FL. It achieves the
highest average reward across training episodes, showcasing
superior robustness in FRL scenarios. SCAFFOLD, while
performing better than FedAvg and FedNova with an average
reward around 250, still lags behind FEDORA in both reward
and convergence consistency. FedNova, although designed
to mitigate client drift through normalization techniques,
exhibits slow convergence and achieves an average reward
below 180 similar to FedAvg, which struggles significantly
under non-IID conditions, a characteristic of our scenario.
FEDORA notably outperforms SCAFFOLD in the FRL con-
text, attributed to its robustness against client heterogeneity.
The proximal term in FEDORA effectively regularizes local
updates, enhancing training stability despite non-IID data and
diverse computational capabilities. Conversely, SCAFFOLD’s
dependence on accurate control variates proves less effective
under highly dynamic environments and resource constraints,
resulting in less consistent convergence.

Fig. 4(c) contrasts FEDORA with a traditional centralized
learning approach, often perceived as ideal due to its access to
global information. In practice, however, centralized methods
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Analyzing FEDORA’s GAT model performance for task dependency learning. (a) GAT model accuracy analysis. (b) GAT model loss analysis.

face significant challenges, including an excessively large
state space due to the aggregation of information from all
users. This complexity makes the centralized learning process
cumbersome and less effective. In contrast, FEDORA dynam-
ically assigns tasks between local and edge resources based
on instantaneous system conditions, effectively optimizing
computational and communication efficiency. This adaptive
strategy results in superior learning performance compared
to the centralized baseline, emphasizing FEDORA’s practical
advantages and robustness. FEDORA'’s superior performance
is largely attributed to its capability to efficiently manage the
challenges posed by non-IID data and partial observability
across agents. Unlike traditional federated optimization or
standard FRL methods, FEDORA promotes effective knowl-
edge transfer among clients, accelerating policy convergence
and achieving higher long-term rewards, particularly in highly
heterogeneous environments.

Fig. 5 demonstrates the training dynamics and predictive
performance of the GAT model, designed to learn task features
and structural dependencies of the DAGs. The model was
trained over 35 epochs, and its performance was evaluated on
a test set of 1000 samples. The results are summarized through
training and validation loss as scatter plots of actual versus
predicted values and error distributions, providing insights
into the model’s learning behavior and accuracy. Fig. 5(a)
illustrates the training and validation accuracy over the 35
epochs. The training accuracy rises from 0.2 to 0.95, while the
validation accuracy (dashed orange line) increases from 0.5 to
0.94, both plateauing close to 0.9 after 20 epochs. This smooth,
continuous rise in accuracy, coupled with the decreasing loss
and confirms the GAT model’s effective learning of task
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Fig. 6. Benchmarking FEDORA’s performance across various DAG topologies.
system cost analysis.

features and dependencies. The small gap between the training
and validation accuracy further indicates robust generalization,
a critical factor for practical deployment.

Fig. 5(b) shows the training and validation loss of the GAT
model over 35 epochs. The training loss decreases from 0.8 to
below 0.05, while the validation loss follows a similar trend,
starting at 0.4 and converging to around 0.05. The continual
decrease in both losses indicates successful convergence, with
the gradient descent algorithm effectively minimizing the loss
function. The close alignment of the training and validation
loss curves suggests minimal overfitting, highlighting the
model’s ability to generalize well to unseen DAGs.

Fig. 5(c) depicts the error distributions for features
predictions, calculated as error = predicted — actual. The two
predicted features computing circle (CPU cycles required to
execute a task) and data size (the amount of data processed)
represent key structural and resource related attributes of a
DAG. Both distributions are approximately normal, centered
near zero, with most errors within [—0.25, 0.25]. The comput-
ing cycle errors (blue line) exhibit a narrower spread compared
to data size (orange line), which shows slightly larger variance
with errors extending to [—0.75,0.75]. These two features
are important as they directly influence task placement and
resource allocation. Accurate prediction ensures that the model
can generalize effectively to unseen DAGs. The symmetry of
both distributions indicates no systematic bias, while the small
error magnitudes confirm the model’s predictive reliability for
both attributes.

To investigate FEDORA’s adaptability across diverse work-
flow structures, in Fig. 6 we evaluate its performance on the
various DAG types. Fig. 6(a) presents the energy consumption
across all DAG types. ALE and ARE incur the highest energy
usage due to either exhaustive local computation or uncoor-
dinated execution, respectively. AEE is energy efficient but at
the expense of increased delay. FEDORA achieves a balanced
energy profile, outperforming FL-DQN, FL-DDPG, and the
random or static baselines across all DAG types. FL-DQN
works well in task placement however, for resource allocation,
which is a continuous action, FL-DQN struggles. Similarly, the
FL-DDPG works well in a continuous action space, however,
in task placement decisions it struggles. FEDORA, which
handles both the discrete and continuous actions in efficient
manner, reduces the energy consumption of the system.

The latency analysis, shown in Fig. 6(b), highlights
FEDORA'’s lower execution delays against all baselines except
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for ALE. The ALE strategy does not introduce a transmission
delay, thus it incurs a lower delay at the expense of a
high energy consumption. While ARE and AEE consistently
suffer from latency due to the edge transmission overhead
delay, FEDORA maintains short completion times through
parallelism-aware task placement and dynamic system state
adaptation. To capture the tradeoff between energy consump-
tion and latency, while accounting for constraint violations,
we define the normalize composite cost as: composite cost =
(@Eqpg+(1—0) Ty +Vior) Where Egyg and Ty, are the average
energy consumption and latency per device, o = 0.5 balances
the energy-latency tradeoff. The term Vit = V, + V., + Vg
introduced in the composite cost differ from the penalties
previously described in (21). Here, they represent counts of
constraint violations for resource, energy and delay rather than
penalty magnitudes. The composite cost results presented in
Fig. 6(c) reinforce these observations; FEDORA consistently
yields the lowest cost, indicating optimal tradeoffs regardless
of DAG structure. Even in complex DAGs like Grid or
Tree, where task dependencies and multiple paths introduced
scheduling challenges, FEDORA remains both energy-aware
and latency efficient with lower system cost. This experiment
confirms that FEDORA generalizes effectively across a wide
range of DAG topologies, making it a robust and topology
agnostic solution for MEC environments.

To evaluate the impact of the number of users per site
on the performance, Fig. 7 illustrates the evaluation of the
considered methods when varying the number of users from
12 to 60. Fig. 7(a) illustrates the average energy consumption
across different user densities. As expected, AEE consistently
demonstrates the lowest energy usage by offloading all tasks
to the edge servers. In contrast, ALE incurs the highest
energy cost due to heavy reliance on local computation.
Our proposed FEDORA framework achieves a well-balanced
energy profile, outperforming FL-DDPG and FL-DQN, and
substantially surpassing ALE and ARE. This efficiency is
due to FEDORA’s hybrid task offloading strategy, which
dynamically adjusts decisions based on local energy conditions
and network congestion. FEDORA, by integrating a hybrid
actor—critic architecture, is explicitly designed to handle both
discrete and continuous actions. This makes FEDORA more
adaptable and expressive in complex MEC environments.

Latency results, depicted in Fig. 7(b), further support this
observation. While ALE achieves low delay due to zero
communication overhead, both AEE and ARE show increasing
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Fig. 8. Benchmarking FEDORA’s performance across varying number of tasks. (a) Energy performance. (b) Task completion time performance.

system cost.

delays with higher user numbers. FEDORA maintains low
completion times throughout, due to its efficient offloading
and adaptive scheduling, outperforming both FL-DQN and FL-
DDPG. Fig. 7(c) presents the composite cost results. Across
all settings, FEDORA achieves the lowest overall cost, validat-
ing its effectiveness in jointly optimizing latency and energy
under FL constraints.

In Fig. 8, we further evaluate FEDORA’s performance
against the baseline methods under varying number of tasks
(from 5 to 30) to assess its robustness and efficiency in MEC
environments. As illustrated in Fig. 8(a), energy consumption
trends reveal each method’s adaptability to workload intensi-
fication. ALE shows a sharp increase in energy usage due to
its on-device execution strategy, which becomes unsustainable
as task volume grows. In contrast, AEE maintains consistently
low energy consumption by aggressively offloading all tasks to
the edge. FEDORA strikes an effective balance between these
extremes, consuming as well significantly less energy than FL-
DDPG and FL-DQN, while also outperforming ALE and ARE.
This highlights FEDORA’s adaptive offloading mechanism,
which dynamically responds to rising workloads by consider-
ing both device energy states and offloading opportunities.

Latency performance, shown in Fig. 8(b), further validates
FEDORA’s efficiency. While ARE and AEE suffer from
increased delays due to server congestion and inefficient task
scheduling, FEDORA sustains low task completion times
through efficient decision-making. Compared to FL-DDPG
and FL-DQN, FEDORA’s hybrid control strategy enables
more effective resource management under high task loads.
The overall system efficiency, measured by the composite
cost metric in Fig. 8(c), confirms that FEDORA consistently
achieves the lowest total cost across all task load levels.
This underscores FEDORA'’s capability to jointly minimize
latency and energy consumption, demonstrating its scalability
and effectiveness in handling increasing workload intensity.

(c) Overall

In summary, this task-based evaluation shows that FEDORA
delivers high performance not only with growing user density
but also under escalating task load. Its adaptability to both
dimensions of system load underscores its practical viability
and robustness for real-time federated MEC applications.
However, significant increase in the number of devices and the
complexity of DAGs poses significant challenges in terms of
computational and training resource requirements.

VI. CONCLUSION

In this article, we introduced FEDORA, a federated
ensemble reinforcement learning framework for DAG-based
task offloading and resource allocation in MEC environ-
ments. Recognizing the limitations of traditional centralized
approaches for practical large-scale and dynamic IoT sce-
narios, we reformulated the problem into an MDP, enabling
an efficient solution through reinforcement learning. Our
proposed FEDORA framework leverages FL and GAT
to effectively capture complex task interdependencies and
dynamic network states without compromising user privacy
or introducing excessive communication overhead. Extensive
simulation results demonstrate that FEDORA significantly
enhances energy efficiency, reduces task completion latency,
and substantially improves QoS, outperforming traditional
methods across various dynamic scenarios. Furthermore,
FEDORA exhibits rapid convergence, robust scalability, and
minimal communication overhead, making it particularly well
suited for practical deployment in resource-constrained and
IoT systems. Future work will adapt FEDORA to support
highly mobile IoT platforms, such as drones and connected
vehicles integrating it with forthcoming 6G continuums to
meet the stringent demands of both ultrareliable low-latency
communications (URLLCs) and enhanced mobile broadband
(eMBB) services.
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