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CHAPTER 5 
The future of looking younger:  

A new face for PMMA. 
Research into fill materials and methods to 
repair poly(methyl methacrylate) in objects 

and face-mounted photographs 
 

 

 

 

 

 

 

 

 

This chapter is based on the following publica�ons: 

Laganà, A., J. Langenbacher, R. Rivenc, M. Caro, V. Dion, and T. Learner. 2017. “The Future of Looking Younger: A New 
Face for PMMA. Research Into Fill Materials to Repair Poly(Methyl Methacrylate) in Contemporary Objects and 
Photographs.” In ICOM-CC 18th Triennial Conference Preprints, Copenhagen, 4–8 September 2017, edited by J. 
Bridgland, art. 0906. Paris: Interna�onal Council of Museums. htps://www.icom-cc-publica�ons-
online.org/1656/The-future-of-looking-younger%E2%80%93A-new-face-for-PMMA-Research-into-fill-materials-to-
repair-polymethyl-methacrylate-in-contemporary-objects-and-photographs 

Laganà, A., S. Freeman, J. Langenbacher, R. Rivenc, M. Caro, V. Dion, and T. Learner. 2019. “Repairing Transparency, 
Recovering the Image: Research and Tes�ng Fill Materials and Methods for Conserva�on Treatment on Photographs 
Face-Mounted with Poly(Methyl Methacrylate).” Topics in Photographic Preserva�on 18:108–122. 
htps://faic.wpenginepowered.com/pmg-topics/wp-content/uploads/sites/9/2022/11/T18-108-122-Lagana-
Formated.pdf 
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the Netherlands. 
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5.1  INTRODUCTION 

Poly(methyl methacrylate) (PMMA) was commercially introduced as a transparent cast sheet 

material by the company Imperial Chemical Industries (ICI) in the early 1930s. Since then, it has 

been used for innumerable applica�ons. Because acrylic possesses the transparency of glass 

combined with the advantages of a thermoplas�c material that can be easily shaped, it has been 

extensively used as an ar�s�c medium to make sculptures, objects and as a pain�ngs support. 

Ar�sts Naum Gabo and Lázló Moholy-Nagy, both pioneers of modern sculpture, were early users 

of PMMA in their work, and many prominent ar�sts and designers followed in their footsteps 

using either clear cast or extruded acrylic.  

In the mid-1980s, photographers also started to adapt PMMA for moun�ng techniques such as 

the face-moun�ng process, in which a clear PMMA sheet is permanently adhered to the surface 

of a print, using either a silicon rubber adhesive or a double-sided pressure-sensi�ve adhesive. 

Face-moun�ng provides several func�onal advantages: it eliminates the need of a heavy glazing, 

provides a lightweight yet rigid support to the photograph, facilitates handling, and reduces 

produc�on costs (Penichon and Jürgens 2002). It also has an aesthe�c impact: the PMMA face-

mount adds depth and color satura�on to photographs, crea�ng the so-called “wet look”.  

Whereas PMMA is more resistant to breakage through impact than glass, it is also more 

suscep�ble to surface damages such as scratching, chipping and gouging. Surface damages 

frequently occur during handling or transporta�on, and can be extremely disfiguring for works 

of art – especially on face-mounted photographs where damage appears directly in front of the 

image.  

Treatment op�ons to reduce these damages using fill or fine polishing products are limited (Kim 

and Breitung 2007; O'Connor K. R. 2015), and results are rarely sa�sfactory.  

Polishing is currently the most common repair technique used, but is not always suitable, 

especially when scratches and chips are very deep. It o�en entails the removal of significant 

quan��es of PMMA to achieve an even surface, which in a face-mounted photograph may also 

alter the appearance of the image. Moreover, as reported in the literature, polishing can induce 

stresses on PMMA, making it prone to crazing (which can occur immediately or over �me) when 

exposed to certain solvents that are o�en contained in polishing products (Rohm & Haas 

Company 1947, 1976; Imperial Chemical Industries 1981, 1986; Lucite Interna�onal UK 2005; 

Altuglas Interna�onal 2006; Evonik Industries 2019; Quinn-Plas�cs Ante 2013).  
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Therefore, building on previous research on filling treatments (or addi�ve treatments) for UP 

presented in Chapter 4, this study aimed to inves�gate suitable fill materials and methods for 

repairing scratches and chips without modifying the PMMA surface, in order to provide less-

invasive solu�ons for these types of objects. The poten�al of each fill material to improve the 

visual appearance of damaged PMMA surfaces was examined using  test samples and mock-ups1 

and assessed with naked eye observa�on, as well as with op�cal microscopy. Refrac�ve Index 

(RI) measurements using the Becke line test were carried out to determine the match between 

the RI of the filling products and that of PMMA. The composi�on of fill materials was determined 

using Fourier Transform Infrared Spectroscopy (FT-IR) analysis, and their stability was evaluated 

before and a�er accelerated light aging using FT-IR and color measurements.  

In addi�on, a�er these experiments, further visual assessment on various types of face-mounted 

photographs was carried out to evaluate how the color, intensity, or composi�on of the image 

underneath the PMMA might affect the visual outcome of the filling treatment used for the 

repair. 

Subsequently, materials and techniques which provided the best results were used to treat 

scratches and chips on selected damaged PMMA works of art (objects and face-mounted 

photographs).  

5.2  EXPERIMENTAL SET-UP  

5.2.1 Test samples and mock-ups  

Treatment tests were first conducted on samples (6.5 x 6.5 x 0.5 cm) sawed from commercially 

purchased PMMA sheets, both clear cast and extruded. Superficial and deeper scratches (width 

0.2– 0.5 mm) were simulated with sharp metal points, while hammers and chisels were used to 

recreate chips (Figure 5.1).  

 

1 In this study, the term test sample refers to simple, newly made or fabricated pieces of plas�c. The term mock-up is 
used for self-made models or purchased objects (e.g. from flea markets or a company) that serve as realis�c stand-
ins for original works as they closely resemble real objects/artworks in one or more aspects (e.g. form / appearance 
/ aging / complexity etc.). 
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Figure 5.1. PMMA damaged test sample: scratched (le�), chipped (right). Photos: Anna Laganà © J. Paul Gety 
Trust. 
 

Fill materials and methods providing the best results were further tested on damaged objects 

that served as mock-ups: clear PMMA objects bought at flea markets (Figure 5.2) and face-

mounted photographs donated by a photograph conservator2. The face-mounted photographs 

included two kinds of images: a half-black/half-white image and a colored one (Figure 5.3).  

 
Figure 5.2. Damaged mock-ups: clear PMMA serviete clips. Photo: Anna Laganà. © J. Paul Gety Trust. 
 
 

 

 

2 The face-mounted photographs were kindly donated by Mar�n Jürgens (photograph conservator at the 
Rijksmuseum, Amsterdam, the Netherlands).  
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Figure 5.3. Damaged mock-ups: face-mounted photographs. Photos: Anna Laganà. © J. Paul Gety Trust. 
 

These images were selected to evaluate differences in the percep�on of repairs performed on 

clear PMMA placed against different backgrounds.  

5.2.2 Fill materials  

Conserva�on materials tested were selected based on the following criteria, including  their 

desired aesthe�c and physical proper�es: they had to be clear and colorless, have an RI as close 

as possible to PMMA (RI 1.49), low viscosity, suitable working and curing �me, undergo no or 

negligible exothermic reac�on, low shrinkage upon curing, and not be harmful to the plas�c. 

PMMA is sensi�ve to many chemicals, limi�ng considerably the type of fill materials that may 

be used. Only water and alipha�c hydrocarbons with low aroma�c content are considered safe 

to use on PMMA (Sale 1993; Wright 1996).  

Based on these considera�ons, the following eighteen products represen�ng four chemical 

categories were selected and tested as fill materials:  

• Acrylic resins (ParaloidTM B-67, ParaloidTM F-10, and a 1:1 mixture of ParaloidTM F-10 and 

ParaloidTM B-67) in solvent (Mineral Spirit/ Petroleum benzine boiling range 100-140°C 

EMPLURA® aroma�c content ≤0.05% CAS 64742-49-0)3. Ra�o tested: 10%, 20% and 40% 

in solvent (w/w); 

 

3 Solvent with same CAS Number available in Europe: White Spirit 100-140°C aroma�cs free (≤0.1%) 

https://www.sigmaaldrich.com/catalog/product/mm/101770?lang=en&region=NL
https://www.sigmaaldrich.com/catalog/product/mm/101770?lang=en&region=NL
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• Hydrocarbon resins (Regalrez® 1094, Regalrez® 1126) in solvent (ShellSol D40). Ra�o

tested: 40% in solvent (w/w); Solu�ons of these products with the addi�on of Tinuvin® 

292 were also tested. Ra�o tested: 40% in solvent (w/w) with 2% Tinuvin;

• Two component epoxy resins (HXTAL NYL-1, EPO-TEK 305);

• The single component optical UV curing adhesives from Dymax Corpora�on (Dymax 4-

20638, Dymax 4-20418, Dymax D3099) EPO-TEK (EPO-TEK UD1355, EPO-TEK OG603)

and Norland (NOA 74, NOA 76, NOA 89, NBA 107);

Acrylic and hydrocarbon resins were chosen for their solubility and reversibility in alipha�c 

hydrocarbons with low aroma�c content . Acrylic resins were selected in par�cular for their near 

iden�cal RI to that of PMMA - resul�ng from their similar chemical composi�on (see Table 1) - 

and also based on previous studies (Laganà and van Oosten 2011; Sale 2011).  

Regalrez resins were chosen for their low molecular weight which tends to produce low viscosity 

solu�ons. The addi�on of Tinuvin® 292 was also evaluated as it is o�en used to enhance the 

stability of the resin (De la Rie, 1993).  

Epoxy resins were selected for their very low viscosity and low shrinkage. 

 UV curing op�cal adhesives were included for their favorable op�cal proper�es and remarkably 

fast curing �me; the NBA 107 UV curing adhesive also for its reversibility in water.  

The UV curing adhesives were cured using Norland Op�cure LED 200 System (energy output at 

full power: 2.5W/cm2 at 365 nm). The intensity needed and curing �me varied according to resin 

composi�on. The curing �me of each UV adhesive was generally determined according to 

manufacturer’s instruc�ons, although not all manufacturers state specific parameters on their 

datasheets. 

The composi�on and proper�es of the materials tested are listed in Table 1 and their suppliers 

in Appendix B. 
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Table 1. Materials tested. Composi�on and proper�es. * The Becke line test accuracy is ± 0.001 

Type Commercial Products Composi�on 
(Datasheet informa�on) 

FT-IR 
results 

Viscosity of 
product. cP 
(Datasheet) 

RI (Becke 
line test)* 

Ac
ry

lic
 re

si
ns

 

Paraloid™ F-10 Butylmethacrylate copolymer. 40% 
solids in 9:1 mixture Mineral Spirit: 
Aroma�c 150 

Butyl methacrylate 1400-2800 1.476 

Paraloid™ B-67 Isobutyl methacrylate Isobutyl 
methacrylate 

- 1.486 

Paraloid™ F-10 + Paraloid™ 
B-67 

Mixture of two previous products Butyl methacrylate 
+ Isobutyl 
methacrylate 

- 1.486 

Hy
dr

oc
ar

bo
n 

re
si

ns
 

Regalrez® 1094 Hydrogenated hydrocarbon resin Hydrocarbon resin - 1.518 

Regalrez® 1094 
 + 
 Tinuvin®  292 

Hydrogenated hydrocarbon resin  
+ 
 sterically hindered amines (light 
stabilizer mixture)  

Hydrocarbon resin 
 +  
sebacate 

- 1.518 

Regalrez® 1126 Hydrogenated hydrocarbon resin Hydrocarbon resin - 1.518 

Regalrez® 1094  
+ 
 Tinuvin® 292 

Hydrogenated hydrocarbon resin  
+ 
sterically hindered amines (light 
stabilizer mixture) 

Hydrocarbon resin  
+ 
 sebacate 

- 1.518 

Ep
ox

y 
re

si
ns

 HXTAL NYL-1 Hydrogenated Bisphenol A. 
diglycidyl ether 

Hydrogenated 
Bisphenol A. 
diglycidyl ether 

200-300 1.516 

EPO-TEK® 305 Subs�tuted glycidyl ether resin Bisphenol A 
diglycidylether 

150-250 1.482 

Si
ng

le
 c

om
po

ne
nt

 U
V 

cu
rin

g 
m

at
er

ia
ls

 

Dymax Ultra Light-Weld® 4-
20638 

Mixture of acrylated urethanes 
CAS 5888-33-5. 15625-89. 868-77-
9. 2680-03-7 and proprietary 
products. 

Urethane, acrylate 65 1.510 

Dymax Ultra Light-Weld® 4-
20418 

Mixture of acrylated urethanes 
CAS 2680-03-7. 868-77-9. 79-10-7 
and proprietary products. 

Urethane, 
methacrylate 

450 1.510 

Dymax Ultra Light-Weld® 
3099 

Acrylated urethane CAS 5888-33-5 
and proprietary products 

Urethane, acrylate 150 1.510 

Norland Op�cal Adhesive 
74 

Mixture of proprietary mercapto-
ester and CAS 39423-51-3. 1330-
61-6 

Urethane, acrylate 80-95 1.520 

Norland Op�cal Adhesive 
76 

Mix of proprietary alipha�c 
urethane acrylate and CAS 7328-
17-8. 2455-24-5 

Urethane, 
methacrylate 

3500-5500 1.510 

Norland Op�cal Adhesive 
89 

Mixture of proprietary mercapto-
ester and 1.6 Hexanediol 
Diacrylate  

Acrylate 15-20 1.512 

Norland Blocking Adhesive 
107 

Mixture of proprietary mercapto-
esters and CAS 120-55-8. 94-51-9 Acrylate, phthalate 350 1.512 

EPO-TEK® OG603 Proprietary specialty acrylate 
blend. Urethane, acrylate 150-250 1.504 

EPO-TEK® UD1355 Proprietary epoxy resin  Urethane, acrylate 447 1.493 
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5.2.3 Fill methods  

Based on results of previous research (see Chapter 4), the Princeton round mini brush 3050R 

size 20/0 was used to fill scratches (see Appendix B for details of all materials/tools used and 

their suppliers). BioQuip Insect pins (size: #000 #0 #2 #4 #6), also referred to as needles, or small 

glass Pasteur pipetes (size: 5 3/4") were used to fill chips, depending on the viscosity of the 

material. Fill materials were applied neatly within the boundaries of damages un�l the loss was 

filled, taking care not to overfill to avoid the need for any later finishing treatment or solvent use 

(Figures 5.4 and 5.5). Treatment tests were performed using a black background to sharpen the 

visibility of the small damages. 

 
Figure 5.4. Applica�on method used to fill scratches. The fill material is applied with a mini brush. Photo: Anna 
Laganà. © J. Paul Gety Trust. 

 

 
Figure 5.5. Applica�on method used to fill chips. Here the fill material is applied with an insect pin. Photo: Anna 
Laganà. © J. Paul Gety Trust. 
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5.2.4 Fourier transform infrared spectroscopy (FT-IR)  

Test samples, mock-ups and fill materials were analyzed4 using a 15X Cassegrain objec�ve on a 

Hyperion 3000 FT-IR microscope (Bruker Op�cs) with a mid-band MCT detector and purged with 

dry air. Spectra were the sum of 64 scans at a resolu�on of 4 cm-1 (Table 1). 

5.2.5 Refrac�ve index measurements (Becke line test) 

Small par�cles of PMMA and different adhesives were immersed in a series of refrac�ve index 

liquids by Cargille Labs and observed with a Leitz DMR microscope (Leica Mikroskopie GmbH) at 

10x / 20x magnifica�on, following the method described by McCrone (McCrone, L.B., and J.G. 

1985) (Table 1).  

5.2.6 Accelerated light aging  

Films of each fill material were prepared on Mylar using an 8 mil drawdown bar. UV curing 

materials were cured between two Mylar sheets to avoid oxygen inhibi�on. The films were 

exposed in an Atlas Weather-Ometer Ci40005, following ASTM standard D4459-99 for Xenon-Arc 

Exposure of Plas�cs Intended for Indoor Applica�on. Irradiance was controlled at 0.33 W/m2 at 

340 nm; test pieces were evaluated every 100 hours for 400 hours of exposure. 

5.2.7 Color measurements  

Color measurements were performed on films before, during and a�er ar�ficial light aging using 

a Konica Minolta 2600d Spectrophotometer, rela�ve to a magnesium oxide white standard 

(Geometry: 0/45°, DRS spectral engine, aperture: 3 mm). Each sample was measured nine �mes. 

Results for L*, a*, b* and ΔE94 (color difference) were averaged using Spectra Magic so�ware. 

5.2.8 Assessing visual appearance  

The poten�al of each filling material to improve the visual appearance of damaged PMMA 

surfaces was assessed visually with the naked eye as well as op�cal microscopy. Photographs of 

the damages before and a�er treatment were taken using a Spot RT color microscope under 6x 

and 25x magnifica�on.  

 

 

4 FT-IR analyses were carried out by Julia Langenbacher , former Researcher Lab Assistant at the Gety Conserva�on 
Ins�tute (GCI), with supervision of Rachel Rivenc, former Associate Scien�st at the GCI.  
5 Accelerated light aging and color measurements were carried out by Julia Langenbacher, former Research Lab 
Assistant at the Gety Conserva�on Ins�tute (GCI) and Vincent Dion, former graduate intern at the GCI.  



CHAPTER 5  

164 

5.3  RESULTS AND DISCUSSION  

5.3.1 Evalua�on of fill materials and methods 

Suitability of fill materials was determined on the basis of their working proper�es; how 

successful they were in trea�ng the damaged PMMA test samples, and their performance a�er 

accelerated light aging. An overview of the visual results obtained with each material is reported 

in Table 2. Color measurements performed on fill materials a�er 400 hours of accelerated aging 

exhibited primarily altera�ons in b* and L* values, corresponding to yellowing (posi�ve b*) and 

darkening (decreasing L*). Changes in ΔE94 values are shown in Figure 5.6 No color changes 

were visible to the naked eye on aged films having a ΔE94 value below 2.  

Figure 5.6. ΔE94 values of fill materials a�er aging. 
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Table 2. Overview of visual results on scratches. 

PHOTOMICROGRAPHS (25X) OF SCRATCHES BEFORE AND AFTER TREATMENT 
AC

RY
LI

C 
RE

SI
N

S 

Paraloid™ F-10 Paraloid™ B-67 Paraloid™ B-67 
+ Paraloid™ F-10

HY
DR

O
CA

RB
O

N
 R

ES
IN

S 

Regalrez® 1094 Regalrez® 1094 
+ Tinuvin® 292

Regalrez® 1126 Regalrez® 1126 
+ Tinuvin® 292

EP
O

XY
 R

ES
IN

S 

HXTAL NYL-1 EPO-TEK® 305 

U
V 

CU
RI

N
G

 M
AT

ER
IA

LS
 

EPO-TEK® UD1355 EPO-TEK® OG603 

NOA 74 NOA 76 NOA 89 NBA 107 

Dymax® 4-20638 Dymax® 4-20418 Dymax® D 3099 
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Acrylic resins 

Acrylic resins performed very well during accelerated light aging with ΔE94 values below 1. 

However, their working proper�es were not sa�sfactory, especially for scratch-filling. 

Low resin concentra�ons (10-20%) provided lower viscosity solu�ons that flowed beter into the 

scratches than higher concentra�on (40%) solu�ons more suitable for chips; several applica�ons 

were necessary due to solvent evapora�on. However, despite mul�ple applica�ons, visual 

results were unsa�sfactory. The visibility of scratches was only slightly diminished. Microscopy 

showed that these solu�ons formed a “film” that only covered the scratch without filling it 

completely. This could be due to rapid solvent evapora�on and/or the high molecular weight of 

these polymers which did not allow the resin to flow in depth. Higher solvent power would be 

needed to improve performance of the resins; however, the restricted solvents suited for PMMA 

make this a challenge. Beter results were achieved with chip-filling due to the larger size of 

these damages, allowing for  easier applica�on of the resin. Depending on damage depth, 

repeated applica�ons were necessary a�er the solvent evaporated to completely fill the loss. 

The best results were achieved using ParaloidTM F-10 (40%) which resulted in a repair closely 

matching the RI of PMMA. However, solvent evapora�on leaves the surface uneven, and if too 

many layers are applied, the clarity of the fill becomes blurred.  

Hydrocarbon resins 

Hydrocarbon resins also exhibited good aging proper�es with slightly higher values compared 

to acrylic resins, yielding 1.6-1.8 ΔE94 a�er aging. As expected (De la Rie 1993), the addi�on of 

Tinuvin improved the stability of both resins upon aging (1.2 – 1.3 ΔE94). All solu�ons, with and 

without Tinuvin, gave very good results during treatment tests. Unlike acrylics, hydrocarbon 

resins flowed easily into small damages, due to their low molecular weight. Even a high 

concentra�on of resin allowed for very precise applica�on, drama�cally improving the visual 

appearance of both scratches and chips. The most sa�sfactory visual results were obtained with 

the 40% solu�on of Regalrez® 1094  in Shellsol D40, especially for filling scratches. This could be 

due to the beter penetra�on of this resin which  has the lowest molecular weight of all 

hydrocarbon resins tested. One applica�on was sufficient to successfully saturate scratches, 

recovering the PMMA’s transparency. For chips, mul�ple applica�ons were needed. Unlike for 

acrylics, despite mul�ple applica�ons and solvent evapora�on, the hydrocarbon resin fills 

remained clear and the surface smooth.  
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Epoxy resins 

Epoxy resins  showed varied behavior upon aging. As observed in previous studies, the 

hydrogenated epoxy HXTAL NYL-1 demonstrated very good results upon light aging (< 1 ΔE94); 

while EPO-TEK® 305 yellowed no�ceably. Photo-oxida�on was confirmed with FT-IR 

measurements, showing increased carbonyl peaks at 1725 and 1657 cm–1. In addi�on, EPO-TEK® 

305, although easy to apply and with a RI close to PMMA, undergoes an exothermic reac�on 

during curing, causing a permanent halo on the PMMA surface surrounding the repairs, and is 

therefore not usable. HXTAL NYL-1, on the other hand, showed very good results overall. It was 

easy to apply and restored transparency, substan�ally improving the appearance of the PMMA. 

Moreover, one applica�on was sufficient to fill scratches as well as chips, due to its minimal 

dimensional change upon curing. The fill remained extremely flat and smooth (Figure 5.7) .  

Figure 5.7. Chipped PMMA test sample (le�). Chipped PMMA test sample a�er fill treatment carried out using 
HXTAL NYL-1. Photo: Anna Laganà. © J. Paul Gety Trust. 

UV curing materials 

Composi�on of the UV curing materials varied widely, which was reflected in their aging 

performance. Dymax® 4-20638 showed good stability (ca. 1 ΔE94), unlike Dymax® 3099 and 4-

20418, which both underwent minor discolora�on (1.68 – 2.23 ΔE94). The Norland product NOA 

76 exhibited only small altera�ons, comparable to acrylic and hydrocarbon resins (ΔE94 < 1); 

ΔE94 for NOA 89 was 2.42; NBA 107, on the other hand, displayed extreme discolora�ons with 

ΔE94 values above 16. Mediocre performance was achieved by NOA 74. Both UV curing 

materials by EPO-TEK® exhibited altera�ons during aging: UD 1355 strongly yellowed a�er only 

100 hours (ΔE94 > 14) reaching a�er 400 hours ΔE94 values above 17; OG 603 showed some 

yellowing with a ΔE94 close to 3. Further, UV curing materials posed several issues if used as fill 

materials. The main problems included: atmospheric oxygen inhibi�ng the cure on the surface 
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layer (leaving s�cky surfaces); shrinkage during polymeriza�on (especially for significantly 

thicker chips repairs) and in some cases, yellowing during the curing process.  

Covering the resin during the UV curing helped overcome oxygen inhibi�on, but it can cause an 

uncontrolled spreading of the resin on the PMMA which could not be safely removed a�er 

curing. None of these materials was considered suitable for filling chips on works of art, while 

for scratches, Dymax® 4-20638 was selected as the best op�on.  

An overall assessment of the fill materials is provided in Table 3 . 
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Table 3. Overall assessment of fill materials. 

Type 
 

Commercial   
Product 

Reversibility Applica�on and se�ng 
 

Visual results of repairs 
 

Visual 
assessment 

a�er light aging 

Overall 
assessment 

scratch-filling 

Overall 
assessment 
chip-filling 

Ac
ry

lic
 re

si
ns

 

Paraloid™  
F-10 

Reversible  
  

Scratch: easier to apply at 20% 
Chip: possible to apply at 40%  
(Mul�ple applica�ons needed due to solvent evapora�on) 

Scratch: poor  
Chip: good  

No visible 
change Poor Good 

Paraloid™  
B-67 

Reversible  
 

Scratch: easier to apply at 20% 
Chip: difficult to apply at 40%  
(Too viscous. Multiple applications needed due to solvent evaporation) 

Scratch: poor  
Chip: poor (bubbles) 

No visible 
change Poor Poor 

Paraloid™ 
 F-10 + 
Paraloid™  
B-67 

Reversible 
Scratch: easier to apply at 20% 
Chip: possible to apply at 40% 
(Multiple applications needed due to solvent evaporation) 

Scratch: poor  
Chip: poor (bubbles - but less than 
Paraloid™ B-67) 

No visible 
change Poor Poor 

Hy
dr

oc
ar

bo
n 

re
si

ns
 

Regalrez®  
1094 Reversible 

Scratch: easy to apply at 40% 
Chip: easy to apply. Good result at 40%  
(For chip mul�ple applica�ons needed due to solvent evapora�on) 

Scratch: very good  
Chip: very good  

No visible 
change Very good Very good 

Regalrez®  
1094 + 
Tinuvin®   
292 

Reversible 
Scratch: easy to apply. Good result at 40% 
Chip: easy to apply. good result at 40%  
(For chip mul�ple applica�ons needed due to solvent evapora�on) 

Scratch: good results  
Chip: very good results  

No visible 
change Good Very good 

Regalrez®  
1126 Reversible 

Scratch: easy to apply. Good result at 40% 
Chip: easy to apply. good result at 40%   
(For chip mul�ple applica�ons needed due to solvent evapora�on) 

Scratch: good  
Chip: very good  

No visible 
change Good Very good 

Regalrez®  
1094 
+ 
Tinuvin®   
292 

Reversible 

Scratch: easy to apply 
Good result at 40% 
Chip: easy to apply. good result at 40%  
(For chip mul�ple applica�ons needed due to solvent evapora�on) 

Scratch: good  
Chip: very good  

No visible 
change Good Very good 
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HXTAL NYL-1 Non-
reversible 

Scratch: easy to apply 
Chip: easy to apply 
(For chip one applica�on possible (due to its minimum shrinkage less than 1%) 

Scratch: very good  
Chip: very good  

No visible 
change Very Good Very good 

EPO-TEK® 
305 

Non-
reversible 

Scratch/Chip: 
easy to apply but exothermic reac�on impacted PMMA 

Scratch: poor (halo on PMMA) 
Chip: poor (halo on PMMA) 

Visible change 
Yellowed Poor Poor 

U
V 

cu
rin

g 
m

at
er

ia
ls

 

Dymax® 
4-20638

Non-
reversible 

Scratch: easy to apply 
Chip: easy to apply 
(For chip difficult to cure due to oxygen inhibi�on and thickness of repair) 

Scratch: very good 
Chip: poor (bubbles, visible 
shrinkage, uncured s�cky surface) 

No visible 
change Good Poor 

Dymax® 
4-20418

Non-
reversible 

Scratch/Chip: easy to apply 
Difficult to cure probably due to oxygen inhibi�on. 
(For chip also due to the thickness of repair. Yellowing during chip-filling curing 
process) 

Scratch: very good visual results but 
uncured s�cky surface 
Chip: poor (cloudy, yellowed, s�cky) 

Barely visible 
yellowing Poor Poor 

Dymax® 
3099 

Non-
reversible 

Scratch/Chip: easy to apply 
Difficult to cure due to oxygen inhibi�on  
(For chip also due to the thickness of repair) 

Scratch: very good visual results but 
uncured s�cky surface 
Chip: poor (cloudy, s�cky) 

No visible 
change Poor Poor 

NOA 74 Reversible 
(by peeling) 

Scratch/Chip: easy to apply 
in some tests difficult to cure due to oxygen inhibi�on 

Scratch: very good visual results but 
uncured s�cky surface  
Chip: poor (cloudy, visible shrinkage) 

Visible change 
Slightly yellowed Poor Poor 

NOA 76 Non-
reversible 

Scratch/Chip: easy to apply. 
Difficult to cure due to oxygen inhibi�on 
(For chip also due to the thickness of repair. Yellowing during chip-filling curing 
process) 

Scratch: very good visual results but 
uncured s�cky surface 
Chip: poor (slightly yellowed, s�cky) 

No visible 
change Poor Poor 

NOA 89 Non-
reversible 

Scratch/Chip: easy to apply 
Easy to cure – fast curing �me. (Yellowing during chip-filling curing process) 

Scratch: very good  
Chip: poor (cloudy, visible shrinkage, 
slightly yellowed) 

Visible change 
Slightly yellowed Poor Poor 

NBA 107 Reversible 
(by peeling) 

Scratch/Chip: easy to apply 
Easy to cure – fast curing �me 

Scratch: very good  
Chip: poor (visible shrinkage, cloudy) 

Visible change 
Yellowed Poor Poor 

EPO-TEK® 
OG603 

Non-
reversible 

Scratch/Chip: easy to apply. 
Difficult to cure probably due to oxygen inhibi�on; for chip also due to the 
thickness of repair 

Scratch: good visual results but 
uncured s�cky surface 
Chip: poor (visible shrinkage, 
par�ally s�cky) 

Visible change 
Slightly yellowed Poor Poor 

EPO-TEK® 
UD1355 

Non-
reversible 

Scratch/Chip: easy to apply. 
Difficult to cure probably due to oxygen inhibi�on; for chip also due to the 
thickness of repair. Yellowing during chip-filling curing process 

Scratch: good visual results but 
uncured s�cky surface 
Chip: poor results (cloudy, shrunk, 
yellowed) 

Visible change 
Yellowed Poor Poor 
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Based on this assessment, the following materials were selected for further tests on the mock-

ups and compared. For filling scratches: HXTAL NYL-1, Regalrez® 1094 (40%) and Dymax® 4-

20638; and for filling chips: HXTAL NYL-1, Regalrez® 1094, and ParaloidTM F10 (both at 40 %). For 

chip-filling with HXTAL NYL-1 and ParaloidTM F10, an insect pin was used, while a glass pipete 

was used for Regalrez® 1094, due to differences in viscosity. 

Tests on mock-ups showed that HXTAL NYL-1 and Regalrez® 1094 are the best op�ons; they were 

able to restore the transparency on both objects and face-mounted photographs, proved to be 

easy to apply and posed no issues during curing (Figures 5.8-5.10). Regalrez® 1094, as previously 

men�oned, is soluble and reversible in alipha�c hydrocarbons with low aroma�c content - which 

are safe to use on PMMA. HXTAL NYL-1 can be easily removed from PMMA within the first day 

of applica�on while s�ll in a liquid or gel phase using a wet coton swab, otherwise it can be 

removed mechanically.  

 

 
 

Figure 5.8. PMMA clear mock-ups damaged with chips and scratches before filling treatment (le�). The mock-ups 
a�er chip-filling and scratch-filling. Arrows indicate the areas treated and untreated, showing the visual results 
obtained with each fill material. Photos: Anna Laganà. © J. Paul Gety Trust. 
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Regarding the percep�on of damages and repairs, it was no�ced on the mock-ups that damages 

are significantly more visible on black than on white: on black they appear as white marks, while 

on white only as shadows. A�er treatment, the white marks became transparent, and the 

shadows almost completely disappeared. Repairs are not visible from the front; they can only 

be no�ced from certain angles, depending on the size of the damage repaired and the light 

source angle. 

The differences observed in the percep�on of damage and repair on face-mounted photographs 

raised further ques�ons. These ques�ons included whether the image itself influences how 

surface damage is perceived, and how the color, intensity, or composi�on of the image may 

affect the visual outcome of the repair. In addi�on, since both reflec�ve and an�-reflec�ve face-

Figure 5.9. Details of face-mounted photograph before and a�er scratch-filling. Arrows indicate the areas treated 
and untreated, showing the visual results obtained with each fill material. Photos: Anna Laganà. © J. Paul Gety 
Trust. 

Figure 5.10. Details of face-mounted photograph before and a�er scratch-filling. Arrows indicate the areas 
treated and untreated, showing the visual results obtained with each fill material. Photos: Anna Laganà. © J. Paul 
Gety Trust. 
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mounted photographs exist, another ques�on was whether the percep�on of repairs differs 

between these types.  

To address these ques�ons, the fill materials and methods that provided the best results were 

further tested on reflec�ve and non-reflec�ve face-mounted mock-ups with different images. 

5.4  TESTING TREATMENT PERCEPTION IN FACE-MOUNTED PHOTOGRAPHS 

5.4.1 Face-mounted mock-ups 

Two types of face-mounted photographs served as mock-ups (reflec�ve and non-reflec�ve) for 

tes�ng.  

The first type of face-mounted mock-ups (size: 12 x 17 cm) was made by the Weldon Color Lab 

in Los Angeles using the method most frequently requested by photographers in this lab, which 

consists of reflec�ve glazing and Dibond backing materials. These face-mounted photographs 

are composed of a 3 mm Lucite® Museum grade acrylic, Drytac face-mount adhesive, a Fujigloss 

Crystal Archive print, a Drytac Suretac white adhesive and a rigid back mount (Dibond). A color 

checker was chosen for the image so that we could observe differences in percep�on of the 

damages and repairs in a variety of monochrome colors and in grayscale.  

The second type of face-mounted mock-ups (21 x 14 cm - 15 x 10 cm) was provided by Tru Vue® 

and consisted of face-mounted photographs with an an�-reflec�ve and an�-sta�c coa�ng 

specifically formulated for face-moun�ng or prin�ng with UV curable inks, which are currently 

in use by fine art photographers. This type of face-moun�ng is called TruLife® Acrylic and consists 

of the following layers: (1) a 3 mm PMMA, (2) a proprietary coa�ng – comprised of thin layers 

of inert metals and/or metal oxides (Williams 2011) - that bond chemically with the PMMA 

surface crea�ng a non-reflec�ve surface, (3) Diasec proprietary moun�ng adhesive, (4) a 

chromogenic print, (5) a second proprietary adhesive, and (6) a rigid back mount (Dibond).  

5.4.2 Damage simula�on and percep�on of damages  

In all the face-mounted mock-ups, scratches and chips were simulated as described in sec�on 

5.2.1 of this study. During this process, it was interes�ng to observe how scratches and chips 

were perceived differently in light and dark color areas of the face-mounted photographs. When 

PMMA is damaged it loses transparency, becoming whi�sh and opaque due to the scatering of 

light. So, where the colors of the photo are light, par�cularly in the whites, damages to the 

PMMA are barely percep�ble, only no�ceable as slight shadows cast on the image below. 
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Damages to the PMMA are significantly more apparent in darker color regions of the photo 

however, where they show up by contrast as white marks (Figures 5.11 and 5.12).  

Figure 5.11. Reference mock-up and detail showing scratches before treatment. Images courtesy GCI. Photos: 
Sarah Freeman. © J. Paul Gety Trust. 
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Figure 5.12. Reference mock-up and detail showing chips before treatment. Photos: Sarah Freeman. © J. Paul 
Gety Trust. 

 

5.4.3 Treatment tests  

Treatment tests were carried out with both HXTAL NYL-1 and Regalrez® 1094 (in solu�on at 40% 

in ShellSol D40). The Princeton round mini-brushes 3050R size 20/0 were used to treat the 

scratches (see Appendix B for details on all materials/tools and their suppliers). The �ny point of 

the brush allowed the resin to be very precisely applied within damages. This method proved to 

work well for both resins and on all varie�es of face-mounted mock-ups. The fill materials were 

easily applied like a transparent retouching medium (Figure 5.13). One applica�on was sufficient 

to saturate the scratch and recover transparency.  

For filling chips, as previously men�oned, the tool was chosen depending on the viscosity of the 

fill material. Earlier in the study it was determined that the best tool for filling chips with HXTAL 

NYL-1 is a fine insect pin, and with a 40% solu�on of Regalrez®1094, a glass pipete is 

recommended (Figure 5.13). However, during these treatment tests, the chip-filling method 

used to apply Regalrez was refined; the use of glass pipetes for filling small chips was replaced 

by the use of glass micro capillary pipetes (0.5 µl) which provided more control over this lower 
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viscosity resin and - if needed - final adjustments to the Regalrez® 1094 fills in chipped areas 

were made with the mini-brushes.  

Figure 5.13. Scratch-filling using a mini-brush (le�). Chip-filling using an insect pin (center) and a micro capillary 
pipete (right). Photos: Sarah Freeman. © J. Paul Gety Trust. 

Filling treatments for chipped areas were carried out taking care to apply the fill materials neatly 

within the boundaries of the damage and not to overfill. However, it is important to men�on 

that in case of overfilling a glass pipete can be used to remove excess resin and adjustments 

can be made with a fine pin or brush. And in instances where the repair is not successful it is 

possible to remove the fill en�rely. HXTAL NYL-1 is reversible within the first day of applica�on 

with a wet coton swab while s�ll liquid or in a gel phase, otherwise it can be removed 

mechanically with dental sharps. Regalrez®1094 can be removed any �me with ShellSol D40, or 

Petroleum benzine (EMPLURA®), or any other alipha�c hydrocarbon solvent with low aroma�c 

content (preferable ≤0.05%)6. 

It was no�ced that dust can be a serious issue. It is not only important to clean the work area 

and the object before treatment, but also to maintain a dust free environment as much as 

possible throughout the process. Fills in progress should be kept covered un�l the resin has fully 

cured. Moreover, it was observed that small par�cles of PMMA or sharp fragments s�ll atached 

to the damaged area should be excavated ahead of treatment, otherwise they may compromise 

the transparency of the fill.  

6 An alterna�ve solvent that can be used with same CAS Number of EMPLURA® (available in Europe) is the White 
Spirit 100-140°C aroma�cs free (≤0.1%).  
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5.4.4 Evalua�on of treatment test results  

Both HXTAL NYL-1 and Regalrez® 1094 gave good results for most colors and within the gray 

scale. Tests confirmed that Regalrez® 1094 is the best op�on for filling scratches, because it is 

easier to use with a brush and it is completely reversible with solvent (Figure 5.14). 

For chips, fills performed with both materials improved the appearance of the chipped areas. 

However, shadows were no�ced in the lighter colors treated with Regalrez® 1094, most likely 

caused by the reflec�on of an uneven surface in the fill area due to solvent evapora�on. Overall 

HXTAL NYL-1 proved to be easier and faster to work with for filling chips; it showed beter 

levelling proper�es making the fills almost invisible (Figures 5.15).  

It is important to men�on that chipped areas may have blind cracks. Blind cracks in transparent 

plas�cs can be filled first using capillarity as shown in previous research (see Chapter 3). 

However, some�mes blind cracks may be too narrow, and the fill material may not flow into that 

area preven�ng complete satura�on of the damaged area; these areas may appear white even 

a�er filling. 
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Figure 5.14. Reference mock-up showing scratches before (top) and a�er treatment (botom) with Regalrez® 
1094. Photos: Sarah Freeman. © J. Paul Gety Trust. 
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Figure 5.15. Reference mock-up showing chips before (top) and a�er treatment (botom) with HXTAL NYL-1. 
Arrows indicate some blind cracks in the filled chips. Photos: Sarah Freeman. © J. Paul Gety Trust. 
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Filling tests carried out on the an�-reflec�ve mock-ups show that both HXTAL NYL-1 and 

Regalrez® 1094 have slightly different op�cal proper�es from the coa�ng, which is visible from 

certain angles (Figure 5.16). However, when viewing the mock-ups from the front in a ver�cal 

posi�on, the fills begin to disappear (Figure 5.16). 

Figure 5.16. Details of a mock-up showing chips a�er filling treatment on an an�-reflec�ve mock-up: side view 
(top) and front view (botom). The image shows how the differences in the op�cal proper�es of the fill materials 
and the surface coa�ng can be visible from certain angles. Photos: Sarah Freeman. © J. Paul Gety Trust. 
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Moreover, there is a difference in the leveling of the Regalrez® 1094 and HXTAL NYL-1 fills, which 

is visible in areas of the image with lighter colors. The Regalrez fill in these areas appears darker 

because the uneven surface creates a shadow, while the HXTAL NYL-1 repair is difficult to see 

(Figure 5.17). In the rest of the image where there is a varied composi�on, you cannot detect 

these differences in the fills. In the cross-sec�on view (Figure 5.17), it is also been observed that 

shadows appear in areas of loss, but once filled, the transparency of the acrylic is greatly 

improved, and the shadows disappear. 

 

 

 
Figure 5.17. Mock-up with chips showing shadows in the upper le� cloud area of the image. (top). Cross sec�on 
view of fills in chipped areas (botom). Photos: Sarah Freeman. © J. Paul Gety Trust. 
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For scratches, it was found that the Regalrez® 1094 when in contact with the an�-reflec�ve 

coa�ng tends to spread out of the damaged area slightly. But this is barely visible, and overall 

we noted good results (Figure 5.18).  

Figure 5.18. Reference mock-up showing scratches before (top) and a�er treatment (botom) with HXTAL NYL-1 
and Regalrez® 1094. Photos: Sarah Freeman. © J. Paul Gety Trust. 
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It was also observed that less dust accumulated with the TruLife® Acrylic mock-up, which may 

be the result of the an�-sta�c proper�es of the surface coa�ng. 

The percep�on of the damages in both an�-reflec�ve mock-ups was greatly diminished, 

significantly recovering the image. As was observed in the first part of this study, fills are not 

visible from the front, but they can be no�ced from certain angles, depending on the size of the 

treated area and the angle of the light source. 

5.5  APPLICATION TO CASE STUDIES  

A�er carrying out and evalua�ng the experiments, an important component of this study was 

to perform treatments on case studies represen�ng a range of possible scenarios. Objects were 

selected from the Cultural Heritage Agency of the Netherlands (RCE) collec�on and a face-

mounted photograph from the Borzo Gallery Collec�on in Amsterdam, the Netherlands. A brief 

descrip�on of the case studies follows.  

1 - Vrijstaande Konstructie K.U.B.1 (1974) by the Dutch ar�st C. Wilderom, consis�ng of several 

pieces of white and transparent PMMA sheets glued together.  

2 - Zonder titel (1971) by the Dutch ar�st A.B.H. Tempelman, consis�ng of a PMMA cast piece 

decorated with incised ver�cal lines and horizontal engravings. 

3 - Moeder Libelle (1976) by the Dutch ar�st A. van den IJssel is a dragonfly with a metal body 

and four wings made of colored transparent PMMA. On the light blue wings, small dragonflies 

are engraved.  

4 - Untitled (Vertical Landscape - Windmills (2007) by the Dutch ar�st Ger van Elk consists of a 

retouche with ink on cibachrome, face- and back-mounted with PMMA. 

The three RCE objects showed several scratches on their PMMA surfaces (Figures 5.19-5.21).  

In Tempelman and van den IJssel’s works, some deep scratches were par�cularly interfering with 

the objects’ percep�on and they could also be mistaken for original incisions. In the van den 

Ijssel, the addi�onal challenge was to saturate a colored transparent PMMA.  
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Figure 5.19. Case Study 1. Wilderom, Vrijstaande Konstructie K.U.B.1, 1974, PMMA, 36 x 36 x 36 cm, Cultural 
Heritage Agency of the Netherlands (RCE) Collec�on. Right: detail of the object showing scratches. Photos: Anna 
Laganà. Courtesy of RCE. 

Figure 5.20. Case study 2. A.B.H Tempelman, Zonder title, 1971, PMMA, 15 x 15 x 2 cm, Cultural Heritage Agency 
of the Netherlands (RCE) Collec�on. Right: detail of the object showing two deep scratches interfering with the 
object’s percep�on and original incisions. Photos: Anna Laganà. Courtesy of RCE. 
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Figure 5.21. Case study 3. A. van den IJssel, Moeder Libelle, 1976, 164 x 229 x 160 cm, PMMA and brass, Cultural 
Heritage Agency of the Netherlands (RCE) Collec�on. Right: detail of Case Study 3 showing a scratch interfering 
with the objects’ percep�on and original incisions. Photo (le�): RCE. Photo (right): Anna Laganà. Courtesy of RCE.  
 

Treatment strategies were first discussed with the RCE conserva�on specialist Ron Kievits. It was 

decided to treat only the most disturbing scratches, iden�fied by placing the objects on a black 

background, which also helped to improve the visibility of damages facilita�ng precise repairs. 

Regalrez®1094 was preferred to HXTAL NYL-1 because, while producing almost equivalent visual 

result on scratches, it has the added advantage of being highly reversible. The resin was easily 

applied with the mini-brush in the manner of a paint retouch. One applica�on was sufficient to 

reduce scratches. Scratch-filling was performed with objects lying flat as well as in an upright 

posi�on. The mini-brush was able to hold the low viscosity product; however, when treated in 

an upright posi�on it was necessary to minimize the amount of resin to avoid dripping. 

Regalrez®1094 treatments successfully “retouched” the damaged PMMA surfaces, recovering 

the transparency and legibility of all three objects (Figures 5.22-5.24). These treatment results 

also showed the ability of the fill material to re-saturate scratches in colored clear PMMA 

without the addi�on of dyes (Figure 5.24), which is in line with the findings in Chapter 4 when 

repairing small surface damage on naturally aged and yellowed UP. 



CHAPTER 5  

186 

Figure 5.22. Details of Case Study 1. The PMMA surface before treatment (le�) showing deep scratches interfering 
with the object’s original appearance; and a�er scratch-filling (right) when the transparency was recovered. 
Photos: Anna Laganà. Courtesy of RCE. 

Figure 5.23. Case Study 2. The PMMA surface before treatment (le�) showing deep scratches interfering with the 
object’s original appearance and original incisions; and a�er filling only the most disturbing scratches (right). 
Photos: Anna Laganà. Courtesy of RCE. 
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Figure 5.24. Details of Case Study 3 showing the ability of the clear fill material to re-saturate scratched colored 
PMMA even without the addi�on of dyes. Before scratch-filling (le�) and a�er (right). Photos: Anna Laganà. 
Courtesy of RCE. 
 

For van Elk’s photograph, the face-mount had suffered a serious chip on its edge. The damage 

was treated with HXTAL NYL-1 because, due to its minimal shrinkage upon curing, it is easier to 

use on deep chips. Beeswax was temporarily applied along the broken edge to avoid unwanted 

spread of the epoxy resin. Epoxy was carefully dripped within the boundaries of the loss un�l it 

was completely filled. A�er curing no further applica�ons were required. The repair matched 

the PMMA surface in level and clarity. Consequently, the face-mounted photograph completely 

recovered its lost transparency and visibility of the image underneath (Figure 5.25).  

 
Figure 5.25. Details of the damaged area on Gert van Elk’s Un�tled before (le�), during (center) and a�er filling 
with HXTAL-NYL-1 (right). Photos: Anna Laganà. Courtesy of Borzo Gallery. 
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5.6  CONCLUSION 

The results of this extensive inves�ga�on showed that excellent alterna�ves exist to invasive 

treatments such as polishing or surface modifica�on for the repair of PMMA surfaces. The visual 

appearance of local scratches and chips can be successfully improved using filling treatments.  

As shown by the many examples in this study, fill repairs can fully restore transparency and make 

surface damages disappear. In some cases, the repairs are not visible from the front but can be 

perceived from certain angles, depending on the size of the repaired area and the angle of the 

light source. In these instances, adjus�ng the ligh�ng and/or posi�oning of the object can help 

to improve the viewing experience. 

The methods developed allowed for very precise applica�on of repair materials, elimina�ng the 

need for finishing treatments. Regalrez® 1094 and HXTAL NYL-1 proved to be the most suitable 

materials for filling scratches and chips. Regalrez® 1094 has the advantage of being reversible, 

while HXTAL NYL-1 offers the advantage of minimal dimensional change upon curing, allowing 

less applica�ons in chip-filling compared to solvent-based adhesives. HXTAL NYL-1 also 

demonstrated good leveling proper�es, making it overall the preferred choice for filling gaps 

(both chips and losses) in PMMA.  

Finally, the applica�on of the research findings to the case studies proved the success of the 

treatments developed and also confirmed the observa�on made in Chapter 4 that, when 

trea�ng small superficial damages on transparent colored plas�cs, it is not necessary to color 

the fill material, as the original color remains visible through the transparent fills. 

It is hoped that this research will contribute to support conservators dealing with PMMA surface 

damage in making safe and suitable choices.  
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