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Abstract

Optimizing energy efficiency in software systems has become an
increasingly critical concern. The ICT sector contributes signifi-
cantly to global greenhouse gas emissions, with cloud computing
and microservice-based architectures playing a substantial role in
this energy demand. Moreover, with the advent of various data
exchange technologies, data-centric multi-domain applications are
growing. We address this challenge by investigating energy effi-
ciency optimizations for data exchange archetypes within policy-
aware dynamically adaptive microservice-based middleware.

We introduce an energy consumption monitoring pipeline appli-
cable to microservice-based policy-aware middleware designed to
support data exchanges, such as DYNAMOS (Dynamically Adaptive
Microservice-based OS). The monitoring pipeline is integrated in
the system’s architecture and utilizes monitoring tools to retrieve
energy consumption data and statistical tools to identify which
stages of the execution contributed the most to energy consumption.
Using this analysis, we design and implement two optimizations
that demonstrate reductions in energy usage. Both optimisations
are deployed in both centralized and decentralized setups.
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1 Introduction

Since cloud computing and microservice-based architectures are
playing a substantial role in the world’s energy demand and hence
to global greenhouse gas emissions, we set out to investigate energy
efficient data exchange systems.

The importance of energy efficiency in ICT has increased with
the fast expansion of data centers and cloud computing [12]. In
2021 Freitag et al. [13] suggested that the ICT sector’s share of
global greenhouse gas (GHG) emissions could reach 2.1% — 3.9%
and is projected to grow in the future. Therefore, addressing energy
efficiency in ICT is not only a technical challenge but also a societal
imperative. Among various ICT architectures, microservice-based
systems have gained significant traction due to their scalability
and flexibility. However, these systems also introduce additional
overhead and complexity that can impact energy consumption.
Therefore, improving the energy efficiency of such systems is a key
step toward sustainable software [11, 21].

Balanza-Martinez et al. [7] emphasize that algorithms and strate-
gies to improve energy efficiency require deeper investigation, urg-
ing researchers and practitioners to prioritize this area to advance
global sustainability goals. A key gap highlighted in literature is
the lack of empirical studies on energy efficiency optimizations,
particularly the scarcity of actionable, implementable solutions.

DYNAMOS! (Dynamically Adaptive Microservice-based OS) rep-
resents a promising platform to address this gap. DYNAMOS is
a framework that enables secure data exchange and includes a
methodology to dynamically select and compose data exchange
archetypes. While DYNAMOS already supports adaptation based
on various policies, its potential to optimize energy consumption
remains largely unexplored. Its ability to orchestrate archetypes
dynamically creates new opportunities to integrate energy-efficient
strategies directly into system behavior, making it an ideal testbed
for evaluating energy efficiency optimizations.

We investigate these opportunities by applying an energy effi-
ciency monitoring pipeline built on Kubernetes-based monitoring
tools. Inspired by the work of Floroiu et al. [12], this pipeline begins
with energy consumption measurements and applies an anomaly
detection algorithm to identify deviations or abnormalities. A subse-
quent Root Cause Analysis (RCA) phase determines the underlying
factors contributing to changes in the energy consumption. Based
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on these insights, we demonstrate how the findings can guide the

optimization of data exchange operations. Finally, the optimizations

are evaluated against their original counterparts in both centralized
and distributed environments, the latter deployed on FABRIC?.

In this paper, we make three main contributions:

(1) We investigate energy consumption monitoring on distributed
systems and its application to the DYNAMOS [25] system.

(2) We demonstrate how energy consumption monitoring and diag-
nostics can identify avenues for improvement and we develop
two optimizations for data exchange archetypes.

(3) We provide an extensive evaluation on local and distributed
deployment on the FABRIC testbed.

Section 2 provides relevant background on the methodologies
and tools used in this work. Section 3 details the implementation of
energy measurement and root cause analysis. Section 4 describes
how the monitoring pipeline guided the implementation of two
optimizations to the data exchange archetypes. Section 5 presents
the experimental setup and the evaluation of the optimizations.
Finally, Section 6 summarizes the findings and concludes this work.

2 Background

In this section we introduce the core concepts used in this work:
green telemetry, DYNAMOS and Data Exchange Archetypes.

2.1 Green Computing and Telemetry

Green computing refers to the environmentally conscious design,
use, and disposal of computing resources, with the goal of minimiz-
ing energy consumption, reducing e-waste, and lowering the overall
environmental footprint of IT systems. As Information Communi-
cation Technology (ICT) has expanded exponentially, energy use
and electronic waste have grown in parallel, making sustainability
a pressing concern in both research and practice [1].

Core practices of green computing include designing energy-
efficient hardware and software, recycling and repurposing out-
dated components, and minimizing resource use during manufac-
turing and operation. Recent developments also highlight advances
in cloud computing efficiency, better hardware utilization, and sus-
tainable management of Internet of Things (IoT) devices, which
continue to grow rapidly in both scope and scale [1].

A key dimension of green computing is the role of software in
driving sustainability. Here, green software can be divided into two
categories [7]: (i) green in software, focuses on optimizing software
to reduce its own energy consumption; (ii) green by software, refers
to software that facilitates energy-efficient practices in other do-
mains or systems. This distinction is crucial, as it highlights that
software can either directly shrink its environmental footprint or
act as a facilitator for broader sustainability.

In the context of this work, green computing principles are oper-
ationalized through a focus on improving energy efficiency within
DYNAMOS. By implementing and empirically validating energy ef-
ficient strategies, this research contributes to the broader objectives
of green computing. Specifically, we focus on “green in software”,
targeting internal optimizations within DYNAMOS to achieve tan-
gible reductions in energy consumption.

2FABRIC is Adaptive ProgrammaBle Research Infrastructure for Computer Science
and Science Applications; portal.fabric-testbed.net/
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In order to effectively adopt green computing principles, it is
necessary to understand the energy consumption characteristics of
existing software. There are multiple energy monitoring tools that
can enable deeper understanding of the energy consumption, for
example, Floroiu et al. [12] utilize Scaphandre for energy monitor-
ing. Currently, the two most widely used energy monitoring tools
are Scaphandre and Kepler>.

Scaphandre is a monitoring agent specifically designed for track-
ing energy consumption metrics®. It facilitates the measurement
and understanding of energy consumption patterns in technolog-
ical services. Scaphandre integrates with Prometheus®, enabling
real-time monitoring. Kepler (Kubernetes-based Efficient Power
Level Exporter) leverages eBPF (extended Berkeley Packet Filter)
technology® to track per-container energy consumption efficiently.
Kepler probes CPU performance counters and kernel tracepoints,
using these metrics along with machine learning models to estimate
energy consumption accurately. Kepler is designed to integrate with
Kubernetes, and its measurements are aligned with the Greenhouse
Gas (GHG) protocol [4, 5].

2.2 DYNAMOS

We describe DYNAMOS and the motivation to select it as a suit-
able case study for a complex microservice-based system. First,
it uses Kubernetes’, a widely adopted open-source platform for
containerized deployment. Moreover, its operations are organized
into a taxonomy of archetypes, which makes it more likely that
the results can be extrapolated to other use cases falling under
the same archetypes. Finally, DYNAMOS is designed to work with
distributed collaborators, which is common in real-world scenarios.

DYNAMOS is inspired by the architecture of Digital Data-sharing
Marketplaces (DDMs), i.e., platforms where multiple parties se-
curely exchange data under strict policy control, ensuring sovereignty
over data assets. A key concept of DDMs is the use of archetypes [29]
— common data-sharing patterns that define how data is exchanged,
including who provides the data, who processes it, and where re-
sults are delivered, all according to agreed-upon policies [22, 24].
For instance, one archetype may involve data being processed by a
trusted third party before reaching the end user, while another may
involve computation occurring directly at the data source. There
are 11 archetypes commonly referenced in the literature (Figure 1),
two of which are already implemented in DYNAMOS.

A central feature of DYNAMOS is its ability to dynamically select
data exchange archetypes in response to policies, user inputs, and
system events, offering significant flexibility and self-adaptivity
[24]. In practice, DYNAMOS uses extendable algorithms to create
dynamic microservice chains tailored to each request. DYNAMOS
may choose to use the Compute to Data (CtD) instead of the Data via
Trusted Third Party (DvITP) archetype according to the selection
mechanism. Currently, DYNAMOS selects the archetypes based on
a scoring system, but it is designed so that it can be easily extended.
For example, the archetype selection mechanism can be adapted to
optimize for lower computational cost of the archetypes.

3github.blog/open-source/social-impact/the-10-best-tools-to-green-your-software
“hubblo-org.github.io/scaphandre-documentation/references/metrics.html
Sprometheus.io/docs/introduction/overview/

®ebpf.io/what-is-ebpf/

7kubernetes.io/
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Figure 1: Data-sharing Archetypes [22]. The implemented
archetypes in DYNAMOS are highlighted.
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Figure 2: The architecture of the DYNAMOS system [25]

In DYNAMOS the archetypes are represented as ‘microservice
chains’, which are sequences of microservices structured as directed
acyclic graphs (DAGs). This representation ensures that each data
exchange process follows a clear, non-redundant path from input
to output. The chains are executed as ephemeral Kubernetes ’jobs’
that are purposefully short lived to support poolicy-awareness.

Figure 2 gives an overview of the architecture of DYNAMOS.
For example, when DYNAMOS receives a request, the Gateway
service is responsible for the initial handling. Then the next step
is performed by the Policy Evaluator that confirms whether the
incoming request is valid given a preexisting set of policies. Then
the Orchestrator dynamically selects the best archetype and gener-
ates the corresponding microservice chain. The microservice chain
request is transmitted via the messaging queue to the Distributed
Agents that are providing the data and the computational power.
The ephemeral jobs are executed in the agents and the execution
flow is defined by the microservice chain.
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3 Energy efficiency pipeline

In this section, we describe the energy efficiency pipeline that starts
with the use of Kubernetes-based telemetry tools (section 3.1) to
retrieve energy consumption metrics, and subsequently the diag-
nostics methodology that uses Root Cause Analysis and Anomaly
Detection to identify the main contributors to energy consumption.

3.1 Telemetry tools

The first step in the energy efficiency report pipeline involves col-
lecting energy consumption metrics, that is quantitative measure-
ments that reflect how much energy is used by system components
over time. These metrics form the foundation for the investigation
of the root causes of increased energy consumption.

The two most prominent tools for tracking energy consumption
metrics are Scaphandre and Kepler. Both of them are open-source
tools and both are compatible with Prometheus. Prometheus is used
to collect container-level metrics such as CPU and memory utiliza-
tion while Scaphandre and Kepler capture power consumption data
and export it in a format compatible with Prometheus.

In this work, Kepler is chosen as the primary energy monitoring
tool due to its superior accuracy in container-level energy metrics,
which align closely with the objectives of our pipeline. The pipeline
aims to detect inefficiencies by pinpointing specific containers or
services within the system that are responsible for high energy con-
sumption. As shown in the comparative study by Akbari et al. [2],
Kepler outperforms Scaphandre in measuring container-level en-
ergy usage, making it particularly well-suited to Kubernetes-based
microservice environments. In contrast, Scaphandre, while effective
at collecting host-level metrics, tends to underestimate memory-
related energy consumption at the container level, which is a limi-
tation for detailed root cause analysis. Moreover, Centofanti et al.
[9] and Gudepu et al. [14] both found that both tools gave similar
results in their studies, suggesting a very comparable functionality.

In addition to its container-level precision, Kepler offers prac-
tical advantages in virtualized environments. Unlike Scaphandre,
which depends on low-level hardware interfaces like powercap,
Kepler supports energy estimation via pre-trained power models
when direct access to hardware metrics is unavailable (Figure 3).
This makes Kepler especially effective on cloud platforms that use
virtual machines (VMs), where physical power sensors are often
inaccessible [5]. In bare-metal Kubernetes clusters, Kepler can still
use real-time metrics for greater accuracy.

3.2 Energy Efficiency Analysis

We introduce our energy efficiency analysis methodology and de-
scribe its operation. The methodology describes how to translate
the raw power consumption measurements into actionable results
by using analytical and statistical tools.

Central to the pipeline are two main components: the Anomaly
Detection (AD) algorithm and the Root Cause Analysis (RCA) algo-
rithm. Together, these algorithms identify and explain inefficiencies
in energy consumption within the system. The AD algorithm flags
data points that deviate from normal behavior, while the RCA algo-
rithm investigates and explains the underlying root causes for these
deviations. In microservice-based systems, such tools are essential
for maintaining performance and optimizing energy use [12].
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Figure 3: Bare Metal versus Virtual Machine for collecting
Power consumption Metrics. (Obtained from Kepler Docu-
mentation [6])

In our pipeline, energy consumption data is monitored, and the
AD algorithm detects irregularities by comparing observed behav-
ior to expected patterns. When anomalies are identified, the RCA
algorithm is triggered to determine the underlying causes of ab-
normal energy usage. The selection and implementation of these
algorithms are informed by the study of Floroiu et al. [12], which
evaluates various AD and RCA techniques specifically for energy
consumption in microservices. Their evaluation is based on three
key metrics: correctness (precision), completeness (recall), and ac-
curacy (F-score). Specifically, they found that Balanced Iterative
Reducing and Clustering Using Hierarchies [30] (BIRCH) on av-
erage performed the best out of all the AD algorithms, and Root
Cause Discovery [16] (RCD) was the best performing RCA algo-
rithm. Based on those findings, we choose BIRCH and RCD for our
work. To ensure replicability and comparability, we use exactly the
same algorithmic configuration as Floroiu et al. [12], including all
parameters and threshold values.

To use the energy efficiency report pipeline described in Sec-
tion 3.2, we train the RCA algorithm on a dataset representing
normal system behavior—specifically, measurements taken when
DYNAMOS was idle, outside of archetype execution. The anomaly
detection algorithm (BIRCH) does not require training, but it ben-
efits from preprocessing steps, as described by Floroiu et al. [12].
In our work, we follow the same preprocessing workflow before
applying anomaly detection:

(1) Smoothing: The data is smoothed using a rolling mean, which
helps capture trends and reduces noise. In other words, data
points are averaged to mitigate the impact of sudden outliers on
different timestamps.

(2) Normalization: The data is scaled to a common range to ensure
comparability between values.
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(3) Clustering with BIRCH: A Clustering Feature (CF) tree is
constructed by the BIRCH model.

(4) Anomaly Detection: Anomalies are identified based on the
distance of data points from their nearest cluster center. Points
that exceed a set threshold distance are classified as anomalies.

(5) Results Handling: The results are saved, with each data point
labeled as either an anomaly or normal, based on the BIRCH
clustering output.

4 Energy Efficiency Pipeline in DYNAMOS

In this section, we describe the application of the energy efficiency
pipeline to DYNAMOS to diagnose the root causes of energy con-
sumption. Subsequently, we analyze how the resulting insights
guided the design and implementation of two optimizations aimed
at reducing energy usage.

As a use case we use the Universities of The Netherlands scenario,
first described by Stuttenheim et al. [25]. In this scenario there are
two universities (UvA and VU) that each has a dataset about their
employees, and the objective is to execute the SQL query (Listing 1)
on their datasets. This can be achieved with the use of either the
CtD or the DVTTP archetypes. In the former, the query is executed
on the premises of the two universities, but in the latter the two
universities share their datasets to a trusted third party (SURF) and
the queries are executed there.

Listing 1: SQL Query for Selecting Distinct Records

SELECT DISTINCT p.Unieknr,
FROM Personen p

JOIN Aanstellingen s ON p.Unieknr = s.Unieknr
LIMIT 20000;

p.Geslacht, [...]

In order to determine which are the root causes of the energy con-
sumption of the archetypes we apply the methodology described
in Section 3.2. The methodology requires first to collect the en-
ergy consumption measurements from the Kubernetes containers
via Kepler and Prometheus. The measurements from Kepler and
Prometheus were polled during 100 cycles of a sequence of seven
DYNAMOS archetype requests each.

4.1 Root Cause Analysis

The RCA identified the sidecar and system_processes to be the
main contributors to energy use. The sidecar container implements
the sidecar design pattern as illustrated in Figure 2, and its role
is to implement the communication processes within DYNAMOS.
Thus, it is clear that the energy cost of the sidecar container is as-
sociated with the communication costs of the system. By contrast,
the system_processes container aggregates a large and diverse set
of system-level processes. This ambiguity stems from the Kuber-
netes’ reporting model where energy metrics are aggregated at the
container and pod level.

The initial results were useful in identifying high-level con-
tributors, especially pinpointing the data transfer stage (via the
sidecar container). However, in order to further examine the sys-
tem_processes container we examined the execution time as a proxy
for energy usage following the conclusion of Yuki and Rajopad-
hye [28], who argue that faster systems tend to be more energy-
efficient due to reduced execution duration.
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We measured the execution time per stage of the system (Startup,
Data Processing, and Data Transfer stage) under the same configu-
rations as previously described for the two archetypes. The Startup
stage is the necessary time until the system can start executing
the request, the Data Processing time refers to reading the data
and executing the SQL query, and the Data Transfer refer to the
time used for transferring the data necessary to execute the query
according to each archetype.

Table 1: Latency per stage for the CtD and DVI'TP archetypes

Processing Transfer
Archetype | Startup (%) Time (%) Time (%)
CtD 36.06 43.12 20.82
DvITP 29.47 27.77 42.76

Table 1 shows the percentage of execution time per stage for the
two archetypes. For the archetype CtD the startup time and the
processing time are the biggest contributors to the execution time.
The transfer time is considerably lower but still is responsible for a
significant percentage of delay. For the DVITP archetype, notably,
the transfer time is responsible for a much bigger delay in execution,
which is expected as it involves moving the datasets to the Trusted
Third Party (TTP) agent. However, startup and processing time still
add up to a significant percentage of the delay. Overall, the tables
show that all three operational stages contribute considerably to
the execution time of both archetypes. All three of them are viable
avenues for improving energy consumption for the two archetypes.

The results of the RCA along with the complementary execution
time analysis reveal that all three stages contribute considerably to
the execution time. Overall, we identify the following root causes
of increased energy use:

(1) Startup Stage (RC1): The time required to initialize services,
i.e. cold starts.

(2) Data Processing Stage (RC2): The time spent executing SQL
queries and retrieving data.

(3) Data Transfer Stage (RC3): The time required for data trans-
fers between services.

4.2 Optimizations

In this section, we demonstrate how the analysis results can inform
actionable improvements. Based on the identified root causes, we
implemented two optimizations designed to reduce energy con-
sumption. The first optimization introduced in DYNAMOS aims to
make the execution of archetypes more efficient through caching,
and the second with the use of data compression.

4.2.1 Request Caching. Caching is a well-established system de-
sign strategy that involves storing frequently accessed data in a
location that is faster and easier to retrieve. Its primary goal is to
improve the performance and efficiency of the system by reducing
the time and resources required to access commonly used data.
Studies have demonstrated that caching can significantly improve
energy efficiency [19, 27].

This optimization approach addresses all three root causes: it
improves Startup (RC1) by avoiding the creation of new jobs for
identical requests, thus bypassing service initialization; it reduces
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Data Processing (RC2) costs by eliminating redundant computa-
tions; and it mitigates Data Transferring (RC3) overhead, since
cached results can be reused without additional data exchanges.

The two main in-memory caching tools we consider are Mem-
cached® and Redis®. We choose Redis because it provides support
for more data structures, it allows for bigger key values (2GB com-
pared to 250 Bytes) and has a wider set of capabilities.

We implement caching in DYNAMOS at each Distributed Agent
(Figure 2) to preserve data sovereignty of each data owner. In this
design, each agent is responsible for updating and maintaining each
local data cache according to incoming requests. Moreover, this
approach ensures that caching does not interfere with the Policy
Evaluator service, allowing the system to adapt to policy changes.
The caching mechanism registers a new entry when no cache hit
occurs and applies time-to-live (TTL) of 10 minutes to prevent
stale or unused entries from persisting. While the optimal caching
parameters depend on the specific expected usage, we find that the
chosen configuration performs effectively for our use case.

4.2.2 Transferred Data Compression. Data compression, the pro-
cess of storing information in a compact form, can significantly
reduce energy consumption. This is because the energy required for
pre-processing tasks, such as encoding, is in most cases negligible
compared to the energy consumed during data broadcasting [23].
The primary purpose of compression is to minimize storage and
bandwidth requirements for data transmission, which inherently
leads to energy savings. By reducing the size of data transferred over
networks or stored on disk, compression decreases the resources
and energy required for these operations [3, 15].

In the context of archetype execution in DYNAMOS, compres-
sion is another optimization that holds the potential for significant
energy savings, specifically by addressing the Data Transfer root
cause (RC3). By compressing the data transferred between compo-
nents, can considerably reduce the size of the data being transmitted.
A smaller data size could lead to a significant reduction in the time
required for data transmission, improving overall energy efficiency.

There are multiple widely used open-source compression algo-
rithms (e.g. Gzip, Brotli, Zstandard, Deflate). We select the Gzip!®
lossless compression algorithm due to its great balance between
compression ratio and speed [26]. While higher compression rates
help reduce transmission costs, compression speed is also important,
as slower performance can increase overall energy consumption.
Gzip is reportedly the most widely used compression algorithm [18],
with broad compatibility and near-universal support.

DYNAMOS employs three different protocols for its communi-
cation tasks, HTTPS mainly for external requests, AMQ mainly for
metadata and system control, and gRPC mainly for data transfer
between microservices. We focus on the communication via the
AMQ and gRPC protocols, which typically have bigger loads and
stand to improve the most from compression. We introduce a com-
pression and decompression stage before and after data transfers,
respectively. Additionally, compression was applied conditionally
based on payload size, i.e. for small data loads, compression yields

8www.memcached.org/

9redis.io/solutions/caching/
10www.gzip,org/


https://www.memcached.org/
https://redis.io/solutions/caching/
https://www.gzip.org/

GREENS ’26, April 12-18, 2026, Rio de Janeiro, Brazil

minimal benefits and may introduce unnecessary overhead. There-
fore, we enabled compression only when the payload size exceeded
100 bytes. In practice, payloads exceeding this threshold correspond
to dataset transfers and SQL query results, which are stored locally
in the memory of the distributed agents without prior compression.
This setup focuses compression efforts on data exchanges where it
has the greatest impact, while avoiding unnecessary processing of
smaller messages.

5 Experiments

In this section, we compare the original data exchange archetypes
with their optimized counterparts in both local and distributed
environments. We begin with a short description of the local and
the distributed setup, and then we move to the evaluation of the
optimized archetypes in terms of energy consumption. Extensive
deployment guidelines can be found in our GitHub repository!.

The local deployment of DYNAMOS was on a system with 32GB
RAM and 12 CPU cores. The configuration of DYNAMOS is as
described in the original work [25] with the distributed agents
that correspond to the Universities of the Netherlands use case.
Specifically, it includes the universities UvA and VU and the trusted
third party SURF as distributed agents.

5.1 Distributed deployment on FABRIC

The distributed deployment of DYNAMOS is implemented on the
FABRIC testbed. FABRIC consists of a network on several sites
in USA, Europe and Asia, each equipped with substantial com-
putational and storage resources. These sites are interconnected
by high-speed, dedicated optical links, facilitating seamless data
transfer and collaboration.

FABRIC'’s highly customizable, geographically distributed infras-
tructure provides an ideal platform for evaluating the energy con-
sumption of data exchange archetypes[10]. It allows for consistent
experimentation across different distributed setups within a unified
environment. Overall, the advanced capabilities, the geographic dis-
tribution, and the customizability make FABRIC a suitable testbed
for studying energy consumption in DYNAMOS.

Kubernetes cluster

Node 2 Node 3 Node 4 Node 5
DYNAMOS H Distributed Agent H Distributed Agent HDistribuied Agent

control plane (UVA) {SURF)

Node 1

Kubernetes
control plane

@ pvnavos

Figure 4: Structure of the Kubernetes cluster on FABRIC

For the deployment, we set up a single-cluster Kubernetes en-
vironment on FABRIC consisting of one control plane node and
multiple worker nodes (Figure 4). The Kubernetes control plane
maintains the cluster state, manages workloads, and orchestrates
container deployment, while the worker nodes execute applica-
tion containers and handle data exchange and computational tasks.
Kubernetes control plane is deployed on a Virtual Machine (VM)

1 github.com/CollinPoetoehena/EnergyEfficiency DYNAMOS
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with 4CPU cores and 16GB RAM, while each of the other nodes
on a VM with 8 CPU cores and 16GB RAM. Kubernetes is boot-
strapped using Kubeadm?, the official setup tool maintained by the
Kubernetes project. Alternative tools such as Kops and Kubespray
were considered, however, Kubeadm is chosen for its flexibility,
fine-grained control, and comprehensive documentation, which
makes it a strong choice for custom deployments [8].

5.2 Evaluation

We evaluate the optimized energy-efficient data exchange archetypes
described in Sec. 4.2. The energy measurements are obtained using
the Kepler and Prometheus telemetry tools described in Sec. 3.1.
Initially we compare the optimized archetypes to the original in
the local and distributed (FABRIC) installation, and then we study
the correlation between execution times and energy consumption.

Prior to analysis, unsuccessful executions and anomalous mea-
surements are excluded using the DBSCAN algorithm, following
the same configuration as Koedijk and Oprescu [17]. Normality of
the remaining data is assessed using the Shapiro-Wilk test, and it
indicates non-normal distributions. Consequently, statistical signif-
icance between baseline and optimized configurations is evaluated
using the non-parametric Mann-Whitney U test with a significance
level of 0.05 (alpha). Full analysis is available in [20].

5.2.1 Energy Efficient Optimizations Evaluation. Table 2 shows the
results of the execution for the Compute to Data Archetype.
The data compression optimization demonstrates some improve-
ment compared to baseline for both energy and execution duration
but it is not statistically significant in the local setup. On the FAB-
RIC environment, the compression offers a statistically significant
improvement on the execution duration. Interestingly, the dura-
tion improvement is very minor, but due to the highly consistent
environment of FABRIC it is statistically significant. The caching
optimization offers statistically significant better performance over
the baseline in both energy and time cost. In both the local and
FABRIC setup the caching optimization minimizes the cost to a
fraction of the baseline.

Table 2: Energy-efficient Compute to Data Archetype execu-
tion. Positive statistical significance is marked with *.

Energy (J) Duration (s)

Mean StD Mean  StD
Baseline 1003.871 249.825 7.598 1.532
Local Setup Compression | 928.958 125.386 7.324  1.105
Caching 13.153%  69.026  0.397° 0.487
Baseline 2083.912 543.171 6.537 0.158
FABRIC Compression | 1903.897 414.278 6.247* 0.094
Caching 101.575% 245.735 0.347° 0.440

Table 3 shows the comparison of the different versions of the
Data via TTP Archetype, executed on the local and the FABRIC
environment. In this case, the compression optimization shows
more mixed results, as it displays positive results only on the time
cost, but negative results on the energy costs, in both local and

2kubernetes.io/docs/reference/setup-tools/kubeadm/
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FABRIC setup. Specifically, the time improvement (on FABRIC),
and the increase of the energy cost (on local setup) are statistically
significant. The caching optimization again demonstrates statisti-
cally significant improvements in both time and energy cost and
on both environments. Although the caching is very impactful, it
is less efficient in the FABRIC environment, compared to the local
installation.

Table 3: Energy-efficient Data via TTP Archetype execution.
Positive statistical significance is marked with *, negative
with T

Energy (J) Duration (s)
Mean StD Mean  StD

Baseline 1174.316  172.401 8.327  0.718

Local Setup  Compression 1348.404"  236.661 8.592  1.053
Caching 39.120* 92.453 0.582* 0.513

Baseline 4071.103  567.294 5.357  0.319

FABRIC Compression | 4079.854 592.702 5.258" 0.215
Caching 179.234*  319.115 0.349* 0.378

Overall, the experiments demonstrate that the data transfer com-
pression optimization leads to modest improvements across most
measurements. However, in the case of the DvVITP archetype, per-
formance is negatively impacted. In contrast, the caching optimiza-
tion consistently delivers significant benefits in all tested scenarios,
suggesting it can be a highly effective strategy for reducing both
energy and time costs. Comparing the two environments, FABRIC
exhibits higher energy consumption but lower execution times. The
increased energy usage may be attributed to the more complex con-
figuration of DYNAMOS on FABRIC, highlighting potential areas
for setup optimization and reflecting the inherent overhead of dis-
tributed systems. Meanwhile, the faster execution times on FABRIC
underscore its superior computational capabilities compared to the
local setup.

5.2.2 Correlation between energy and execution time. This section
explores the relationship between execution time and energy con-
sumption across all experiments. While the previous section focused
on analyzing optimizations individually, here we examine whether
execution time can reliably predict energy efficiency by performing
correlation analysis for both the local and FABRIC environments.

Figure 5 illustrates the correlation between energy consumption
and execution time across all individual experiments on the local
setup. The results indicate a moderate positive correlation between
these two metrics, with a Kendall tau coefficient of 7 = 0.553.
This suggests that, in general, longer execution times tend to be
associated with higher energy usage. However, the scattering of the
data point also shows that this relationship is not perfectly linear,
and shorter execution times do not always result in the lowest
energy consumption for every individual experiment run.

Figure 6 visualizes the relationship between energy consumption
and execution time for all implementations on the FABRIC setup.
In contrast to Experiment 1, the correlation between energy and
execution time is noticeably lower, with a Kendall tau value of
7 = 0.222. This indicates a low positive correlation: while there is a
general tendency for longer execution times to be associated with
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Figure 5: Execution time vs Energy consumption for the local
deployment
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Figure 6: Execution time vs Energy consumption for the FAB-
RIC deployment

higher energy consumption, the relationship is less pronounced
and more variable in the FABRIC environment.

As shown in Figure 6, caching implementations cluster at the
lower-left part of the plot, reflecting both low execution times
and energy consumption. Similar to the local environment, a few
caching experiments show slightly elevated mean execution times.
Other configurations, particularly the baseline and compression
implementations, are more dispersed. This demonstrates that faster
execution time does not always imply lower energy use for every
individual run. Interestingly, when comparing the results between
the local and the FABRIC environments, the FABRIC the results are
clearly more stable in terms of execution time, likely a result of the
stability of the FABRIC infrastructure.
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6 Conclusion

In this work, we presented a green computing application on the
DYNAMOS middleware for data exchange archetypes, covering the
entire process from the energy consumption telemetry and diagnos-
tic analysis to the implementation and evaluation of the optimized
archetypes. Specifically, we presented the energy consumption mon-
itoring pipeline using Kepler and Prometheus that is suitable for
the container-based architecture of DYNAMOS. We then applied
Root Cause Analysis to the collected energy metrics to identify the
primary contributors to energy consumption. Based on these find-
ings, we implemented two optimizations targeting the root causes
of the identified root causes, namely, a caching mechanism and
data compression. We evaluated the optimized archetypes both in
a local setup and in a distributed setup on the FABRIC testbed. Our
work demonstrates how complex and distributed container-based
systems can effectively monitor and reduce energy consumption.
Furthermore, our results indicate that caching and data transfer
compression can provide significant benefits for data exchange
archetypes, depending on the specific use case.

Potential future wprk directions include additional optimizations
for data exchange archetypes, incorporating the energy efficiency
criterion into the DYNAMOS archetype selection process, validating
energy estimates obtained on the deployed pipeline versus actu-
ally measured energy consumption at machine level, generalizing
our insights by contrasting our approach to broader state-of-the-art.
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